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DEPARTMENT OF THE ARMY
Omaha District, Corps of Engineers

106 South 15th Street
Omaha, Nebraska  68102-1618

 _________________________________
 :NOTICE:  Failure to acknowledge :          Solicitation No. DACA45 02 B 0009
 :all amendments may cause rejec- :
 :tion of the bid.  See FAR       :          Date of Issue: 05 JUNE 2002
 :52.214-3 of Section 00100       :          New Date of Opening: 15 JULY 2002

                                             Amendment No. 0002
                                             28 June 2002

SUBJECT:  Amendment No. 0002 to Specifications and Drawings for Construction of
  LIVE ORDNANCE LOADING AREA (LOLA), ELLSWORTH AFB, SD 
Solicitation No. DACA45-02-B-0009

TO:       Prospective Bidders and Others Concerned 

1.  The specifications and drawings for subject project are hereby modified as
follows (revise all specification indices, attachment lists, and drawing
indices accordingly).  Note: The changes below have not been posted to the
reissued Am_0002 CD-ROM. They are listed here descriptively for posting.

a.  Specifications.  (Descriptive Changes.)

1. Page Index1-1, after the listing “01451 CONTRACTOR QUALITY
CONTROL” add 01501 ELLSWORTH AFB SECURITY REQUIREMENTS”

2. Page 00100-16, paragraph 31.d., delete contents for item (1)
and substitute:

“(1) The apparent low bidder must submit a subcontracting plan
within 24 hours after notification by the Government to the
Contracting Activity.”

3. Page 00100-18, add the following new paragraph:

“34. EXPEDITING CONTRACT AWARD AND NOTICE TO PROCEED.  

In order to expedite award of contract and issuance of NOTICE
TO PROCEED, it is required that: 

(1) subcontracting plan (on contracts exceeding $1,000,000
for large business concerns only) be submitted within 24 hours
after notification by the Government.

(2) pre-award information has been submitted as specified
in paragraph:  PRE-AWARD SURVEY INFORMATION and

(3) contract documents (including Performance and Payment
Bonds) be executed and submitted within two (2) working days,
in lieu of the 10 days specified in paragraph:  PERFORMANCE
AND PAYMENT BONDS, after successful bidder is notified of
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contract award.”

4. Page 01400-8, delete entire contents of paragraph 1.8.1.2 and
subparagraphs a-d and substitute “See drawing note 5 on Sheet
C0.00.”

5. Page 02316A-9, add the following new paragraphs:

“3.3.5 Excavation in the area of the Former UST

A 5000-gallon heating oil underground storage tank (UST) was formerly located
about 8’ east of the electrical man-hole cover, and south of the concrete
sidewalk.  The bottom of the tank was located approximately 11’ below the
ground surface (bgs).  Contamination from the leaking tank was observed from
about 7’ bgs and below.  This UST site will have been remediated by Ellsworth
AFB prior to construction of this project.  During construction, excavation
is expected only to go to about 6’ bgs.  Therefore it is not expected that
the Contractor will encounter any soil contaminated by petroleum
hydrocarbons.  

During construction in the area of the former UST, the Contractor shall
observe whether soil is visibly stained with or has the odor of heating oil,
and shall collect a representative composite sample at the bottom of the
excavation.   This shall have headspace screening with a properly calibrated
FID (flame ionization detector) instrument, following this procedure: Put
composite sample in jar.  Cover jar opening with one continuous sheet
aluminum foil, put lid on to secure foil.  Vigorously agitate jar for at
least 15 seconds and allow a minimum of 10 minutes for the sample to
adequately volatilize.  During cold weather, the samples shall be warmed to
near room temperature prior to taking the headspace measurement.  Re-shake
the jar and remove the jar lid.  Quickly insert the vapor sampling probe
through the aluminum foil and record the maximum meter response (which should
be between the first two to five seconds).  Elevated vapor concentrations or
elevated moisture may produce and erratic response.

For readings < 5 ppm, the confirmation samples show the soil is clean.  If
results are < 5 ppm, the Contractor shall continue to excavate to the depth
specified by the COR, and then screen the bottom of the excavation again.
Stock-pile contaminated soil (> 5 ppm on FID) on construction-grade plastic.
Collect one composite sample per 100 cubic yards and analyzed for the methods
required by the Rapid City Landfill for disposal.”

5. Page 02630A-9, paragraph 2.3.1., Line 2, delete “[____]” and
substitute “20.7Mpa”. Same line, delete “03300” and substitute
“03307”.

6. Page 02721A-6, paragraph 2.1.1.b, maximum allowable percentage
by weight table, for delete Sieve Designations “No. 1”, “No.
3”, and “No. 4” and their corresponding data.

7. Page 02722A-6, 

a) Delete contents of paragraph 1.5.2.6and substitute “NOT
USED”.

b) Delete paragraph 1.5.3.1.e in entirety.
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8. Page 02722A-8, paragraph 2.1.3, Gradation of Aggregates Table,
delete Sieve Designation “No. 1” and “No. 2” and associated
gradation requirements.

9. Page 02722A-11, paragraph 3.5.6, line 3, delete “and [GCA]”.

10. Page 02749-13, paragraph 3.5.1, table 5, line 11, for VMA
percentage, delete “[13]” and”[14]”.

11. Page 02749-17, paragraph 3.10.3.6, line 3, delete “[75]”.

12. Page 02753A-12, paragraph 1.4.1.3, delete title and
paragraph contents and substitute title with “NOT USED”.

13. Page 02753A-13, 

a) Paragraph 1.4.2.2, delete title and paragraph contents
and substitute “NOT USED”.

b) Paragraph 1.4.2.3, delete title and paragraph contents
and substitute “NOT USED”.

c) Paragraph 1.4.2.4, delete title and paragraph contents
and substitute “NOT USED”.

14. Page 02753A-23, paragraph 1.7.2, line 3, delete
“Government”

and substitute “Contractor”.

15. Page 02753A-24, paragraph 1.7.3, last line, delete 
“Government” and substitute “Contractor”.

16. Page 02753A-33, paragraph 2.1.1, line 2, after “...15
percent” add “. All cement shall be”.  

17. Page 02753A-35, paragraph 2.2.2.4, line 1, in blank line
between brakets add “37.5mm”.

18. Page 02762A-5, paragraph 2.1, line 10, delete “[21 or 25]”
and substitute “21”; same line delete “[  ]”. Line 11,
“[ __ ]”.

19. Page 02762A-6, 

a) Paragraph 3.1.1a., line 2, blank line between
brackets add “14.3”; line 3, add to brackets “-4”, line 4,
add to brackets “60”.

b) Paragraph 3.1.1.b., delete contents and substitute “NOT
USED”.

20. Page 16375A-21, 

a) Delete contents of paragraph 2.8.2 and substitute the
following:

“The switchgear shall be Cooper KYLE Type VFI Fault
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Interrupter Padmounted Switchgear or an approved equal.
Switchgear shall be oil-filled with all internal parts
sealed in insulating oil. Switchgear shall be deadfront
construction, with 2 incoming compartments for loop feed
arrangement with vacuum interrupters. The outgoing section
shall be provided with vacuum-type interrupters or breakers
as indicated on drawings.”  

b) Paragraph 2.8.2.2, delete contents of subparagraphs a.
and b., and substitute “Not Used”. Add the following to
Subparagraph c.

“An overcurrent on any phase will simultaneously open
all three phases.”

b. Specifications (New and/or Revised and Reissued).  Delete and
substitute specification sections as noted below. The substituted sections are
revised and reissued with this amendment. Note: These reissued sections have
been included on the reissued CD-ROM. 
 

Sections Deleted Sections Substituted 

SF1442, Pages 00010-1,2 SF1442, Pages 00010-1,2

Bid Schedule 00010-3,4 Bid Schedule 00010-3,4

------ SECTION 01351A

SECTION 02510A SECTION 02510A

Section 15400A SECTION 15400A

c. Drawings (Not Reissued). The following drawings of drawing code
AF116-90-06 are revised as indicated below with latest revision date of 28 June
2002.  These drawings are not reissued with this amendment. 

1. Drawing C0.00, add the following new notes to the drawing.

(a) “5. All work located within 200 feet of the centerline o the
existing taxiway (Apron approach to taxiway and associated
work) must be accomplished within a continuous 60 calendar
day period.  The time period can be coordinated at any time
during the contract performance period. See SECTION 01400:
SPECIAL SAFETY REQUIREMENTS, paragraph Special Airfield Work
Requirements on Ellsworth AFB.

6. All work on the moving and ultimate removal of the
security chain link fencing in work areas 1, 2 & 3 will be
required to be accomplished under security escort.  Any
additional minor work within restricted areas of the base
must also be accomplished under security escort. See SECTION
01501: ELLSWORTH AFB SECURITY REQUIREMENTS.”  
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2. Drawings Q3.01, Q3.02, Q3.03, Q3.05, Q3.06, Q3.07, on Legend,
delete “LONGITUDINAL CONSTRUCTION JOINT” and substitute
“DOWELED LONGITUDINAL JOINT”

3. Drawing M1.01, revise drawing in accordance with attached
sketch.

4. Drawing M2.01, revise drawing in accordance with attached
sketch.

5. Drawing M2.02, revise drawing in accordance with attached
sketch.

6. Drawing M3.01, revise drawing in accordance with attached
sketch.

7. Drawing M6.01, revise drawing in accordance with attached
sketch.

8. Drawing M7.01, revise drawing in accordance with attached
sketch.

9. Drawing EL.01, revise drawing in accordance with attached
sketch.

10. Drawing ED.01, 

a) Semiflush Assembly Series Taxiway Lights detail, change
the conduit section sizes shown (for both RGS and PVC
conduit sections) to “2””.

b) Semiflush Assembly Series Taxiway Lights detail:

- Remove the three jumpers shown between counterpoise and
base.

- Change “Counterpoise Grounding System” to “Counterpoise
System”.

- Add a leader note to counterpoise which reads “Route
counterpoise around exterior of concrete encasement
towards full strength pavement.  Do not connect to
base. Maintain a 12 inch (305 mm) minimum distance
between base and counterpoise”.

- Add a ground rod and conductor to detail.  A ¾” (19mm)
x 10” (305mm) ground rod shall be shown installed next
to base, with top of rod 12” (305 mm) below grade. A #6
AWG ground conductor shall be routed from ground rod
and attached to a fixture base internal ground lug.

 
5. Drawing E2.01, For Padmount switch 955A1, change dashed line

boundary of the switch to a solid line boundary.
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d.  Drawings (Reissued).  The following drawings of drawing code 
AF116-90-06 are revised with latest revision date of 26 June 2002, and reissued
with this amendment. 

SHEET
NUMBER SHEET TITLE
C1.01 SITE DEMOLITION - AREA 1
C1.02 SITE DEMOLITION - AREA 2
C1.04 SITE DEMOLITION - AREA 4
Q3.01 PAVING PLAN-AREA 1
Q4.01 GRADING PLAN-AREA 1
Q4.02 GRADING PLAN-AREA 2
Q4.03 GRADING PLAN-AREA 3
Q4.07 GRADING PLAN-AREA 7
Q5.03 PAVEMENT PROFILES DITCH C
Q5.04 PAVEMENT PROFILES DITCH D
QA.01 SUBDRAIN PLAN – BASIC WORK

e.  Drawings (New).  The following new drawings of drawing code 
AF116-90-06 are hereby added with a 6/26 date to the contract
drawings and are issued with this amendment. For drawings QC.01,
QC.02, QH.01 and QH.02, add in the title block a delta symbol with a “2” and add
“Drawing Sheet Added by Am_0002” and add date of revision as “6/26”.

SHEET
NUMBER SHEET TITLE
C1.13 SITE DEMOLITION - AREA 13
C1.14 SITE DEMOLITION - AREA 14
Q6.01 STORM DRAIN SCHEDULE
Q7.01 STORM DRAIN DETAILS
Q7.02 STORM DRAIN PROFILES
Q8.01 SUBDRAIN SCHEDULE
Q9.01 SUBDRAIN DETAILS
QA.02 SUBDRAIN PLAN – OPTIONAL WORK
QC.01 AIRFIELD PAVEMENT DETAILS SHEET 1 OF 2 
QC.02 AIRFILED PAVEMENT DETAILS SHEET 2 OF 2
QH.01 MARKING PLAN– BASIC WORK
QH.02 MARKING PLAN– BASIC WORK
QH.03 MARKING PLAN– OPTIONAL WORK

2. This amendment is a part of the bidding papers and its receipt shall be
acknowledged on the new Standard Form 1442. All other conditions and
requirements of the specifications remain unchanged.  If the bids have been
mailed prior to receiving this amendment, you will notify the office where bids
are opened, in the specified manner, immediately of its receipt and of any
changes in your bid occasioned thereby. 

a. Hand-Carried Bids shall be delivered to the U.S. Army Corps of
Engineers, Omaha District, Contracting Division (Room 301), 106 South 15th
Street, Omaha, Nebraska 68102-1618.

b. Mailed Bids shall be addressed as noted in Item 8 on Page 00010-1
of Standard Form 1442. 

3. Bids will be received until 2:00 p.m., local time at place of bid
opening, 15 JULY 2002. 
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Attachments 
Sections listed in 1.b. above 
Dwg. Sketches listed in 1.c. above
Dwgs. listed in 1.d. and 1.e. above 

U.S. Army Engineer District, Omaha 
Corps of Engineers 
106 South 15th Street 
Omaha, Nebraska  68102-1618 

28 June 2002
mrp/4413
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SOLICITATION, OFFER,
AND AWARD

(Construction, Alteration, or Repair)  

1. SOLICITATION NO. 2. TYPE OF SOLICITATION

x SEALED BID (IFB)

NEGOTIATED (RFP)

3. DATE ISSUED PAGE OF PAGES

IMPORTANT - The "offer" section on the reverse must be fully completed by offeror.
4. CONTRACT NO. 5. REQUISITION/PURCHASE REQUEST NO. 6. PROJECT NO.

7. ISSUED BY                                                                                    CODE 8. ADDRESS OFFER TO

9. FOR INFORMATION
           CALL:

A. NAME B. TELEPHONE NO. (Include area code)    (NO COLLECT CALLS)

SOLICITATION
NOTE:  In sealed bid solicitations "offer" and "offeror" mean "bid" and "bidder".
10. THE GOVERNMENT REQUIRES PERFORMANCE OF THE WORK DESCRIBED IN THESE DOCUMENTS (Title, identifying no., date):

11. The Contractor shall begin performance within                                  calendar days and complete it within                                   calendar days after receiving

award, X notice to proceed.  This performance period is X mandatory, negotiable.   (See                                                                 .)

X YES NO

12B. CALENDAR DAYS12A. THE CONTRACTOR MUST FURNISH ANY REQUIRED PERFORMANCE AND PAYMENT BONDS?
        (If "YES," indicate within how many calendar days after award in Item 12B.)

13. ADDITIONAL SOLICITATION REQUIREMENTS:

A.  Sealed offers in original and                 copies to perform the work required are due at the place specified in Item 8 by                                (hour)
       local time                                   (date).  If this is a sealed bid solicitation, offers must be publicly opened at that time.  Sealed envelopes
       containing offers shall be marked to show the offeror's name and address, the solicitation number, and the date and time offers are due.

B.  An offer guarantee       is,                 is not required.X

C.  All offers are subject to the (1) work requirements, and (2) other provisions and clauses incorporated in the solicitation in full text or by
      reference.

D.  Offers providing less than                           calendar days for Government acceptance after the date offers are due will not be considered and
      will be rejected.

NSN 7540-01-155-3212 1442-101

00010-1
STANDARD FORM 1442 (REV. 4-85)
Prescribed by GSA
FAR (48 CFR) 53.236-1(e)

DACA45-02-B-0009 05 JUN 2002 1 OF 4

U S ARMY ENGINEER DISTRICT, OMAHA
106 South 15th Street
Omaha, Nebraska 68102-1618

CT

U.S.ARMY CORPS OF ENGINEERS, OMAHA
Attn: CONTRACTING DIVISION (CENWO-CT)
106 South 15th Street
Omaha, Nebraska 68102-1618

See SECTION 00100, Para. 27 See SECTION 00100, Para. 27

The Offeror hereby agrees to do all the work described in these documents entitled:
LIVE ORDNANCE LOADING AREA (LOLA)
ELLSWORTH AFB, SOUTH DAKOTA

Return with Bids: Section 00010 (Pages 00010-1,2,3,4); Section 00600 & Bonding 

Under the terms of this contract, the offeror agrees:  (1)  that upon written notification by
the Government, within 24 hours, the offeror will provide their subcontracting plan (on
contract exceeding $1,000,000 for large business concerns only) and (2) that upon written
notification of acceptance of this bid, mailed or otherwise furnished within 60 calendar days
after the date of opening of bids, the offeror will provide within two (2) working days, in
lieu of the 10 days specified in paragraph:  PERFORMANCE AND PAYMENT BONDS, two sets of
Performance and Payment bonds on Government standard forms with good and sufficient surety. 
Notice to Proceed will be issued as soon as practical thereafter.  

10 540

See Item 10, above

0 2:00 PM
15 JUL 2002

60



14.  NAME AND ADDRESS OF OFFEROR (Include ZIP Code) 15. TELEPHONE NO. (Include area code)

16. REMITTANCE ADDRESS (Include only if different than Item 14)

CODE                                                FACILITY CODE

17.  The offeror agrees to perform the work required at the prices specified below in strict accordance with the terms of this solicitation, if this offer is accepted
       by the Government in writing within          calendar days after the date offers are due. (Insert any number equal to or greater than the minimum requirement
       stated in Item 13D.  Failure to insert any number means the offeror accepts the minimum in Item 13D.)

AMOUNTS

18. The offeror agrees to furnish any required performance and payment bonds.
19. ACKNOWLEDGMENT OF AMENDMENTS

(The offeror acknowledges receipt of amendments to the solicitation - give number and date of each)

AMENDMENT NO.

DATE

20A. NAME AND TITLE OF PERSON AUTHORIZED TO SIGN OFFER
        (Type or print)

20B. SIGNATURE 20C. OFFER DATE

AWARD  (To be completed by Government)
21. ITEMS ACCEPTED:

22. AMOUNT 23. ACCOUNTING AND APPROPRIATION DATA

24. SUBMIT INVOICES TO ADDRESS SHOWN IN
          (4 copies unless otherwise specified)

ITEM 25. OTHER THAN FULL AND OPEN COMPETITION PURSUANT TO

10 U.S.C. 2304(c)  (          ) 41 U.S.C. 253(c)  (          )

26. ADMINISTERED BY                                               CODE 27. PAYMENT WILL BE MADE BY

          CONTRACTING OFFICER WILL COMPLETE ITEM 28 OR 29 AS APPLICABLE
       28. NEGOTIATED AGREEMENT     (contractor is required to sign this
  document and return                          copies to issuing office.)  Contractor agrees
  to furnish and deliver all items or perform all work, requisitions identified
 on this form and any continuation sheets for the consideration stated in this
 contract.  The rights and obligations of the parties to this contract shall be
 governed by (a) this contract award, (b) the solicitation, and (c) the clauses,
 representations, certifications, and specifications incorporated by reference
 in or attached to this contract.

       29. AWARD     (Contractor is not required to sign this document.)  Your offer
 on this solicitation, is hereby accepted as to the items listed.  This award con-
 summates the contract, which consists of (a) the Government solicitation and
 your offer, and (b) this contract award.  No further contractual document is
 necessary.

30A. NAME AND TITLE OF CONTRACTOR OR PERSON AUTHORIZED
        TO SIGN  (Type or print)

31A. NAME OF CONTRACTING OFFICER (Type or print)

30B. SIGNATURE 30C. DATE 31B. UNITED STATES OF AMERICA

BY

31C. AWARD
          DATE

00010-2

STANDARD FORM 1442 BACK (REV. 4-85)

DUNS Number:

60

                        
SEE BIDDING SCHEDULE 
         
Contractor’s Fax No._____________              CAGE CODE _________________
Contractor’s E-Mail address________________

26

U.S. Army Engineer District, Omaha
106 South 15th Street
Omaha, Nebraska 68102-1618

USAED Omaha
c/o USACE Finance Center
5722 Integrity Drive
Millington, TN 38054-5005
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LOLA

ELLSWORTH AFB, SD

00010-3
Am_0002

BIDDING SCHEDULE

Item No. Description of Item
Estimated
Quantity Unit

Unit
Price Amount

BASIC
1. Entire Work Complete for the Live Ordnance 

Loading Area (LOLA), excluding Basic Items 2 & 3
and Option Items listed Below. XXXX JOB L.S. $__________

2. Concrete Paving for four (4) Aircraft Parking
Aprons (see drawings for thickness) 41,400 Sq. Meter $____ $__________

3. Bituminous Paving for four (4) Aircraft Parking
Shoulders and Road “A” (see drawings for
thickness)

16,500 Sq. Meter $____ $__________

TOTAL BASIC (Items 1. + 2. + 3.)                                                                                                      $______________

OPTIONS
Entire Work Complete for installing two
(2)additional parking aprons/
shoulders for Aircraft and two (2) blast deflectors.
(see items below)

 

O-1a.  Concrete Paving for two (2) Aircraft Parking
Aprons (see drawings for thickness)

19,400 Sq. Meter $____ $__________

O-1b. Bituminous Paving for two (2) Aircraft
Parking Shoulders (see drawings for thickness)

5,500 Sq. Meter $____ $__________

O-1

O-1c. Two (2) Blast Deflectors XXXX JOB L.S. $__________

TOTAL O-1 (Items O-1a. + O1-b. + O1-c.)                                                                                         $______________

O-2 Entire Work Complete for the installation of  four
(4) hydrant fuel pits. XXXX JOB L.S. $__________

O-3 Entire Work Comlete for the installation of  two (2)
hydrant fuel pits. XXXX JOB L.S. $__________

O-4 Entire  Work Complete  for relocating and
reinstalling Obstacle Course Equipment. XXXX JOB L.S. $__________

    GRAND TOTAL  AMOUNT (BASIC+ O-1, O-2, O-3 & O-4)                                                $_________________
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NOTES:

1. See Section 00100, INSTRUCTIONS, CONDITIONS AND NOTICES OFFERORS,
paragraph 3 EVALUATION OF OPTIONS for evaluation of bid items and options.  The
Government reserves the right to exercise the Options within 60 calendar days after
Notice to Proceed (NTP). Evaluation of Options will not obligate the Government to
exercise the option(s). 

2. Quantities for unit priced items are estimated only and the respective unit price will
prevail in the event of an overrun or underrun subject to Contract Clause "Variation in
Estimated Quantities.

3. Bid prices must be entered for all items of the schedule.  Additions and multiplications
will be subject to verification by the Government.  In case of variation between the
lump-sum prices and the total amount, the lump-sum prices will be considered the amount
proposed  In case of variation between the unit prices and the extensions, the unit prices
will be considered the proposed unit price. 

4. A modification to the Pricing Schedule, which provides for a single adjustment to the
total amount  to Pricing Schedule items, basic or options, should state the application of
the adjustment to each respective lump-sum price affected.

5. Option O-3 can be awarded only if Option O-1 is awarded.  The awarding of Option O-1
does not obligate the Government to award Option O-3 (Note: Items a., b. and c. are all
inclusive if the award of Option O-1takes place).
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SECTION TABLE OF CONTENTS

DIVISION 01 - GENERAL REQUIREMENTS

SECTION 01351A

SAFETY, HEALTH, AND EMERGENCY RESPONSE (HTRW/UST)

01/01

PART 1   GENERAL

  1.1   REFERENCES
  1.2   DESCRIPTION OF WORK
  1.3   SUBMITTALS
  1.4   REGULATORY REQUIREMENTS
  1.5   PRECONSTRUCTION SAFETY CONFERENCE
  1.6   SAFETY AND HEALTH PROGRAM
  1.7   SITE SAFETY AND HEALTH PLAN
    1.7.1   Acceptance and Modifications
    1.7.2   Availability
  1.8   SITE DESCRIPTION AND CONTAMINATION CHARACTERIZATION
    1.8.1   Project/Site Conditions
    1.8.2   Ordnance and Explosives (OE)
  1.9   SITE TASKS
  1.10   STAFF ORGANZATION, QUALIFICATION AND RESPONSIBILITIES
    1.10.1   Safety and Health Manager
    1.10.2   Site Safety and Health Officer
    1.10.3   Persons Certified in First Aid and CPR
  1.11   TRAINING
    1.11.1   General Hazardous Waste Operations Training
    1.11.2   Initial Session (Pre-entry Briefing)
    1.11.3   Periodic Sessions
  1.12   PERSONAL PROTECTIVE EQUIPMENT
    1.12.1   Site Specific PPE Program
    1.12.2   Levels of Protection
      1.12.2.1   Initial PPE Components
    1.12.3   PPE for Government Personnel
  1.13   MEDICAL SURVEILLANCE PROGRAM
  1.14   EXPOSURE MONITORING/AIR SAMPLING PROGRAM
  1.15   HEAT STRESS MANAGEMENT
    1.15.1   Physiological Monitoring
    1.15.2   ACGIH General Controls for Heat Stress
    1.15.3   ACGIH Job Specific Controls for Heat Stress
  1.16   SPILL AND DISCHARGE CONTROL
  1.17   CONFINED SPACE ENTRY PROCEDURES
  1.18   FIRE PROTECTION AND PREVENTION
  1.19   ELECTRICAL SAFETY
  1.20   EXCAVATION AND TRENCH SAFETY
  1.21   GUARDING OF MACHINERY AND EQUIPMENT
  1.22   LOCKOUT/TAGOUT
  1.23   FALL PROTECTION
  1.24   HAZARD COMMUNICATION
  1.25   ILLUMINATION
  1.26   SANITATION
  1.27   ENGINEERING CONTROLS

SECTION 01351A  Page 1
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  1.28   SIGNS AND LABELS
  1.29   WASTE DISPOSAL
  1.30   SITE CONTROL MEASURES
    1.30.1   Work Zones
    1.30.2   Site Control Log
    1.30.3   Communication
    1.30.4   Site Security
  1.31   PERSONAL HYGIENE AND DECONTAMINATION
    1.31.1   Decontamination Facilities
    1.31.2   Equipment Decontamination
      1.31.2.1   Decontamination Facilities
      1.31.2.2   Procedures
  1.32   EMERGENCY EQUIPMENT AND FIRST AID REQUIREMENTS
  1.33   EMERGENCY RESPONSE AND CONTINGENCY PROCEDURES
  1.34   CERTIFICATE OF WORKER/VISITOR ACKNOWLEDGEMENT
  1.35   INSPECTIONS
  1.36   SAFETY AND HEALTH PHASE-OUT REPORT

PART 2   PRODUCTS (Not Applicable)

PART 3   EXECUTION (Not Applicable)

-- End of Section Table of Contents --
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SECTION 01351A

SAFETY, HEALTH, AND EMERGENCY RESPONSE (HTRW/UST)
01/01

PART 1   GENERAL

Soil in the project area may be contaminated with petroleum products.  Health 
and safety requirements in this specification section apply only to workers 
performing tasks involving excavation and any other tasks where contact with 
contaminated soil is likely.  The requirements of Section 01400 SPECIAL 
SAFETY REQUIREMENTS shall be followed for all tasks where exposure to 
contaminated soil is not anticipated.1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN CONFERENCE OF GOVERNMENTAL INDUSTRIAL HYGIENISTS (ACGIH)

ACGIH Limit Values (1999) Threshold Limit Values for Chemical 
Substances and Physical Agents Biological 
Exposure Indices

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI Z358.1 (1998) Emergency Eyewash and Shower 
Equipment

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

29 CFR 1904 Recording and Reporting Occupational 
Injuries and Illnesses

29 CFR 1910 Occupational Safety and Health Standards

29 CFR 1926 Safety and Health Regulations for 
Construction

49 CFR 171 General Information, Regulations, and 
Definitions

49 CFR 172 Hazardous Materials Table, Special 
Provisions, Hazardous Materials 
Communications, Emergency Response 
Information, and Training Requirements

U.S. ARMY CORPS OF ENGINEERS (USACE)

EM 385-1-1 (1996) U.S. Army Corps of Engineers Safety 
and Health Requirements Manual
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ER 385-1-92 (2000) Safety and Occupational 
Requirements for Hazardous, Toxic, and 
Radioactive Waste (HTRW) Activities

NATIONAL INSTITUTE FOR OCCUPATIONAL SAFETY AND HEALTH (NIOSH)

NIOSH Pub No. 85-115 (1985) Occupational Safety and Health 
Guidance Manual for Hazardous Waste Site 
Activities

1.2   DESCRIPTION OF WORK

This section requires contractors to implement practices and procedures for 
working safely and in compliance with OSHA and USACE regulation while 
performing cleanup activities on uncontrolled hazardous waste sites.

1.3   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Exposure Monitoring/Air Sampling Program; FIO, 

  Personnel exposure monitoring/sampling results.

Site Control Log; FIO, 

  Record of each entry and exit into the site, as specified.

HAZWOPER Qualifications Certificates; FIO

  A certificate for each worker performing cleanup operations with 
potential for unacceptable occupational exposure signed by the 
safety and health manager and the occupational physician 
indicating the workers meet the training and medical surveillance 
requirements of this contract.

1.4   REGULATORY REQUIREMENTS

Work performed under this contract shall comply with EM 385-1-1, OSHA 
requirements in 29 CFR 1910 and 29 CFR 1926, especially OSHA's Hazardous 
Waste Operations and Emergency Response Standard 29 CFR 1926.65/29 CFR 
1910.120 and state specific OSHA requirements where applicable.  Matters of 
interpretation of standards shall be submitted to the appropriate 
administrative agency for resolution before starting work.  Where the 
requirements of this specification, applicable laws, criteria, ordinances, 
regulations, and referenced documents vary, the most stringent requirements 
shall apply.

1.5   PRECONSTRUCTION SAFETY CONFERENCE

A preconstruction conference shall be scheduled prior to the beginning of 
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site work at which time representatives of the Contracting Officer will 
review and discuss requirements relative to planning and administration of 
the overall safety program.

1.6   SAFETY AND HEALTH PROGRAM

The Contractor shall develop and implement a Safety and Health Program 
(SHP) which incorporates requirements in OSHA standards 29 CFR 1910, 
Section .120 (b) and 29 CFR 1926, Section .65 (b) and section 01.A.07 of EM 
385-1-1.  The Safety and Health Program shall address the items in 
paragraph (b) of 29 CFR 1910.120/29 CFR 1926.65 and Appendix A of EM 385-1-1
 in corporate specific detail.  These items are: Signature Sheet; 
Background Information; Statement of Safety and Health Policy; 
Responsibilities and Lines of Authority; Subcontractors and Suppliers; 
Training; Safety and Health Inspections; Safety and Health Expectations, 
Incentives programs and Compliance; Accident Reporting; Medical 
Surveillance/Medical Support; Personal Protective Equipment; Standard 
Operating Procedures and Corporate Plans supporting occupational safety and 
health.

1.7   SITE SAFETY AND HEALTH PLAN

The Contractor shall develop and implement a Site Safety and Health Plan 
(SSHP) meeting the requirments of section 01.A.10 of EM 385-1-1 and 29 CFR 
1910.120/29 CFR 1926.65 (b)(4).  At a minimum, the SSHP shall address each 
element in Appendix C of ER 385-1-92 and shall incorporate an Activity 
Hazard Analysis meeting the requirments of 01.A.10 and Figure 1-1 of EM 
385-1-1.

a.  The SSHP shall be considered a living document and shall be updated as 
occupational safety and health conditions change during project execution 
and improved as occuptional safety and health lessons are learned during 
the course of the poject.

b.  SSHP elements in Appendix C of ER 385-1-92 are:  1.  Site Description 
and Contamination Characterization; 2.  Activity Hazard Analysis; 3.  
Health and Safety Staff Organization, Qualifications and Responsibilities 
for the project; 4.  Health and Safety Training requirements for the 
project; 5.  Personal Protective Equipment; 6.  Medical Surveillance 
requirments for the poject; 7.  Radiation Dosimetry, if applicable; 8.  
Exposure Monitoring/Air Sampling; 9.  Heat Stress/Cold Stress Prevention; 
10.  Applicable elements of the Safety and Health Program edited to meet 
site specific conditions and site specific standard operating safety 
procedures, engineering controls and work practices used to reduce exposure 
to contaminants and prevent accidents; 11.  Site Control Measures; 12. 
Personal Hygiene and Decontamination; 13.  Equipment Decontamination; 14.  
Emergency Equipment and First Aid Requirements; 15.  Emergency Response and 
Contingency Procedures. 16.  Accident Prevention;  17.  Logs, Reports and 
Recordkeeping.

1.7.1   Acceptance and Modifications

Prior to submittal, the SSHP shall be signed and dated by the Safety and 
Health Manager and the Site Superintendent.  The SSHP shall be submitted 
for review 30 days prior to the Preconstruction Safety Conference.  
Deficiencies in the SSHP will be discussed at the preconstruction safety 
conference, and the SSHP shall be revised to correct the deficiencies and 
resubmitted for acceptance.  Onsite work shall not begin until the plan has 
been accepted.  A copy of the written SSHP shall be maintained onsite. 
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Changes and modifications to the accepted SSHP shall be made with the 
knowledge and concurrence of the Safety and Health Manager, the Site 
Superintendent, and the Contracting Officer.  Should any unforeseen hazard 
become evident during the performance of the work, the Site Safety and 
Health Officer (SSHO) shall bring such hazard to the attention of the 
Safety and Health Manager, the Site Superintendent, and the Contracting 
Officer, both verbally and in writing, for resolution as soon as possible.  
In the interim, necessary action shall be taken to re-establish and 
maintain safe working conditions in order to safeguard onsite personnel, 
visitors, the public, and the environment.  Disregard for the provisions of 
this specification or the accepted SSHP shall be cause for stopping of work 
until the matter has been rectified.

1.7.2   Availability

The SSHP shall be made available in accordance with 29 CFR 1910, Section 
.120 (b)(1)(v) and 29 CFR 1926, Section .65 (b)(1)(v).

1.8   SITE DESCRIPTION AND CONTAMINATION CHARACTERIZATION

1.8.1   Project/Site Conditions

Soil in the areas of excavation may be contaminated with petroleum products.

1.8.2   Ordnance and Explosives (OE)

The Contractor shall stop work and contact the Contracting Officer if 
ordnance and expolsives are discovered during project activities at the site.

1.9   SITE TASKS

Anticipated tasks and operations at the site include, but are not limited 
to:

   a.  mobilization
   b.  excavation/trenching
   c.  backfilling
   d.  decontamination
   e.  demobilization

The Contractor shall develop a safety and health hazard/risk analysis for 
each site tasks to be performed.  Address the potential hazards associated 
with each task, including safety hazards, chemical hazards, physical 
hazards, and biological hazards.  For chemical hazards, develop appropriate 
action levels and discuss the required actions associated with the action 
levels.  It is the Contractor's responsibility to reevaluate occupational 
safety and health hazards as the work progresses and to adjust the PPE and 
onsite operations, if necessary, so that the work is performed safely.

1.10   STAFF ORGANZATION, QUALIFICATION AND RESPONSIBILITIES

1.10.1   Safety and Health Manager

Safety and Health Manager shall be an Industrial Hygienist certified by the 
American Board of Industrial Hygiene or a safety professional certified by 
the Board of Certified Safety Professionals.

1).  The Safety and Health Manager shall have the following additional 
qualifications:
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     a.  A minimum of 2 years experience in developing and implementing 
safety and health programs at hazardous waste sites, petroleum 
contamination sites, or at underground storage tank removal projects.

     b.  Documented experience in supervising professional and technician 
level personnel.

     c.  Documented experience in developing worker exposure assessment 
programs and air monitoring programs and techniques.

     d.  Documented experience in the development of personal protective 
equipment programs, including programs for working in and around 
potentially toxic, flammable and combustible atmospheres and confined 
spaces.

     e.  Working knowledge of state and Federal occupational safety and 
health regulations.

2).  The Safety and Health Manager shall:

     a.  Be responsible for the development, implementation, oversight, and 
enforcement of the SSHP.

     b.  Sign and date the SSHP prior to submittal.

     c.  Visit the site as needed for the duration of activities, to audit 
the effectiveness of the SSHP.

     d.  Be available for emergencies.

     e.  Provide onsite consultation as needed to ensure the SSHP is fully 
implemented.

     f.  Coordinate any modifications to the SSHP with the Site 
Superintendent, the SSHO, and the Contracting Officer.

     g.  Provide continued support for upgrading/downgrading of the level 
of personal protection.

     h.  Be responsible for evaluating air monitoring data and recommending 
changes to engineering controls, work practices, and PPE.

     i.  Review accident reports and results of daily inspections.

     j.  Serve as a member of the Contractor's quality control staff.

1.10.2   Site Safety and Health Officer

An individual and one alternate shall be designated the Site Safety and 
Health Officer (SSHO).  The name, qualifications (education and training 
summary and documentation), and work experience of the Site Safety and 
Health Officer and alternate shall be included in the SSHP.

1).  The SSHO shall have the following qualifications:

     a.  A minimum of 1 year experience in implementing safety and health 
programs at hazardous waste sites, at petroleum contamination sites, or at 
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underground storage tank removal projects where Level C personal protective 
equipment was required.

     b.  Documented experience in construction techniques and construction 
safety procedures.

     c.  Working knowledge of Federal and state occupational safety and 
health regulations.

     d.  Specific training in personal and respiratory protective equipment 
program implementation, confined space program oversight, and in the proper 
use of air monitoring instruments, and air sampling methods.

2).  The Site Safety and Health Officer shall:

     a.  Assist and represent the Safety and Health Manager in onsite 
training and the day to day onsite implementation and enforcement of the 
accepted SSHP.

     b.  Be assigned to the site on a full time basis for the duration of 
field activities involving potential exposure to contaminated soil.  If 
operations are performed during more than 1 work shift per day, a site 
Safety and Health Officer shall be present for each shift.

     c.  Have authority to ensure site compliance with specified safety and 
health requirements, Federal, state and OSHA regulations and all aspects of 
the SSHP including, but not limited to, activity hazard analyses, air 
monitoring, monitoring for ionizing radiation, use of PPE, decontamination, 
site control, standard operating procedures used to minimize hazards, safe 
use of engineering controls, the emergency response plan, confined space 
entry procedures, spill containment program, and preparation of records by 
performing a daily safety and health inspection and documenting results on 
the Daily Safety Inspection Log in accordance with 29 CFR 1904.

     d.  Have authority to stop work if unacceptable health or safety 
conditions exist, and take necessary action to re-establish and maintain 
safe working conditions.

     e.  Consult with and coordinate any modifications to the SSHP with the 
Safety and Health Manager, the Site Superintendent, and the Contracting 
Officer.

     f.  Serve as a member of the Contractor's quality control staff on 
matters relating to safety and health.

     g.  Conduct accident investigations and prepare accident reports.

     h.  Review results of daily quality control inspections and document 
safety and health findings into the Daily Safety Inspection Log.

     i.  In coordination with site management and the Safety and Health 
Manager, recommend corrective actions for identified deficiencies and 
oversee the corrective actions.

1.10.3   Persons Certified in First Aid and CPR

At least two persons who are currently certified in first aid and CPR by 
the American Red Cross or other approved agency shall be onsite at all 
times during site operations.  They shall be trained in universal 
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precautions and the use of PPE as described in the Bloodborne Pathogens 
Standard of 29 CFR 1910, Section .1030.  These persons may perform other 
duties but shall be immediately available to render first aid when needed.

1.11   TRAINING

The Contractor's training program for workers performing cleanup operations 
and who will be exposed to contaminants shall meet the following 
requirements.

1.11.1   General Hazardous Waste Operations Training

All Personnel performing duties with potential for exposure to on-site 
contaminants shall meet and maintain the following 29 CFR 1910.120/29 CFR 
1926.65 (e) training requirements:

      a.  40 hours of off site hazardous waste instruction.

      b.   3 days actual field experience under the direct supervision of a 
trained, experienced supervisor.

      c.   8 hours refresher training annually.

Onsite supervisors shall have an additional 8 hours management and 
supervisor training specified in 29 CFR 1910.120/29 CFR 1926.65 (e) (4).

1.11.2   Initial Session (Pre-entry Briefing)

Prior to commencement of onsite field activities, all site employees, 
including those assigned only to the Support Zone, shall attend a 
site-specific safety and health training session.  This session shall be 
conducted to ensure that all personnel are familiar with requirements and 
responsibilities for maintaining a safe and healthful work environment.  
Procedures and contents of the accepted SSHP and Sections 01.B.02 and 
28.D.03 of EM 385-1-1 shall be thoroughly discussed.  The Contracting 
Officer shall be notified at least 5 days prior to the initial 
site-specific training session so government personnel involved in the 
project may attend.

1.11.3   Periodic Sessions

Periodic onsite training shall be conducted by the SSHO at least weekly for 
personnel assigned to work at the site during the following week, and 
whenever site conditions, work procedures, or site personnel change.  The 
training shall address safety and health procedures, work practices, any 
changes in the SSHP, activity hazard analyses, work tasks, or schedule; 
results of previous week's air monitoring, review of safety discrepancies 
and accidents.  Should an operational change affecting onsite field work be 
made, a meeting prior to implementation of the change shall be convened to 
explain safety and health procedures.  Site-specific training sessions for 
new personnel, visitors, and suppliers shall be conducted by the SSHO using 
the training curriculum outlines developed by the Safety and Health Manager.

1.12   PERSONAL PROTECTIVE EQUIPMENT

1.12.1   Site Specific PPE Program

Onsite personnel exposed to contaminants shall be provided with appropriate 
personal protective equipment.  Components of levels of protection (B, C, D 
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and modifications) must be relevant to site-specific conditions, including 
heat and cold stress potential and safety hazards.  Only respirators 
approved by NIOSH shall be used.  Protective equipment and clothing shall 
be kept clean and well maintained.  The PPE section of the SSHP shall 
include site-specific procedures to determine PPE program effectiveness and 
for onsite fit-testing of respirators, cleaning, maintenance, inspection, 
and storage of PPE.

1.12.2   Levels of Protection

The Safety and Health Manager shall establish and evaluate as the work 
progresses the levels of protection for each work activity.  The Safety and 
Health Manager shall also establish action levels for upgrade or downgrade 
in levels of PPE.  Protocols and the communication network for changing the 
level of protection shall be described in the SSHP.  The PPE evaluation 
protocol shall address air monitoring results, potential for exposure, 
changes in site conditions, work phases, job tasks, weather, temperature 
extremes, individual medical considerations, etc.

1.12.2.1   Initial PPE Components

The following items constitute minimum protective clothing and equipment 
ensembles for potential use during this project:

Level D.  

   Appropriate work clothing
   Steel-toed work boots
   Hearing protection (if necessary)
   Hard hat
   Gloves appropriate to protect against task-specific hazards

Modified Level D.

   Appropriate work clothing
   Steel-toed work boots
   Hearing protection (if necessary)
   Hard hat
   Gloves appropriate to protect against task-specific chemical and 
physical hazards
   Regular or coated disposable coveralls with hoods and elastic wrists and 
ankles

Level C.

   Air-purifying respirator with organic vapor or OV/combination cartridges
   Hard hat
   Regular or coated disposable coveralls with hoods and elastic wrists and 
ankles
   Gloves appropriate to protect against task-specific chemical and 
physical hazards
   Steel-toed work boots with disposable boot covers
   Hearing protection (if necessary)

Level B.  Use of Level B PPE is not anticipated for this project.

1.12.3   PPE for Government Personnel
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Three clean sets of personal protective equipment and clothing (excluding 
air-purifying negative-pressure respirators and safety shoes, which will be 
provided by individual visitors), as required for entry into the Exclusion 
Zone and/or Contamination Reduction Zone, shall be available for use by the 
Contracting Officer or official visitors.  The items shall be cleaned and 
maintained by the Contractor and stored in a clean area and clearly marked: 
"FOR USE BY GOVERNMENT ONLY."  The Contractor shall provide basic training 
in the use and limitations of the PPE provided.

1.13   MEDICAL SURVEILLANCE PROGRAM

The Contractor's medical surveillance program for workers performing 
cleanup operations and who will be exposed to contaminants shall meet 29 
CFR 1910.120/1926.65 (f) and the following requirements.  The Contractor 
shall assure the Occupational Physician or the physician's designee 
performs the physical examinations and reviews examination results.  
Participation in the medical surveillance program shall be without cost to 
the employee, without loss of pay and at a reasonable time and place.

1.14   EXPOSURE MONITORING/AIR SAMPLING PROGRAM

The Safety and Health Manager shall prepare and implement an exposure 
monitoring/air sampling program to identify and quantify safety and health 
hazards and airborne levels of hazardous substances in order to assure 
proper selection of engineering controls, work practices and personal 
protective equipment for affected site personnel.  The air monitoring plan 
shall be submitted as part of the Site Safety and Health Plan for approval.

1.15   HEAT STRESS MANAGEMENT

The Contractor shall establish a heat stress management program and 
implement it when the ambient temperature exceeds 70 Degrees F.  The heat 
stress management program shall consist of the following procedures and 
practices.

1.15.1   Physiological Monitoring

The Contractor shall train or otherwise assure workers heart rates and body 
core temperatures are monitored and assure that threshold levels in Table 4 
of ACGIH Limit Values are not exceeded.

1.15.2   ACGIH General Controls for Heat Stress

The Contractor shall implement general heat stress control procedures in 
Table 5 of ACGIH Limit Values as part of his heat stress management program.

1.15.3   ACGIH Job Specific Controls for Heat Stress

The Contractor shall implement job specific heat stress controls in Table 5 
of ACGIH Limit Values when site specific conditions warrant.

1.16   SPILL AND DISCHARGE CONTROL

Written spill and discharge containment/control procedures shall be 
developed and implemented.  These procedures shall address material 
handling equipment, and appropriate procedures for sampling, shipping and 
transport.  These procedures shall describe prevention measures, such as 
building berms or dikes; spill control measures and material to be used 
(e.g. booms, vermiculite); location of the spill control material; personal 
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protective equipment required to cleanup spills; disposal of contaminated 
material; and who is responsible to report the spill.  Storage of 
contaminated material or hazardous materials shall be appropriately bermed, 
diked and/or contained to prevent any spillage of material on 
uncontaminated soil.  If the spill or discharge is reportable, and/or human 
health or the environment are threatened, the National Response Center, the 
state, and the Contracting Officer shall be notified as soon as possible.

1.17   CONFINED SPACE ENTRY PROCEDURES

If applicable to this work, comply with the provisions of 29 CFR 1910.146.

1.18   FIRE PROTECTION AND PREVENTION

Comply with all applicable provisions of 29 CFR 1926, Subpart F.

1.19   ELECTRICAL SAFETY

If temporary electrical power is used for this project, it shall conform to 
the National Electrical Code, the National Electrical Safety Code, and EM 
385-1-1.  Motorized vehicles to be used on this project shall conform to EM 
385-1-1.  Air monitoring and sampling equipment shall be rated 
intrinsically safe.  All portable electrical equipment shall be protected 
by Ground Fault Circuit Interrupters (GFCI).  Clearances to adjacent 
overhead transmission and distribution electrical lines shall be sufficient 
for the movement of vehicles and operation of construction equipment..

1.20   EXCAVATION AND TRENCH SAFETY

The Contractor shall comply with the requirements of 29 CFR 1926.650-652 
when workers are exposed to the potential of excavation cave-ins.  The 
designated competent person shall determine the excavation to be safe prior 
to worker entrance..

1.21   GUARDING OF MACHINERY AND EQUIPMENT

Where applicable, comply with the requirements of EM 385-1-1, Section 16..

1.22   LOCKOUT/TAGOUT

The Contractor shall comply with all applicable requirements of 29 CFR 
1910.147, 29 CFR 1910.301-305, and EM 385-1-1, Section 12, at a minimum.

1.23   FALL PROTECTION

The Contractor shall comply with all applicable requirements of 29 CFR 
1925.500-503.

1.24   HAZARD COMMUNICATION

A hazard communication program shall be established and implemented in 
accordance with 29 CFR 1926.59.  This shall include the development of a 
written Hazard Communication Plan which shall be included as part of the 
SSHP and kept on site, as required by 29 CFR 1926.59(e)(1).

1.25   ILLUMINATION

The Contractor shall comply with the requirements of 29 CFR 1926.26.
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1.26   SANITATION

   a.  Washing Facilities.  The Contractor shall provide washing facilities 
in the support zone consisting of water, towels, and soap for men and women 
as necessary (see also paragraph:  PERSONAL HYGIENE AND DECONTAMINATION of 
this section).

   b.  The Contractor shall provide potable water in the support zone work 
areas and shall:
   Clearly mark containers of potable water;
   Ensure potable water containers are not used for any other purposes;
   Mark nonpotable water outlets as unsafe for drinking;
   Keep drinking cups in sanitary receptacles;
   Provide receptacles if disposable cups are provided; and
   Ensure there are no cross-connections between potable and nonpotable 
supplies.

1.27   ENGINEERING CONTROLS

The Contractor shall implement feasible engineering and work practice 
controls to reduce and maintain employee exposure at or below the OSHA PELs 
and ACGIH TLVs (the more restrictive shall apply) for hazardous substances 
that may be encountered.

1.28   SIGNS AND LABELS

Before site operations begin, mark the perimeter with warning tape or other 
visual means.  Post warning signs around the perimeter and at the entrance 
road or path and also post signs directing visitors to the authorized 
entrance.

1.29   WASTE DISPOSAL

Waste shall be handled, transported, and disposed in accordance with all 
Federal, state, local, and base regulations.  Provide detailed information 
regarding waste disposal procedures in the SSHP.

1.30   SITE CONTROL MEASURES

1.30.1   Work Zones

Work zone boundaries (exclusion zone, including restricted and regulated 
areas; contamination reduction zone; and support zone) and access points 
shall be established and the boundary delineations shall be included in the 
SSHP.  Delineation of work zone boundaries shall be based on the 
contamination characterization data and the hazard/risk analysis to be 
performed as described in paragraph: HAZARD/RISK ANALYSIS.  As work 
progresses and field conditions are monitored, work zone boundaries may be 
modified with approval of the Contracting Officer.  Work zones shall be 
clearly identified and marked in the field (using fences, tape, signs, 
etc.).  A site map, showing work zone boundaries and locations of 
decontamination facilities, shall be posted in the onsite office.  Work 
zones shall consist of the following:

     a.  Exclusion Zone (EZ):  The exclusion zone is the area where 
hazardous contamination is either known or expected to occur and the 
greatest potential for exposure exists.  Entry into this area shall be 
controlled and exit may only be made through the CRZ.
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     b.  Contamination Reduction Zone (CRZ):  The CRZ is the transition 
area between the Exclusion Zone and the Support Zone.  The personnel and 
equipment decontamination areas shall be separate and unique areas located 
in the CRZ.

     c.  Support Zone (SZ):  The Support Zone is defined as areas of the 
site, other than exclusion zones and contamination reduction zones, where 
workers do not have the potential to be exposed to hazardous substances or 
dangerous conditions resulting from hazardous waste operations.  The 
Support Zone shall be secured against active or passive contamination.  
Site offices, parking areas, and other support facilities shall be located 
in the Support Zone.

1.30.2   Site Control Log

A log of personnel visiting, entering, or working on the site shall be 
maintained.  The log shall include the following:  date, name, agency or 
company, time entering and exiting site, time entering and exiting the 
exclusion zone (if applicable), and personal protective equipment utilized. 
 Before visitors are allowed to enter the Contamination Reduction Zone or 
Exclusion Zone, they shall show proof of current training, medical 
surveillance and respirator fit testing (if respirators are required for 
the tasks to be performed) and shall fill out the Certificate of Worker or 
Visitor Acknowledgment.  This visitor information, including date, shall be 
recorded in the log.

1.30.3   Communication

An employee alarm system that has adequate means of on and off site 
communication shall be provided and installed in accordance with 29 CFR 1910
 Section .165.  The means of communication shall be able to be perceived 
above ambient noise or light levels by employees in the affected portions 
of the workplace.  The signals shall be distinctive and recognizable as 
messages to evacuate or to perform critical operations.

1.30.4   Site Security

Signs shall be printed in bold large letters on contrasting backgrounds in 
English and/or where appropriate, in the predominant language of workers 
unable to read English.  Signs shall be visible from all points where entry 
might occur and at such distances from the restricted area that employees 
may read the signs and take necessary protective steps before entering.  
Ensure employees use designated access points for movement of personnel and 
equipment between zones and on and off site.  Restrict site access to 
Government authorized or Contractor certified personnel.

1.31   PERSONAL HYGIENE AND DECONTAMINATION

Personnel entering the Exclusion or Contamination Reduction Zones or 
otherwise exposed or subject to exposure to hazardous chemical vapors, 
liquids, or contaminated solids shall adhere to the following personal 
hygiene and decontamination provisions.  Decontamination shall be performed 
in the CRZ prior to entering the Support Zone from the Exclusion Zone. 
Chapter 10.0 of NIOSH Pub No. 85-115 shall be consulted when preparing 
decontamination procedures.  A detailed discussion of personal hygiene and 
decontamination facilities and procedures to be followed by site workers 
shall be submitted as part of the SSHP.  Employees shall be trained in the 
procedures and the procedures shall be enforced throughout site operations. 
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 Persons disregarding these provisions of the SSHP shall be barred from the 
site.

1.31.1   Decontamination Facilities

The Contractor shall initially set up a decontamination line in the CRZ.  
Employees shall exit the exclusion zone through the CRZ and shall implement 
decontamination procedures and techniques as outlined in the approved SSHP. 
 It is the site safety and health officer's responsibility to recommend 
techniqes to improve personnel decontamination techniques and procedures, 
if necessary.

1.31.2   Equipment Decontamination

Vehicles and equipment used in the EZ shall be decontaminated in the CRZ 
prior to leaving the site.

1.31.2.1   Decontamination Facilities

A vehicle/equipment decontamination station shall be provided within the 
CRZ for decontaminating vehicles and equipment leaving the EZ.  The 
decontamination station components shall be proposed in the Contractor's 
SSHP.  Include information concerning the surface to be used to protect the 
ground from contamination, any collection system for decontamination water, 
and methods to be used to decontaminate the equipment.  A designated "clean 
area" shall also be identified in the CRZ for performing equipment 
maintenance.  This area shall be used when personnel are required by normal 
practices to come in contact with the ground, i.e., crawling under a 
vehicle to change engine oil.  Equipment within the EZ or CRZ shall be 
decontaminated before maintenance is performed.

1.31.2.2   Procedures

Procedures for equipment decontamination shall be developed and utilized to 
prevent the spread of contamination into the SZ and offsite areas.  These 
procedures shall address disposal of contaminated products and spent 
materials used on the site, including containers, fluids, oils, etc.  Any 
item taken into the EZ shall be assumed to be contaminated and shall be 
inspected and/or decontaminated before the item leaves the area.  Vehicles, 
equipment, and materials shall be cleaned and decontaminated prior to 
leaving the site.  Construction material shall be handled in such a way as 
to minimize the potential for contaminants being spread and/or carried 
offsite.  Prior to exiting the site, vehicles and equipment shall be 
monitored to ensure the adequacy of decontamination.

1.32   EMERGENCY EQUIPMENT AND FIRST AID REQUIREMENTS

The following items, as a minimum, shall be maintained onsite and available 
for immediate use:

     a.  First aid equipment and supplies approved by the consulting 
physician.

     b.  Emergency eyewashes and showers which comply with ANSI Z358.1.

     c.  Emergency-use respirators.

     d.  Fire extinguishers with a minimum rating of 20-A:120-B:C shall be 
provided at site facilities and in all vehicles and at any other site 
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locations where flammable or combustible materials present a fire risk.

1.33   EMERGENCY RESPONSE AND CONTINGENCY PROCEDURES

An Emergency Response Plan, that meets the requirements of 29 CFR 1910
Section .120 (l) and 29 CFR 1926 Section .65 (l), shall be developed and 
implemented as a section of the SSHP.  In the event of any emergency 
associated with remedial action, the Contractor shall, without delay, alert 
all onsite employees that there is an emergency situation; take action to 
remove or otherwise minimize the cause of the emergency; alert the 
Contracting Officer; and institute measures necessary to prevent repetition 
of the conditions or actions leading to, or resulting in, the emergency.  
Employees that are required to respond to hazardous emergency situations 
shall be trained in how to respond to such expected emergencies.  The plan 
shall be rehearsed as part of the overall training program for site 
operations.  The plan shall be reviewed periodically and revised as 
necessary to reflect new or changing site conditions or information.  
Copies of the accepted SSHP and revisions shall be provided to the affected 
local emergency response agencies.  The following elements, as a minimum, 
shall be addressed in the plan:

     a.  Pre-emergency planning.  Contact the local emergency response 
planner during preparation of the Emergency Response Plan.  The contractor 
shall arrange to have fire, rescue, medical and police security services 
provided by local emergency responders.  The Contractor shall ensure the 
Emergency Response Plan for the site is compatible and integrated with the 
local fire, rescue, medical and police security services available from 
local emergency response planning agencies. 

     b.  Personnel roles, lines of authority, communications for 
emergencies.

     c.  Emergency recognition and prevention.

     d.  Site topography, layout, and prevailing weather conditions.

     e.  Criteria and procedures for site evacuation (emergency alerting 
procedures, employee alarm system, emergency PPE and equipment, safe 
distances, places of refuge, evacuation routes, site security and control).

     f.  Specific procedures for decontamination and medical treatment of 
injured personnel.

     g.  Route maps to nearest prenotified medical facility.  Site-support 
vehicles shall be equipped with maps.  At the beginning of project 
operations, drivers of the support vehicles shall become familiar with the 
emergency route and the travel time required.

     h.  Emergency alerting and response procedures including posted 
instructions and a list of names and telephone numbers of emergency 
contacts (physician, nearby medical facility, fire and police departments, 
ambulance service, Federal, state, and local environmental agencies; as 
well as Safety and Health Manager, the Site Superintendent, the Contracting 
Officer and/or their alternates).

     i.  Criteria for initiating community alert program, contacts, and 
responsibilities.
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     j.  Procedures for reporting incidents to appropriate government 
agencies.  In the event that an incident such as an explosion or fire, or a 
spill or release of toxic materials occurs during the course of the 
project, the appropriate government agencies shall be immediately notified. 
 In addition, the Contracting Officer shall be verbally notified 
immediately and receive a written notification within 24 hours.  The report 
shall include the following items:

         (1)  Name, organization, telephone number, and location of the 
Contractor.

         (2)  Name and title of the person(s) reporting.

         (3)  Date and time of the incident.

         (4)  Location of the incident, i.e., site location, facility name.

         (5)  Brief summary of the incident giving pertinent details 
including type of operation ongoing at the time of the incident.

         (6)  Cause of the incident, if known.

         (7)  Casualties (fatalities, disabling injuries).

         (8)  Details of any existing chemical hazard or contamination.

         (9)  Estimated property damage, if applicable.

         (10)  Nature of damage, effect on contract schedule.

         (11)  Action taken to ensure safety and security.

         (12)  Other damage or injuries sustained, public or private.

     k.  Procedures for critique of emergency responses and follow-up.

1.34   CERTIFICATE OF WORKER/VISITOR ACKNOWLEDGEMENT

A copy of a Contractor-generated certificate of worker/visitor 
acknowledgement shall be completed and submitted for each visitor allowed 
to enter contamination reduction or exclusion zones, and for each employee.

1.35   INSPECTIONS

The SSHO's Daily Inspection Logs shall be attached to and submitted with 
the Daily Quality Control reports.  Each entry shall include the following: 
 date, work area checked, employees present in work area, PPE and work 
equipment being used in each area, special safety and health issues and 
notes, and signature of preparer.  In the event of an accident, the 
Contracting Officer shall be notified according to EM 385-1-1.  Within 2 
working days of any reportable accident, an Accident Report shall be 
completed on ENG Form 3394 and submitted.

1.36   SAFETY AND HEALTH PHASE-OUT REPORT

A Safety and Health Phase-Out Report shall be submitted within 10 working 
days following completion of the work, prior to final acceptance of the 
work.  The following minimum information shall be included:
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     a.  Summary of the overall performance of safety and health (accidents 
or incidents including near misses, unusual events, lessons learned, etc.).

     b.  Final decontamination documentation including procedures and 
techniques used to decontaminate equipment, vehicles, and on site 
facilities.

     c.  Summary of exposure monitoring and air sampling accomplished 
during the project.

     d.  Signatures of Safety and Health Manager and SSHO.
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PART 2   PRODUCTS (Not Applicable)

PART 3   EXECUTION (Not Applicable)

    -- End of Section --
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SECTION 02510A

WATER DISTRIBUTION SYSTEM
04/98

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AMERICAN RAILWAY ENGINEERING & MAINTENANCE-OF-WAY ASSOCIATION 
(AREMA)

AREMA Manual (1999) Manual for Railway Engineering (4 
Vol.)

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 36/A 36M (1997ael) Carbon Structural Steel

ASTM A 53 (1999b) Pipe, Steel, Black and Hot-Dipped, 
Zinc-Coated, Welded and Seamless

ASTM B 88 (1996) Seamless Copper Water Tube

ASTM B 88M (1996) Seamless Copper Water Tube (Metric)

ASTM C 76 (1999) Reinforced Concrete Culvert, Storm 
Drain, and Sewer Pipe

ASTM C 76M (1999a) Reinforced Concrete Culvert, Storm 
Drain, and Sewer Pipe (Metric)

ASTM D 1599 (1999) Resistance to Short-Time Hydraulic 
Failure Pressure of Plastic Pipe, Tubing, 
and Fittings

ASTM D 1784 (1999a) Rigid Poly(Vinyl Chloride) (PVC) 
Compounds and Chlorinated Poly(Vinyl 
Chloride) (CPVC) Compounds

ASTM D 1785 (1999) Poly(Vinyl Chloride) (PVC) Plastic 
Pipe, Schedules 40, 80, and 120

ASTM D 2241 (1996b) Poly(Vinyl Chloride) (PVC) 
Pressure-Rated Pipe (SDR Series)

ASTM D 2464 (1999) Threaded Poly(Vinyl Chloride) (PVC) 
Plastic Pipe Fittings, Schedule 80

ASTM D 2466 (1999) Poly(Vinyl Chloride) (PVC) Plastic 
Pipe Fittings, Schedule 40
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ASTM D 2467 (1999) Poly(Vinyl Chloride) (PVC) Plastic 
Pipe Fittings, Schedule 80

ASTM D 2564 (1996a) Solvent Cements for Poly(Vinyl 
Chloride) (PVC) Plastic Piping Systems

ASTM D 2657 (1997) Heat Fusion Joining Polyolefin Pipe 
and Fittings

ASTM D 2774 (1994) Underground Installation of 
Thermoplastic Pressure Piping

ASTM D 2855 (1996) Making Solvent-Cemented Joints with 
Poly(Vinyl Chloride) (PVC) Pipe and 
Fittings

ASTM D 2996 (1995) Filament-Wound "Fiberglass" 
(Glass-Fiber-Reinforced 
Thermosetting-Resin) Pipe

ASTM D 2997 (1995) Centrifugally Cast "Fiberglass" 
(Glass-Fiber-Reinforced 
Thermosetting-Resin) Pipe

ASTM D 3139 (1998) Joints for Plastic Pressure Pipes 
Using Flexible Elastomeric Seals

ASTM D 3839 (1994a) Underground Installation of 
"Fiberglass" (Glass-Fiber-Reinforced 
Thermosetting Resin) Pipe

ASTM D 4161 (1996) "Fiberglass"(Glass-Fiber-Reinforced 
Thermosetting Resin) Pipe Joints Using 
Elastomeric Seals

ASTM F 477 (1999) Elastomeric Seals (Gaskets) for 
Joining Plastic Pipe

ASTM F 1483 (1998) Oriented Poly(Vinyl Chloride), 
PVCO, Pressure Pipe

ASME INTERNATIONAL (ASME)

ASME B1.20.1 (1983; R 1992) Pipe Threads, General 
Purpose (Inch)

ASME B16.1 (1998) Cast Iron Pipe Flanges and Flanged 
Fittings

ASME B16.3 (1992) Malleable Iron Threaded Fittings

ASME B16.26 (1988) Cast Copper Alloy Fittings for 
Flared Copper Tubes

ASME B36.10M (1996) Welded and Seamless Wrought Steel 
Pipe

AMERICAN WATER WORKS ASSOCIATION (AWWA)
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AWWA B300 (1992) Hypochlorites

AWWA B301 (1992) Liquid Chlorine

AWWA C104 (1995) Cement-Mortar Lining for 
Ductile-Iron Pipe and Fittings for Water

AWWA C105 (1993) Polyethylene Encasement for 
Ductile-Iron Pipe Systems

AWWA C110 (1993) Ductile-Iron and Gray-Iron 
Fittings, 3 In. Through 48 In. (75 mm 
through 1200 mm), for Water and Other 
Liquids

AWWA C111 (1995) Rubber-Gasket Joints for 
Ductile-Iron Pressure Pipe and Fittings

AWWA C115 (1996) Flanged Ductile-Iron Pipe With 
Ductile-Iron or Gray-Iron Threaded Flanges

AWWA C151 (1996) Ductile-Iron Pipe, Centrifugally 
Cast, for Water or Other Liquids

AWWA C153 (1994; Errata Nov 1996) Ductile-Iron 
Compact Fittings, 3 In. Through 24 In. (76 
mm through 610 mm) and 54 In. through 64 
In. (1,400 mm through 1,600 mm) for Water 
Service

AWWA C200 (1997) Steel Water Pipe - 6 In. (150 mm) 
and Larger

AWWA C203 (1997) Coal-Tar Protective Coatings and 
Linings for Steel Water Pipelines - Enamel 
and Tape - Hot-Applied

AWWA C205 (1995) Cement-Mortar Protective Lining and 
Coating for Steel Water Pipe - 4 In. (100 
mm) and Larger - Shop Applied

AWWA C207 (1994) Steel Pipe Flanges for Waterworks 
Service - Sizes 4 In. Through 144 In. (100 
mm through 3,600 mm)

AWWA C208 (1996) Dimensions for Fabricated Steel 
Water Pipe Fittings

AWWA C300 (1997) Reinforced Concrete Pressure Pipe, 
Steel-Cylinder Type, for Water and Other 
Liquids

AWWA C301 (1992) Prestressed Concrete Pressure Pipe, 
Steel-Cylinder Type, for Water and Other 
Liquids

AWWA C303 (1995) Concrete Pressure Pipe, 
Bar-Wrapped, Steel Cylinder Type

SECTION 02510a  Page 6
Am_0002



LIVE ORDNANCE LOADING AREA (LOLA), ELLSWORTH AFB, SD EL48

AWWA C500 (1993; C500a) Metal-Sealed Gate Valves for 
Water Supply Service

AWWA C502 (1994; C502a) Dry-Barrel Fire Hydrants

AWWA C503 (1997) Wet-Barrel Fire Hydrants

AWWA C504 (1994) Rubber-Seated Butterfly Valves

AWWA C509 (1994; Addendum 1995) Resilient-Seated 
Gate Valves for Water Supply Service

AWWA C600 (1993) Installation of Ductile-Iron Water 
Mains and Their Appurtenances

AWWA C606 (1997) Grooved and Shouldered Joints

AWWA C651 (1992) Disinfecting Water Mains

AWWA C700 (1995) Cold-Water Meters - Displacement 
Type, Bronze Main Case

AWWA C701 (1988) Cold-Water Meters - Turbine Type, 
for Customer Service

AWWA C702 (1992) Cold-Water Meters - Compound Type

AWWA C703 (1996) Cold-Water Meters - Fire Service 
Type

AWWA C704 (1992) Propeller-Type Meters Waterworks 
Applications

AWWA C706 (1996) Direct-Reading, Remote-Registration 
Systems for Cold-Water Meters

AWWA C707 (1982; R 1992) Encoder-Type 
Remote-Registration Systems for Cold-Water 
Meters

AWWA C800 (1989) Underground Service Line Valves and 
Fittings

AWWA C900 (1997; C900a) Polyvinyl Chloride (PVC) 
Pressure Pipe, 4 In. Through 12 In., for 
Water Distribution

AWWA C901 (1996) Polyethylene (PE) Pressure Pipe and 
Tubing, 1/2 In. Through 3 In., for Water 
Service

AWWA C905 (1997) Polyvinyl Chloride (PVC) Water 
Transmission Pipe, Nominal Diameters 14 
In. Through 36 In.

AWWA C909 (1998) Molecularly Oriented Polyvinyl 
Chloride (PVCO) Pressure Pipe, 4 IN 
through 12 IN (100 mm through 300 mm), for 

SECTION 02510a  Page 7
Am_0002



LIVE ORDNANCE LOADING AREA (LOLA), ELLSWORTH AFB, SD EL48

Water Distribution

AWWA C950 (1995) Fiberglass Pressure Pipe

AWWA M23 (1980) Manual: PVC Pipe - Design and 
Installation

ASBESTOS CEMENT PIPE PRODUCERS ASSOCIATION (ACPPA)

ACPPA Work Practices (1988) Recommended Work Practices for A/C 
Pipe

DUCTILE IRON PIPE RESEARCH ASSOCIATION (DIPRA)

DIPRA-Restraint Design (1997) Thrust Restraint Design for Ductile 
Iron Pipe

MANUFACTURERS STANDARDIZATION SOCIETY OF THE VALVE AND FITTINGS 
INDUSTRY (MSS)

MSS SP-80 (1997) Bronze Gate, Globe, Angle and Check 
Valves

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 24 (1995) Installation of Private Fire 
Service Mains and Their Appurtenances

NFPA 49 (1994) Hazardous Chemicals Data

NFPA 325-1 (1994) Fire Hazard Properties of Flammable 
Liquids, Gases, and Volatile Solids

NFPA 704 (1996) Identification of the Fire Hazards 
of Materials for Emergency Response

NFPA 1961 (1997) Fire Hose

NSF INTERNATIONAL (NSF)

NSF 14 (1998) Plastics Piping Components and 
Related Materials

NSF 61 (1999) Drinking Water System Components - 
Health Effects (Sections 1-9)

THE SOCIETY FOR PROTECTIVE COATINGS (SSPC)

SSPC Paint 21 (1991) White or Colored Silicone Alkyd 
Paint

SSPC Paint 25 (1991) Red Iron Oxide, Zinc Oxide, Raw 
Linseed Oil and Alkyd Primer (Without Lead 
and Chromate Pigments)

1.2   PIPING

This section covers water supply distribution service lines, and 
connections to building service at a point approximately 5 feet outside 
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buildings and structures to which service is required.  The Contractor 
shall have a copy of the manufacturer's recommendations for each material 
or procedure to be utilized available at the construction site at all times.

1.2.1   Service Lines

Piping for water service lines less than 3 inches in diameter shall be 
copper tubing, unless otherwise shown or specified.  Piping for water 
service lines 3 inchesand larger shall be ductile iron, polyvinyl chloride 
(PVC) plastic,   filament-wound or centrifugally cast reinforced 
thermosetting resin, reinforced plastic mortar pressure pipe or steel, 
unless otherwise shown or specified.

1.2.2   Distribution Lines 80 mm (3 Inches) or Larger

Piping for water distribution lines 3 inches or larger shall be ductile 
iron, unless otherwise shown or specified.

1.2.3   Supply Lines 80 mm (3 Inches) or Larger

Piping for water supply lines 3 inches or larger shall be ductile iron, 
unless otherwise shown or specified.

1.2.4   Sprinkler Supply Lines

Piping for water lines supplying sprinkler systems for building fire 
protection shall conform to NFPA 24 from the point of connection with the 
water distribution system to the building 5 foot line.

1.2.5   Potable Water Lines

Piping and components of potable water systems which come in contact with 
the potable water shall conform to NSF 61.

1.2.6   Plastic Piping System

Plastic piping system components PVC intended for transportation of potable 
water shall comply with NSF 14 and be legibly marked with their symbol.

1.2.7   Excavation, Trenching, and Backfilling

Excavation, trenching, and backfilling shall be in accordance with the 
applicable provisions of Section 02316 EXCAVATION, TRENCHING, AND 
BACKFILLING FOR UTILITIES SYSTEMS, except as modified herein.

1.3   UNIT PRICES

Measurement and payment will be based on completed work performed in 
accordance with the drawings, specifications, and the contract payment 
schedules.  Payment will not be made under this section for excavation, 
trenching, or backfilling.  Payment for such work will be made under 
Section 02316 EXCAVATION, TRENCHING, AND BACKFILLING FOR UTILITIES SYSTEMS.

1.3.1   Measurement

The length of water lines to be paid for will be determined by measuring 
along the centerlines of the various sizes of pipe furnished and installed. 
 Pipe will be measured from center of fitting to center of fitting, from 
center of water distribution line to end of service connection, and from 
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center of water distribution line to center of hydrant.  No deduction will 
be made for the space occupied by valves or fittings.

1.3.2   Payment

Payment will be made for water lines at the contract unit price per linear  
foot for the various types and sizes of water lines, and will be full 
compensation for all pipes, joints, specials, and fittings, complete in 
place.  Payment for fire hydrants, gate valves, valve boxes, and standard 
valve manholes will be made at the respective contract unit price each for 
such items complete in place.  Payment will include the furnishing of all 
testing, plant, labor, and material and incidentals necessary to complete 
the work, as specified and as shown.

1.4   MANUFACTURER'S REPRESENTATIVE

The Contractor shall have a manufacturer's field representative present at 
the jobsite during the installation and testing of PE, RTRP, and/or RPMP 
pipe to provide technical assistance and to verify that the materials are 
being installed in accordance with the manufacturer's prescribed 
procedures.  When the representative feels that the Contractor is 
installing and testing the PE, RTRP, and/or RPMP pipe in a satisfactory 
manner, certification shall be written to note which individuals employed 
by the Contractor are capable of properly installing the pipe.  The field 
representative shall advise the Contractor of unsatisfactory conditions 
immediately when they occur.  Such conditions include improper diameter of 
pipe ends, damaged interior liner, poorly prepared joints, improper curing 
of joints, moving pipe before joints are cured, bending pipe to follow 
abrupt changes in trench contours, leaving pipe ends open in trench 
overnight, not properly drying joints after rain storms, exceeding 
effective adhesive life, sharp objects in trench bed, backfill that could 
damage pipe, improper procedure for concrete encasement of pipe, omission 
of thrust blocks at changes in direction or any other condition which could 
have an adverse effect on the satisfactory completion and operation of the 
piping system.

1.5   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-03 Product Data

Installation.

  The manufacturer's recommendations for each material or 
procedure to be utilized.

Waste Water Disposal Method; G.

  The method proposed for disposal of waste water from hydrostatic 
tests and disinfection, prior to performing hydrostatic tests.

Satisfactory Installation.

  A statement signed by the principal officer of the contracting 
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firm stating that the installation is satisfactory and in 
accordance with the contract drawings and specifications, and the 
manufacturer's prescribed procedures and techniques, upon 
completion of the project and before final acceptance.

SD-06 Test Reports

Bacteriological Disinfection.

  Test results from commercial laboratory verifying disinfection.

SD-07 Certificates

Manufacturer's Representative.

  The name and qualifications of the manufacturer's representative 
and written certification from the manufacturer that the 
representative is technically qualified in all phases of PE, RTRP, 
and/or RPMP pipe laying and jointing and experienced to supervise 
the work and train the Contractor's field installers, prior to 
commencing installation.

Installation.

  A statement signed by the manufacturer's field representative 
certifying that the Contractor's personnel are capable of properly 
installing the pipe on the project.

Meters.

  Manufacturer's certificate stating that each meter furnished has 
been tested for accuracy of registration and compliance with the 
accuracy and capacity requirements of the appropriate AWWA 
standard.

1.6   HANDLING

Pipe and accessories shall be handled to ensure delivery to the trench in 
sound, undamaged condition, including no injury to the pipe coating or 
lining.  If the coating or lining of any pipe or fitting is damaged, the 
repair shall be made by the Contractor in a satisfactory manner, at no 
additional cost to the Government.  No other pipe or material shall be 
placed inside a pipe or fitting after the coating has been applied.  Pipe 
shall be carried into position and not dragged.  Use of pinch bars and 
tongs for aligning or turning pipe will be permitted only on the bare ends 
of the pipe.  The interior of pipe and accessories shall be thoroughly 
cleaned of foreign matter before being lowered into the trench and shall be 
kept clean during laying operations by plugging or other approved method.  
Before installation, the pipe shall be inspected for defects.  Material 
found to be defective before or after laying shall be replaced with sound 
material without additional expense to the Government. Rubber gaskets that 
are not to be installed immediately shall be stored in a cool and dark 
place.

1.6.1   Coated and Wrapped Steel Pipe

Coated and wrapped steel pipe shall be handled in conformance with AWWA C203.

1.6.2   Polyethylene (PE) Pipe Fittings and Accessories

SECTION 02510a  Page 11
Am_0002



LIVE ORDNANCE LOADING AREA (LOLA), ELLSWORTH AFB, SD EL48

PE pipe, fittings, and accessories shall be handled in conformance with 
AWWA C901.

1.6.3   Miscellaneous Plastic Pipe and Fittings

Polyvinyl Chloride (PVC), pipe and fittings shall be handled and stored in 
accordance with the manufacturer's recommendations.  Storage facilities 
shall be classified and marked in accordance with NFPA 704, with 
classification as indicated in NFPA 49 and NFPA 325-1.

PART 2   PRODUCTS

2.1   PIPE

Pipe shall conform to the respective specifications and other requirements 
specified below.

2.1.1   Reinforced and Prestressed Concrete Pipe

Steel cylinder reinforced concrete pipe shall conform to AWWA C300, AWWA 
C301, or AWWA C303 and shall be designed to withstand a working pressure of 
not less than 150 psi unless otherwise shown or specified.

2.1.2   Plastic Pipe

2.1.2.1   PE Plastic Pipe

Pipe, tubing, and heat-fusion fittings shall conform to AWWA C901.

2.1.2.2   PVC Plastic Pipe

Pipe, couplings and fittings shall be manufactured of material conforming 
to ASTM D 1784, Class 12454B.

a.  Pipe Less Than 4 inch Diameter:

(1)  Screw-Joint:  Pipe shall conform to dimensional requirements 
of ASTM D 1785 Schedule 80, with joints meeting requirements of 
150 psi working pressure, 200 psi hydrostatic test pressure, 
unless otherwise shown or specified.  Pipe couplings when used, 
shall be tested as required by ASTM D 2464.

(2)  Elastomeric-Gasket Joint:  Pipe shall conform to dimensional 
requirements of ASTM D 1785 Schedule 40, with joints meeting the 
requirements of 150 psi working pressure, 200 psi hydrostatic test 
pressure, unless otherwise shown or specified, or it may be pipe 
conforming to requirements of ASTM D 2241, elastomeric joint, with 
the following applications:

                      Maximum Working        Minimum Hydrostatic
       SDR               Pressure                  Pressure
                           psi                       psi
      _____          ________________        ___________________

       26                   100                      133
       21                   120                      160
       17                   150                      200
       13.5                 200                      266
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                      Maximum Working        Minimum Hydrostatic
       SDR               Pressure                  Pressure
                           psi                       psi
      _____          ________________        ___________________

(3) Solvent Cement Joint:  Pipe shall conform to dimensional 
requirements of ASTM D 1785 or ASTM D 2241 with joints meeting the 
requirements of 150 psi working pressure and 200 psi hydrostatic 
test pressure.

b.  Pipe 4 through 12 inch Diameter:  Pipe, couplings and fittings 
shall conform to AWWA C900, Class 150, CIOD pipe dimensions, 
elastomeric-gasket joint, unless otherwise shown or specified.

2.1.3   Ductile-Iron Pipe

Ductile-iron pipe shall conform to AWWA C151, working pressure not less 
than 150 psi, unless otherwise shown or specified.  Pipe shall be 
cement-mortar lined in accordance with AWWA C104.  Linings shall be 
standard.  When installed underground, pipe shall be encased with 5 mil 
thick polyethylene in accordance with AWWA C105.  Flanged ductile iron pipe 
with threaded flanges shall be in accordance with AWWA C115.

2.1.4   Steel Pipe

2.1.4.1   Pipe 80 mm (3 Inches) and Larger, Not Galvanized

Steel pipe, not galvanized, shall conform to AWWA C200 with dimensional 
requirements as given in ASME B36.10M for pipe 6 inches in diameter and 
larger, and ASTM A 53 for smaller sizes.  Pipe shall be welded or seamless 
with plain or shouldered and grooved ends in accordance with AWWA C606 for 
use with mechanical couplings or bell-and-spigot ends with rubber gaskets.  
Bell-and-spigot ends for sizes less than 6 inches diameter shall be as 
required by AWWA C200.  The minimum wall thickness of the various sizes of 
pipe shall be as follows:

               Pipe Sizes                          Thickness

                 16                                0.5 inches

2.1.4.2   Galvanized Steel Pipe

Galvanized steel pipe shall conform to ASTM A 53, standard weight.

2.1.4.3   Protective Materials for Steel Pipe

Protective materials for steel pipe, except as otherwise specified, shall 
be mechanically applied in a factory or plant especially equipped for the 
purpose.  The materials shall, unless otherwise indicated on the drawings, 
consist of one of the following for the indicated pipe material and size:

a.  Pipe and fittings less than 3 inches in diameter shall be 
thoroughly cleaned of foreign material by wire brushing and 
solvent cleaning, and then given 1 coat of coal-tar primer and 2 
coats of coal-tar enamel conforming to AWWA C203; threaded ends of 
pipe and fittings shall be adequately protected prior to coating.

b.  Pipe 3 Inches or Larger, Not Galvanized:
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(1)  Cement-mortar coating and lining shall conform to and shall 
be applied in conformance with AWWA C205.  Cement-mortar coating 
and linings shall not be used for pipe less than 4 inches in 
diameter.

(2)  Coal-tar enamel lining, coating and wrapping shall conform to 
AWWA C203 for materials, method of application, tests and 
handling. Non-asbestos material shall be used for the outerwrap.

(3)  Cement-mortar lining, in lieu of coal-tar enamel lining, may 
be used with coal-tar enamel coating and wrapping.  Cement-mortar 
lining shall conform to and shall be applied in conformance with 
AWWA C205.

2.1.5   Copper Tubing

Copper tubing shall conform to ASTM B 88, Type K, annealed.

2.2   FITTINGS AND SPECIALS

2.2.1   PVC Pipe System

a.  For pipe less than 4 inch diameter, fittings for threaded pipe 
shall conform to requirements of ASTM D 2464, threaded to conform 
to the requirements of ASME B1.20.1 for use with Schedule 80 pipe 
and fittings; fittings for solvent cement jointing shall conform 
to ASTM D 2466 or ASTM D 2467; and fittings for elastomeric-gasket 
joint pipe shall be iron conforming to AWWA C110 or AWWA C111.  
Iron fittings and specials shall be cement-mortar lined (standard 
thickness) in accordance with AWWA C104.

b.  For pipe 4 inch diameter and larger, fittings and specials shall 
be iron, bell end in accordance with AWWA C110, 150 psi pressure 
rating unless otherwise shown or specified, except that profile of 
bell may have special dimensions as required by the pipe 
manufacturer; or fittings and specials may be of the same material 
as the pipe with elastomeric gaskets, all in conformance with AWWA 
C900.  Iron fittings and specials shall be cement-mortar lined 
(standard thickness) in accordance with AWWA C104.  Fittings shall 
be bell and spigot or plain end pipe, or as applicable.  Ductile 
iron compact fittings shall be in accordance with AWWA C153.

2.2.2   Ductile-Iron Pipe System

Fittings and specials shall be suitable for 150 psi pressure rating, unless 
otherwise specified.  Fittings and specials for mechanical joint pipe shall 
conform to AWWA C110.  Fittings and specials for use with push-on joint 
pipe shall conform to AWWA C110 and AWWA C111.  Fittings and specials for 
grooved and shouldered end pipe shall conform to AWWA C606.  Fittings and 
specials shall be cement-mortar lined (standard thickness) in accordance 
with AWWA C104.  Ductile iron compact fittings shall conform to AWWA C153.

2.2.3   Steel Pipe System

2.2.3.1   Not Galvanized Steel Pipe 

Fittings and specials shall be made of the same material as the pipe. 
Specials and fittings may be made of standard steel tube turns or 
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segmentally welded sections, with ends to accommodate the type of couplings 
or joints specified for the pipe.  Dimensions of steel pipe fittings shall 
be in accordance with AWWA C208.  The thickness and pressure rating of pipe 
fittings and specials shall be not less than the thickness specified and 
the pressure rating calculated for the pipe with which they are used. 
Protective materials for fittings and specials shall be as specified for 
the pipe.  Specials and fittings that cannot be mechanically lined, coated, 
and wrapped shall be lined, coated, and wrapped by hand, using the same 
material used for the pipe with the same number of applications of each 
material, smoothly applied.

2.2.3.2   Galvanized Steel Piping

Steel fittings shall be galvanized.  Screwed fittings shall conform to ASME 
B16.3.  Flanged fittings shall conform to AWWA C207.

2.2.3.3   Dielectric Fittings

Dielectric fittings shall be installed between threaded ferrous and 
nonferrous metallic pipe, fittings and valves, except where corporation 
stops join mains.  Dielectric fittings shall prevent metal-to-metal contact 
of dissimilar metallic piping elements and shall be suitable for the 
required working pressure.

2.2.4   Copper Tubing System

Fittings and specials shall be flared and conform to ASME B16.26.

2.3   JOINTS

2.3.1   Plastic Pipe Jointing

2.3.1.1   PE Pipe

Joints for pipe fittings and couplings shall be strong tight joints as 
specified for PE in Paragraph INSTALLATION.  Joints connecting pipe of 
differing materials shall be made in accordance with the manufacturer's 
recommendation, and as approved by the Contracting Officer.

2.3.1.2   PVC Pipe

Joints, fittings, and couplings shall be as specified for PVC pipe.  Joints 
connecting pipe of differing materials shall be made in accordance with the 
manufacturer's recommendations, and as approved by the Contracting Officer.

2.3.2   Ductile-Iron Pipe Jointing

a.  Mechanical joints shall be of the stuffing box type and shall 
conform to AWWA C111.

b.  Push-on joints shall conform to AWWA C111.

c.  Rubber gaskets and lubricants shall conform to the applicable 
requirements of AWWA C111.

2.3.3   Steel Pipe Jointing

2.3.3.1   Steel Pipe, Not Galvanized
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a.  Mechanical couplings shall be as specified.

b.  Bell-and-spigot joints for use with rubber gaskets shall conform 
to AWWA C200, as appropriate for the type of pipe.  Rubber gaskets 
shall conform to applicable requirements of AWWA C200.

c.  Flanges shall conform to AWWA C207, and shall be used only in 
above ground installation or where shown on the drawings, or when 
approved.

2.3.3.2   Mechanical Couplings

Mechanical couplings for steel pipe shall be the sleeve type, or when 
approved, the split-sleeve type and shall provide a tight flexible joint 
under all reasonable conditions, such as pipe movements caused by 
expansion, contraction, slight setting or shifting in the ground, minor 
variations in trench gradients, and traffic vibrations.  Couplings shall be 
of strength not less than the adjoining pipeline.

2.3.4   Bonded Joints

For all ferrous pipe, a metallic bond shall be provided at each joint, 
including joints made with flexible couplings, caulking, or rubber gaskets, 
of ferrous metallic piping to effect continuous conductivity.  The bond 
wire shall be Size 1/0 copper conductor suitable for direct burial shaped 
to stand clear of the joint.  The bond shall be of the thermal weld type.

2.3.5   Isolation Joints

Isolation joints shall be installed between nonthreaded ferrous and 
nonferrous metallic pipe, fittings and valves.  Isolation joints shall 
consist of a sandwich-type flange isolation gasket of the dielectric type, 
isolation washers, and isolation sleeves for flange bolts.  Isolation 
gaskets shall be full faced with outside diameter equal to the flange 
outside diameter.  Bolt isolation sleeves shall be full length.  Units 
shall be of a shape to prevent metal-to-metal contact of dissimilar 
metallic piping elements.

a.  Sleeve-type couplings shall be used for joining plain end pipe 
sections.  The two couplings shall consist of one steel middle 
ring, two steel followers, two gaskets, and the necessary steel 
bolts and nuts to compress the gaskets.

b.  Split-sleeve type couplings may be used in aboveground 
installations when approved in special situations and shall 
consist of gaskets and a housing in two or more sections with the 
necessary bolts and nuts.

2.3.6   Copper Tubing Jointing

Joints shall be compression-pattern flared and shall be made with the 
specified fittings.

2.4   VALVES

2.4.1   Check Valves

Check valves shall be designed for a minimum working pressure of 150 psi or 
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as indicated.  Valves shall have a clear waterway equal to the full nominal 
diameter of the valve.  Valves shall open to permit flow when inlet 
pressure is greater than the discharge pressure, and shall close tightly to 
prevent return flow when discharge pressure exceeds inlet pressure.  The 
size of the valve, working pressure, manufacturer's name, initials, or 
trademark shall be cast on the body of each valve.  Valves 2 inches and 
larger shall be outside lever and spring type.

a.  Valves 2 inches and smaller shall be all bronze designed for 
screwed fittings, and shall conform to MSS SP-80, Class 150, Types 
3 and 4 as suitable for the application.

b.  Valves larger than 2 inches shall be iron body, bronze mounted, 
shall have flanged ends, and shall be the non-slam type.  Flanges 
shall be the Class 125 type conforming to ASME B16.1.

2.4.2   Gate Valves

Gate valves shall be designed for a working pressure of not less than 150 
psi.  Valve connections shall be as required for the piping in which they 
are installed.  Valves shall have a clear waterway equal to the full 
nominal diameter of the valve, and shall be opened by turning 
counterclockwise.  The operating nut or wheel shall have an arrow, cast in 
the metal, indicating the direction of opening.

a.  Valves smaller than 3 inches shall be all bronze and shall conform 
to MSS SP-80, Type 1, Class 150.

b.  Valves 3 inches and larger shall be iron body, bronze mounted, and 
shall conform to AWWA C500.  Flanges shall not be buried.  An 
approved pit shall be provided for all flanged connections.

c.  Resilient-Seated Gate Valves:  For valves 3 to 12 inches in size, 
resilient-seated gate valves shall conform to AWWA C509.

2.4.3   Rubber-Seated Butterfly Valves

Rubber-seated butterfly valves shall conform to the performance 
requirements of AWWA C504.  Wafer type valves conforming to the performance 
requirements of AWWA C504 in all respects, but not meeting laying length 
requirements will be acceptable if supplied and installed with a spacer 
providing the specified laying length.  All tests required by AWWA C504 
shall be met.  Flanged-end valves shall be installed in an approved pit and 
provided with a union or sleeve-type coupling in the pit to permit removal. 
 Mechanical-end valves 3 through 10 inches in diameter may be direct burial 
if provided with a suitable valve box, means for manual operation, and an 
adjacent pipe joint to facilitate valve removal.  Valve operators shall 
restrict closing to a rate requiring approximately 60 seconds, from fully 
open to fully closed.

2.4.4   Pressure Reducing Valves

Pressure reducing valves shall maintain a constant downstream pressure 
regardless of fluctuations in demand.  Valves shall be suitable for 150 psi 
operating pressure on the inlet side, with outlet pressure set for 70 psi.  
The valves shall be of the hydraulically-operated, pilot controlled, globe 
or angle type, and may be actuated either by diaphragm or piston.  The 
pilot control shall be the diaphragm-operated, adjustable, spring-loaded 
type, designed to permit flow when controlling pressure exceeds the spring 
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setting.  Ends shall be flanged.  Valve bodies shall be bronze, cast iron 
or cast steel with bronze trim.  Valve stem shall be stainless steel.  
Valve discs and diaphragms shall be synthetic rubber.  Valve seats shall be 
bronze.  Pilot controls shall be bronze with stainless steel working parts.

2.4.5   Vacuum and Air Relief Valves

Vacuum and air relief valves shall be of the size shown and shall be of a 
type that will release air and prevent the formation of a vacuum.  The 
valves shall automatically release air when the lines are being filled with 
water and shall admit air into the line when water is being withdrawn in 
excess of the inflow. Valves shall be iron body with bronze trim and 
stainless steel float.

2.4.6   Indicator Post for Valves

Each valve shown on the drawings with the designation "P.I.V." shall be 
equipped with indicator post conforming to the requirements of NFPA 24.  
Operation shall be by a wrench which shall be attached to each post.

2.5   VALVE BOXES

Valve boxes shall be cast iron or concrete, except that concrete boxes may 
be installed only in locations not subjected to vehicular traffic. 
Cast-iron boxes shall be extension type with slide-type adjustment and with 
flared base.  The minimum thickness of metal shall be 3/16 inch.  Concrete 
boxes shall be the standard product of a manufacturer of precast concrete 
equipment.  The word "WATER" shall be cast in the cover.  The box length 
shall adapt, without full extension, to the depth of cover required over 
the pipe at the valve location.

2.6   VALVE PITS

Valve pits shall be constructed at locations indicated or as required above 
and in accordance with the details shown.  Concrete shall have compressive 
strength of 3000 psi in accordance with Section 03300CAST-IN-PLACE 
STRUCTURAL CONCRETE.

2.7   FIRE HYDRANTS

Hydrants shall be dry-barrel type conforming to AWWA C502 with valve 
opening at least 5 inches in diameter and designed so that the flange at 
the main valve seat can be removed with the main valve seat apparatus 
remaining intact, closed and reasonably tight against leakage and with a 
breakable valve rod coupling and breakable flange connections located no 
more than 8 inches above the ground grade.  Hydrants shall have a 6 inch 
bell connection, two 2-1/2 inch hose connections and one 4-1/2 inch pumper 
connection.  Outlets shall have American National Standard fire-hose 
coupling threads.  Working parts shall be bronze.  Design, material, and 
workmanship shall be equal to the latest stock pattern ordinarily produced 
by the manufacturer.  Hydrants shall be painted with 1 coat of red iron 
oxide, zinc oxide primer conforming to SSPC Paint 25 and 2 finish coats of 
silicone alkyd paint conforming to SSPC Paint 21, of the installation's 
standard colors or as directed by the Contracting Officer.  Suitable bronze 
adapter for each outlet, with caps, shall be furnished.

2.8   FIRE-HYDRANT HOSE HOUSES

Hose houses conforming to the requirements of NFPA 24 shall be furnished at 
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each fire hydrant indicated on the drawings to have a fire-hydrant hose 
house.  The following equipment, in addition to that listed in NFPA 24, 
paragraph 5-6.1, shall be furnished with each hose house:

a.  200 feet of 2-1/2 inch, woven jacketed, rubber lined hose 
conforming to NFPA 1961 with a minimum service test pressure of 
300 psi.

b.  100 feet of 1-1/2 inch, woven jacketed, rubber lined hose 
conforming to NFPA 1961 with a minimum service test pressure of 
300 psi.

c.  One gated 2-1/2 by 1-1/2 by 1-1/2 inch wye.

d.  One playpipe for 2-1/2 inch hose with 1 inch shutoff nozzle tip.

e.  One playpipe for 1-1/2 inch hose with  1/2 inch shutoff nozzle or 
combination nozzle.

f.  Two adapter fittings, 2-1/2 to 1-1/2 inch.

g.  Two spanners for 1-1/2 inch hose.

2.9   MISCELLANEOUS ITEMS

2.9.1   Service Clamps

Service clamps shall have a pressure rating not less than that of the pipe 
to be connected and shall be either the single or double flattened strap 
type.  Clamps shall have a galvanized malleable-iron body with cadmium 
plated straps and nuts.  Clamps shall have a rubber gasket cemented to the 
body.

2.9.2   Corporation Stops

Corporation stops shall have standard corporation stop thread conforming to 
AWWA C800 on the inlet end, with flanged joints, compression pattern flared 
tube couplings, or wiped joints for connections to goosenecks.

2.9.3   Goosenecks

Copper tubing for gooseneck connections shall conform to the applicable 
requirements of ASTM B 88, Type K, annealed.  Length of cable requirement 
connections shall be in accordance with standard practice.

2.9.4   Service Stops

Service stops shall be water-works inverted-ground-key type, oval or round 
flow way, tee handle, without drain.  Pipe connections shall be suitable 
for the type of service pipe used.  All parts shall be of bronze with 
female iron-pipe-size connections or compression-pattern flared tube 
couplings, and shall be designed for a hydrostatic test pressure not less 
than  200 psi.

2.9.5   Tapping Sleeves

Tapping sleeves of the sizes indicated for connection to existing main 
shall be the cast gray, ductile, or malleable iron, split-sleeve type with 
flanged or grooved outlet, and with bolts, follower rings and gaskets on 
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each end of the sleeve.  Construction shall be suitable for a maximum 
working pressure of 150 psi.  Bolts shall have square heads and hexagonal 
nuts.  Longitudinal gaskets and mechanical joints with gaskets shall be as 
recommended by the manufacturer of the sleeve.  When using grooved 
mechanical tee, it shall consist of an upper housing with full locating 
collar for rigid positioning which engages a machine-cut hole in pipe, 
encasing an elastomeric gasket which conforms to the pipe outside diameter 
around the hole and a lower housing with positioning lugs, secured together 
during assembly by nuts and bolts as specified, pretorqued to 50 foot-pound.

2.9.6   Service Boxes

Service boxes shall be cast iron or concrete and shall be extension service 
boxes of the length required for the depth of the line, with either screw 
or slide-type adjustment.  The boxes shall have housings of sufficient size 
to completely cover the service stop or valve and shall be complete with 
identifying covers.

2.9.7   Disinfection

Chlorinating materials shall conform to the following:

Chlorine, Liquid:  AWWA B301.

Hypochlorite, Calcium and Sodium:  AWWA B300.

2.9.8   Meters

Meters shall be the type and size shown on the drawings or specified.  
Meters of each of the various types furnished and installed shall be 
supplied by one manufacturer.

2.9.8.1   Displacement Type

Displacement type meters shall conform to AWWA C700.  Registers shall be 
straight-reading and shall read in cubic feet.  Meters in sizes 1/2 through 
1 inch shall be frost-protection design.  Connections shall be suitable to 
the type of pipe and conditions encountered.  Register type shall be a 
direct reading remote register designed in accordance with AWWA C706 or an 
encoder type remote register designed in accordance with AWWA C707.  Meters 
shall comply with the accuracy and capacity requirements of AWWA C700.

2.9.8.2   Turbine Type

Turbine type meters shall conform to AWWA C701 Class I.  The main casing 
shall be bronze with stainless steel external fasteners.  Registers shall 
be straight-reading type, shall be permanently sealed and shall read in 
cubic feet.  Connections shall be suitable to the type of pipe and 
conditions encountered.  Register type shall be a direct reading remote 
register designed in accordance with AWWA C706.  Meters shall comply with 
the accuracy and capacity requirements of AWWA C701.

2.9.8.3   Compound Type

Compound type meters shall conform to AWWA C702 and shall be furnished with 
strainers.  The main casing shall be bronze with stainless steel external 
fasteners.  The main casing shall be tapped for field testing purposes.  
Registers shall be straight-reading type, shall be permanently sealed and 
shall read in cubic feet.  The meter shall be equipped with a coordinating 
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register. Connections shall be suitable to the type of pipe and conditions 
encountered.  Register type shall be a direct reading remote register 
designed in accordance with AWWA C706.  Meters shall comply with the 
accuracy and capacity requirements of AWWA C702.

2.9.8.4   Fire Service Type

Fire service type meters shall be turbine type conforming to AWWA C703 and 
shall be furnished with strainers.  The main casing shall be bronze with 
stainless steel external fasteners.  Registers shall be straight-reading 
type, shall be permanently sealed and shall read in cubic feet.  The meter 
shall be equipped with a coordinating register.  Connections shall be 
suitable to the type of pipe and conditions encountered.  Register type 
shall be a direct reading remote register designed in accordance with AWWA 
C706.  Meters shall comply with the accuracy and capacity requirements of 
AWWA C703.  When turbine type main line meters are used, the meter shall be 
supplied with a separate check valve, as a unit.

2.9.8.5   Propeller Type

Propeller type meters shall conform to AWWA C704.  Registers shall be 
straight-reading type, shall be permanently sealed and shall read in cubic 
feet.  Connections shall be suitable to the type of pipe and conditions 
encountered.  Register type shall be a direct-reading remote register 
designed in accordance with AWWA C706.  Meters shall comply with the 
accuracy and capacity requirements of AWWA C703.

2.9.9   Meter Boxes

Meter boxes shall be of cast iron, concrete, or plastic.  The boxes shall 
be of sufficient size to completely enclose the meter and shutoff valve or 
service stop.  Meter boxes set in paved areas subject to vehicular traffic 
shall be cast iron, or concrete with cast iron lid and cast iron meter 
reader lid.  Boxes set in sidewalks, not subject to vehicular traffic, 
shall be concrete with cast iron lid and cast iron meter reader lid.  
Plastic boxes and lids shall not be used in unpaved areas or grass areas 
not subject to vehicular traffic.  Box height shall extend from invert of 
the meter to final grade at the meter location.  The lid shall have the 
word "WATER" cast in it.

2.10   METER VAULTS

Large meters shall be installed in reinforced concrete vaults in accordance 
with the details shown on the drawings.

PART 3   EXECUTION

3.1   INSTALLATION

3.1.1   Cutting of Pipe

Cutting of pipe shall be done in a neat and workmanlike manner without 
damage to the pipe.  Unless otherwise recommended by the manufacturer and 
authorized by the Contracting Officer, cutting shall be done with an 
approved type mechanical cutter.  Wheel cutter shall be used when 
practicable.  Copper tubing shall be cut square and all burrs shall be 
removed.  Squeeze type mechanical cutters shall not be used for ductile 
iron.
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3.1.2   Adjacent Facilities

3.1.2.1   Sewer Lines

Where the location of the water pipe is not clearly defined in dimensions 
on the drawings, the water pipe shall not be laid closer horizontally than 
10 feet from a sewer except where the bottom of the water pipe will be at 
least 12 inches above the top of the sewer pipe, in which case the water 
pipe shall not be laid closer horizontally than 6 feet from the sewer.  
Where water lines cross under gravity-flow sewer lines, the sewer pipe, for 
a distance of at least 10 feet each side of the crossing, shall be fully 
encased in concrete or shall be made of pressure pipe with no joint located 
within 3 feet horizontally of the crossing.  Water lines shall in all cases 
cross above sewage force mains or inverted siphons and shall be not less 
than 2 feet above the sewer main.  Joints in the sewer main, closer 
horizontally than 3 feet to the crossing, shall be encased in concrete.

3.1.2.2   Water Lines

Water lines shall not be laid in the same trench with sewer lines, gas 
lines, fuel lines, or electric wiring.

3.1.2.3   Copper Tubing Lines

Copper tubing shall not be installed in the same trench with ferrous piping 
materials.

3.1.2.4   Nonferrous Metallic Pipe

Where nonferrous metallic pipe, e.g. copper tubing, crosses any ferrous 
piping material, a minimum vertical separation of 12 inchesshall be 
maintained between pipes.

3.1.2.5   Casing Pipe

Water pipe shall be encased in a sleeve of rigid conduit for the lengths 
shown.  Where sleeves are required, in all other cases, the pipe sleeve 
shall be steel, manufactured in accordance with AWWA C200, with a minimum 
wall thickness of 0.5 in.  A minimum clearance of at least 2 inches between 
the inner wall of the sleeve and the maximum outside diameter of the 
sleeved pipe and joints shall be provided.  Sand bedding or suitable pipe 
support shall be provided for the water pipe through the sleeve.

3.1.2.6   Structures

Where water pipe is required to be installed within 3 feet of existing 
structures, the water pipe shall be sleeved as required in Paragraph 
"Casing Pipe".  The Contractor shall install the water pipe and sleeve 
ensuring that there will be no damage to the structures and no settlement 
or movement of foundations or footings.

3.1.3   Joint Deflection

3.1.3.1   Allowable for Reinforced Concrete Pipe

Maximum allowable deflections from a straight line or grade, as required by 
vertical curves, horizontal curves, or offsets, shall be 5 degrees for 
reinforced concrete pipe unless a lesser amount is recommended by the 
manufacturer.  Long radius curves in reinforced concrete pipe shall be 
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formed by straight pipe in which spigot rings are placed on a bevel.  
Slight deflections may be made by straight pipe, provided that the maximum 
joint opening caused by such deflection does not exceed the maximum 
recommended by the pipe manufacturer.  Short radius curves and closures 
shall be formed by shorter lengths of pipe, bevels, or fabricated specials 
specified.

3.1.3.2   Offset for Flexible Plastic Pipe

Maximum offset in alignment between adjacent pipe joints shall be as 
recommended by the manufacturer and approved by the Contracting Officer, 
but shall not exceed 5 degrees.

3.1.3.3   Allowable for Ductile-Iron Pipe

The maximum allowable deflection shall be as given in AWWA C600.  If the 
alignment requires deflection in excess of the above limitations, special 
bends or a sufficient number of shorter lengths of pipe shall be furnished 
to provide angular deflections within the limit set forth.

3.1.3.4   Allowable for Steel Pipe

For pipe with bell-and-spigot rubber-gasket joints, maximum allowable 
deflections from a straight line or grade, as required by vertical curves, 
horizontal curves, or offsets shall be 5 degrees unless a lesser amount is 
recommended by the manufacturer.  Short-radius curves and closures shall be 
formed by short lengths of pipe or fabricated specials specified.

3.1.4   Placing and Laying

Pipe and accessories shall be carefully lowered into the trench by means of 
derrick, ropes, belt slings, or other authorized equipment.  Water-line 
materials shall not be dropped or dumped into the trench.  Abrasion of the 
pipe coating shall be avoided.  Except where necessary in making 
connections with other lines or as authorized by the Contracting Officer, 
pipe shall be laid with the bells facing in the direction of laying.  The 
full length of each section of pipe shall rest solidly upon the pipe bed, 
with recesses excavated to accommodate bells, couplings, and joints.  Pipe 
that has the grade or joint disturbed after laying shall be taken up and 
relaid.  Pipe shall not be laid in water or when trench conditions are 
unsuitable for the work.  Water shall be kept out of the trench until 
joints are complete.  When work is not in progress, open ends of pipe, 
fittings, and valves shall be securely closed so that no trench water, 
earth, or other substance will enter the pipes or fittings.  Where any part 
of the coating or lining is damaged, the repair shall be made by and at the 
Contractor's expense in a satisfactory manner.  Pipe ends left for future 
connections shall be valved, plugged, or capped, and anchored, as shown.

3.1.4.1   Reinforced Concrete Pipe Installation

Reinforced concrete pipe shall be installed in accordance with 
recommendations of the pipe manufacturer.  Before laying reinforced 
concrete pipe, the outside surface of the spigot and the inside surface of 
the bell shall be cleaned and an acceptable vegetable-compound lubricant 
applied to the inside surface of the bell and to the rubber gasket.  Where 
prescribed by the pipe manufacturer, the gasket shall be placed in the 
groove on the end of the pipe before the pipe is placed in the trench. 
After the pipe has been forced together, the position of the rubber gasket 
shall be checked with a feeler gauge in accordance with the pipe 
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manufacturer's recommendations.  Tapping of reinforced concrete cylinder 
pipe shall be done in accordance with the manufacturer's approved 
recommendations.  Where the manufacturer recommends that the taps be made 
by attaching the rubber-gasketed saddle to the outside of the pipe using 
U-bolts, the saddle shall be grouted in if necessary, the mortar coating 
shall be chipped away, even with the hole in the saddle plate.  The exposed 
circumferential wires shall be removed and the cylinder and concrete core 
drilled out, and the steel saddle and U-bolts shall be protected by 
concrete encasement.

3.1.4.2   Plastic Pipe Installation

RTRP shall be installed in accordance with ASTM D 3839.  RPMP shall be 
installed in accordance with the manufacturer's recommendations.  PE Pipe 
shall be installed in accordance with ASTM D 2774.  PVC pipe shall be 
installed in accordance with AWWA M23.

3.1.4.3   Piping Connections

Where connections are made between new work and existing mains, the 
connections shall be made by using specials and fittings to suit the actual 
conditions.  When made under pressure, these connections shall be installed 
using standard methods as approved by the Contracting Officer.  Connections 
to existing asbestos-cement pipe shall be made in accordance with ACPPA 
Work Practices.

3.1.4.4   Penetrations

Pipe passing through walls of valve pits and structures shall be provided 
with ductile-iron or Schedule 40 steel wall sleeves.  Annular space between 
walls and sleeves shall be filled with rich cement mortar.  Annular space 
between pipe and sleeves shall be filled with mastic.

3.1.4.5   Flanged Pipe

Flanged pipe shall only be installed above ground or with the flanges in 
valve pits.

3.1.5   Jointing

3.1.5.1   Reinforced Concrete Pipe Requirements

The inside and outside annular spaces between abutting sections of concrete 
pipe shall be filled with rich cement mortar in accordance with the pipe 
manufacturer's recommendations.  Excess mortar shall be removed from 
interior annular spaces, leaving a smooth and continuous surface between 
pipe sections.  Exposed portions of steel joint rings shall be protected 
from corrosion by a metallic coating or by an approved nonmetallic coating. 
 Rubber gaskets shall be handled, lubricated where necessary, and installed 
in accordance with the pipe manufacturer's recommendations.

3.1.5.2   PE Pipe Requirements

Jointing shall comply with ASTM D 2657, Technique I-Socket Fusion or 
Technique II-Butt Fusion.

3.1.5.3   PVC Plastic Pipe Requirements

a.  Pipe less than 4 inch diameter:  Threaded joints shall be made by 
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wrapping the male threads with approved thread tape or applying an 
approved lubricant, then threading the joining members together.  
The joint shall be tightened using strap wrenches to prevent 
damage to the pipe and/or fitting.  To avoid excessive torque, 
joints shall be tightened no more than one thread past hand-tight. 
 Preformed rubber-ring gaskets for elastomeric-gasket joints shall 
be made in accordance with ASTM F 477 and as specified.  Pipe ends 
for push-on joints shall be beveled to facilitate assembly and 
marked to indicate when the pipe is fully seated.  The gasket 
shall be prelubricated to prevent displacement.  The gasket and 
ring groove in the bell or coupling shall match.  The manufacturer 
of the pipe or fitting shall supply the elastomeric gasket.  
Couplings shall be provided with stops or centering rings to 
assure that the coupling is centered on the joint.  Solvent cement 
joints shall use sockets conforming to ASTM D 2467.  The solvent 
cement used shall meet the requirements of ASTM D 2564; the joint 
assembly shall be made in accordance with ASTM D 2855 and the 
manufacturer's specific recommendations.

b.  Pipe 4 through 12 inch diameter:  Joints shall be elastomeric 
gasket as specified in AWWA C900.  Jointing procedure shall be as 
specified for pipe less than 4 inch diameter with configuration 
using elastomeric ring gasket.

c.  Pipe 14 through 36 inch diameter:  Joints shall be elastomeric 
gasket push-on joints made in accordance with AWWA M23.

3.1.5.4   RTRP I, RTRP II and RPMP Pipe

a.  RTRP I:  Assembly of the pipe shall be done in conformance with 
the manufacturer's written instruction and installation 
procedures.  Field joints shall be prepared as specified by the 
pipe manufacturer.  Several pipe joints having interference-fit 
type couplings may be field bonded and cured simultaneously.  
However, the pipe shall not be moved and additional joints shall 
not be made until the previously laid joints are completely cured. 
 Joints not having interference-fit type coupling shall be fitted 
with a clamp which shall hold the joint rigidly in place until the 
joint cement has completely cured.  The clamps shall have a 
protective material on the inner surface to prevent damage to the 
plastic pipe when the clamp is tightened in place.  The pipe 
manufacturer shall provide a device or method to determine when 
the joint is pulled against the pipe stop.  Additionally, the pipe 
manufacturer shall furnish a gauge to measure the diameter of the 
spigot ends to ensure the diameter conforms to the tolerances 
specified by the manufacturer.  All pipe ends shall be gauged.  
Factory certified tests shall have been satisfactorily performed 
to verify that short-term rupture strength is 1,500 psior greater 
when carried out in accordance with ASTM D 1599.  At any ambient 
temperature, field bonded epoxy-cemented joints shall be cured 
with a self-regulating, thermostatically temperature controlled, 
electrical heating blanket for the time and temperature 
recommended by the manufacturer for the applicable size and type 
of joint, or by an alternate heating method recommended by the 
manufacturer and approved by the Contracting Officer.  The joint 
sections shall not be moved during heating, or until the joint has 
cooled to ambient temperature.

b.  RTRP II:  A reinforced overlay joint shall be used to join 
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sections together through a placement of layers of reinforcement 
fiberglass roving, mat, tape or fabric thoroughly saturated with 
compatible catalyzed resin.

c.  RPMP:  Bell and spigot gasket-sealing coupling shall be used to 
connect pipes.  The spigot shall be lubricated prior to 
push-together assembly.

d.  Fittings and Specials for RTRP and RPMP Pipe:  Metal to RTRP and 
RPMP pipe connections shall be made by bolting steel flanges to 
RTRP and RPMP pipe flanges.  Cast-iron fitting with gasket bell or 
mechanical joint may be used with RTRP if pipe has cast iron 
outside diameter.  Steel flanges shall be flat-faced type.  Where 
raised-face steel flanges are used, spacer rings shall be used to 
provide a flat-face seat for RTRP and RPMP pipe flanges.  A 
full-face Buna "N" gasket 1/8 inch thick with a shore hardness of 
50-60 shall be used between all flanged connections.  The RTRP and 
RPMP pipe flange shall have raised sealing rings.  Flat washers 
shall be used under all nuts and bolts on RTRP and RPMP pipe 
flanges.  Bolts and nuts shall be of noncorrosive steel and 
torqued to not more than 100 foot pounds.Flanges shall not be 
buried.  A concrete pit shall be provided for all flanged 
connections.

3.1.5.5   Ductile-Iron Pipe Requirements

Mechanical and push-on type joints shall be installed in accordance with 
AWWA C600 for buried lines or AWWA C606 for grooved and shouldered pipe 
above ground or in pits.

3.1.5.6   Not Galvanized Steel Pipe Requirements

a.  Mechanical Couplings:  Mechanical couplings shall be installed in 
accordance with the recommendations of the couplings manufacturer.

b.  Rubber Gaskets:  Rubber gaskets shall be handled, lubricated where 
necessary, and installed in accordance with the pipe 
manufacturer's recommendations.

3.1.5.7   Galvanized Steel Pipe Requirements

Screw joints shall be made tight with a stiff mixture of graphite and oil, 
inert filler and oil, or with an approved graphite compound, applied with a 
brush to the male threads only.  Compounds shall not contain lead.

3.1.5.8   Copper Tubing Requirements

Joints shall be made with flared fittings.  The flared end tube shall be 
pulled tightly against the tapered part of the fitting by a nut which is 
part of the fitting, so there is metal-to-metal contact.

3.1.5.9   Bonded Joints Requirements

Bonded joints shall be installed in accordance with details specified for 
joints in paragraph JOINTS.

3.1.5.10   Isolation Joints and Dielectric Fittings

Isolation joints and dielectric fittings shall be installed in accordance 
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with details specified in paragraph JOINTS.  Dielectric unions shall be 
encapsulated in a field-poured coal-tar covering, with at least 1/8 inch 
thickness of coal tar over all fitting surfaces.

3.1.5.11   Transition Fittings

Connections between different types of pipe and accessories shall be made 
with transition fittings approved by the Contracting Officer.

3.1.6   Installation of Service Lines

Service lines shall include the pipeline connecting building piping to 
water distribution lines to the connections with the building service at a 
point approximately 5 feet outside the building where such building service 
exists.  Where building services are not installed, the Contractor shall 
terminate the service lines approximately 5 feet from the site of the 
proposed building at a point designated by the Contracting Officer.  Such 
service lines shall be closed with plugs or caps.  All service stops and 
valves shall be provided with service boxes.  Service lines shall be 
constructed in accordance with the following requirements:

3.1.6.1   Service Lines 50 mm (2 Inches) and Smaller

Service lines 2 inches and smaller shall be connected to the main by a 
directly-tapped corporation stop or by a service clamp.  A corporation stop 
and a copper gooseneck shall be provided with either type of connection.  
Maximum sizes for directly-tapped corporation stops and for outlets with 
service clamps shall be as in TABLE I.  Where 2 or more gooseneck 
connections to the main are required for an individual service, such 
connections shall be made with standard branch connections.  The total 
clear area of the branches shall be at least equal to the clear area of the 
service which they are to supply.

TABLE I.  SIZE OF CORPORATION STOPS AND OUTLET

    Pipe Size        Corporation Stops,         Outlets w/Service
     Inches               Inches                  Clamps, Inches 
                   For Ductile-Iron Pipe     Single & Double Strap
   ___________    _______________________    ______________________

       3                     --                        1

       4                    1                          1

       6                    1-1/4                      1-1/2

       8                    1-1/2                      2

      10                    1-1/2                      2

      12 & larger           2                          2

NOTE:

a.  Service lines 1-1/2 inches and smaller shall have a service stop.

b.  Service lines 2 inches in size shall have a gate valve.

3.1.6.2   Service Lines Larger than 50 mm (2 Inches)
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Service lines larger than 2 inches shall be connected to the main by a 
tapped saddle, tapping sleeve and valve, service clamp or reducing tee, 
depending on the main diameter and the service line diameter, and shall 
have a gate valve.  Lines 3 inches and larger may use rubber-seated 
butterfly valves as specified above, or gate valves.

3.1.6.3   Service Lines for Sprinkler Supplies

Water service lines used to supply building sprinkler systems for fire 
protection shall be connected to the water distribution main in accordance 
with NFPA 24.

3.1.7   Field Coating and Lining of Pipe

3.1.7.1   Steel Pipe 80 mm (3 In.) and Larger, Not Galvanized

a.  Cement-mortar coating and lining:  Field jointing shall conform to 
Appendix, AWWA C205.  Any defective area found in the coating 
and/or lining of pipe and joints shall be removed to the pipe wall 
and repaired. The repaired areas shall be at least equal in 
thickness to the minimum coating and/or lining required for the 
pipe.  Steel reinforcement in the coating shall be repaired or 
replaced as necessary to assure a complete and soundly reinforced 
coating.

b.  Coal-tar enamel coating, lining and wrapping:  Field jointing 
shall conform to AWWA C203.  The applied materials shall be tested 
by means of a spark-type electrical inspection device in 
accordance with the requirements of AWWA C203.  Any flaws or 
holidays found in the coating and/or lining of pipe and joints 
shall be repaired by patching or other approved means.  The 
repaired areas shall be at least equal in thickness to the minimum 
coating and/or lining required for the pipe.

3.1.7.2   Galvanized Steel Pipe, Field Coating

Field joints shall be given 1 coat of coal-tar primer and 2 coats of 
coal-tar enamel conforming to AWWA C203.  The tests of the coating shall 
conform to AWWA C203, and any flaws or holidays found in the coating of 
pipe and joints shall be repaired by patching or other approved means; the 
repaired areas shall be at least equal in thickness to the minimum coating 
required for the pipe.

3.1.8   Setting of Fire Hydrants, Meters, Valves and Valve Boxes

3.1.8.1   Location of Fire Hydrants

Fire hydrants shall be located and installed as shown.  Each hydrant shall 
be connected to the main with a 6 inch branch line having at least as much 
cover as the distribution main.  Hydrants shall be set plumb with pumper 
nozzle facing the roadway, with the center of the lowest outlet not less 
than 18 inches above the finished surrounding grade, and the operating nut 
not more than 48 inches above the finished surrounding grade.  Fire 
hydrants designated on the drawings as low profile shall have the lowest 
outlet not less than 18 inches above the finished surrounding grade, the 
top of the hydrant not more than 24 inches above the finished surrounding 
grade.  Except where approved otherwise, the backfill around hydrants shall 
be thoroughly compacted to the finished grade immediately after 
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installation to obtain beneficial use of the hydrant as soon as 
practicable.  The hydrant shall be set upon a slab of concrete not less 
than 4 inches thick and 15 inchessquare.  Not less than 7 cubic feet of 
free-draining broken stone or gravel shall be placed around and beneath the 
waste opening of dry barrel hydrants to ensure drainage.

3.1.8.2   Location of Meters

Meters and meter boxes shall be installed at the locations shown on the 
drawings.  The meters shall be centered in the boxes to allow for reading 
and ease of removal or maintenance.

3.1.8.3   Location of Valves

After delivery, valves, including those in hydrants, shall be drained to 
prevent freezing and shall have the interiors cleaned of all foreign matter 
before installation.  Stuffing boxes shall be tightened and hydrants and 
valves shall be fully opened and fully closed to ensure that all parts are 
in working condition.  Check, pressure reducing, vacuum, and air relief 
valves shall be installed in valve pits.  Valves and valve boxes shall be 
installed where shown or specified, and shall be set plumb.  Valve boxes 
shall be centered on the valves.  Boxes shall be installed over each 
outside gate valve unless otherwise shown.  Where feasible, valves shall be 
located outside the area of roads and streets.  Earth fill shall be tamped 
around each valve box or pit to a distance of 4 feet on all sides of the 
box, or the undisturbed trench face if less than 4 feet.

3.1.8.4   Location of Service Boxes

Where water lines are located below paved streets having curbs, the boxes 
shall be installed directly back of the curbs.  Where no curbing exists, 
service boxes shall be installed in accessible locations, beyond the limits 
of street surfacing, walks and driveways.

3.1.9   Tapped Tees and Crosses

Tapped tees and crosses for future connections shall be installed where 
shown.

3.1.10   Thrust Restraint

Plugs, caps, tees and bends deflecting 11.25 degrees or more, either 
vertically or horizontally, on waterlines 4 inches in diameter or larger, 
and fire hydrants shall be provided with thrust restraints.  Valves shall 
be securely anchored or shall be provided with thrust restraints to prevent 
movement.  Thrust restraints shall be either thrust blocks or, for 
ductile-iron pipes, restrained joints.

3.1.10.1   Thrust Blocks

Thrust blocking shall be concrete of a mix not leaner than:  1 cement, 
2-1/2 sand, 5 gravel; and having a compressive strength of not less than 
2,000 psi after 28 days.  Blocking shall be placed between solid ground and 
the hydrant or fitting to be anchored.  Unless otherwise indicated or 
directed, the base and thrust bearing sides of thrust blocks shall be 
poured directly against undisturbed earth.  The sides of thrust blocks not 
subject to thrust may be poured against forms.  The area of bearing shall 
be as shown or as directed.  Blocking shall be placed so that the fitting 
joints will be accessible for repair.  Steel rods and clamps, protected by 
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galvanizing or by coating with bituminous paint, shall be used to anchor 
vertical down bends into gravity thrust blocks.

3.1.10.2   Restrained Joints

For ductile-iron pipe, restrained joints shall be designed by the 
Contractor or the pipe manufacturer in accordance with DIPRA-Restraint 
Design.

3.2   HYDROSTATIC TESTS

Where any section of a water line is provided with concrete thrust blocking 
for fittings or hydrants, the hydrostatic tests shall not be made until at 
least 5 days after installation of the concrete thrust blocking, unless 
otherwise approved.

3.2.1   Pressure Test

After the pipe is laid, the joints completed, fire hydrants permanently 
installed, and the trench partially backfilled leaving the joints exposed 
for examination, the newly laid piping or any valved section of piping 
shall, unless otherwise specified, be subjected for 1 hour to a hydrostatic 
pressure test of  200 psi.  Water supply lines designated on the drawings 
shall be subjected for 1 hour to a hydrostatic pressure test of  200 psi.  
Each valve shall be opened and closed several times during the test.  
Exposed pipe, joints, fittings, hydrants, and valves shall be carefully 
examined during the partially open trench test.  Joints showing visible 
leakage shall be replaced or remade as necessary.  Cracked or defective 
pipe, joints, fittings, hydrants and valves discovered in consequence of 
this pressure test shall be removed and replaced with sound material, and 
the test shall be repeated until the test results are satisfactory.  The 
requirement for the joints to remain exposed for the hydrostatic tests may 
be waived by the Contracting Officer when one or more of the following 
conditions is encountered:

a.  Wet or unstable soil conditions in the trench.

b.  Compliance would require maintaining barricades and walkways 
around and across an open trench in a heavily used area that would 
require continuous surveillance to assure safe conditions.

c.  Maintaining the trench in an open condition would delay completion 
of the project.

The Contractor may request a waiver, setting forth in writing the reasons 
for the request and stating the alternative procedure proposed to comply 
with the required hydrostatic tests.  Backfill placed prior to the tests 
shall be placed in accordance with the requirements of Section 02316
EXCAVATION, TRENCHING, AND BACKFILLING FOR UTILITIES SYSTEMS.

3.2.2   Leakage Test

Leakage test shall be conducted after the pressure tests have been 
satisfactorily completed.  The duration of each leakage test shall be at 
least 2 hours, and during the test the water line shall be subjected to not 
less than 200 psi pressure.  Water supply lines designated on the drawings 
shall be subjected to a pressure equal to  200 psi.  Leakage is defined as 
the quantity of water to be supplied into the newly laid pipe, or any 
valved or approved section, necessary to maintain pressure within 5 psi of 
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the specified leakage test pressure after the pipe has been filled with 
water and the air expelled.  Piping installation will not be accepted if 
leakage exceeds the allowable leakage which is determined by the following 
formula:

L = 0.0001351ND(P raised to 0.5 power)

L = Allowable leakage in gallons per hour
N = Number of joints in the length of pipeline tested
D = Nominal diameter of the pipe in inches
P = Average test pressure during the leakage test, in psi gauge

Should any test of pipe disclose leakage greater than that calculated by 
the above formula, the defective joints shall be located and repaired until 
the leakage is within the specified allowance, without additional cost to 
the Government.

3.2.3   Time for Making Test

Except for joint material setting or where concrete thrust blocks 
necessitate a 5-day delay, pipelines jointed with rubber gaskets, 
mechanical or push-on joints, or couplings may be subjected to hydrostatic 
pressure, inspected, and tested for leakage at any time after partial 
completion of backfill.  Cement-mortar lined pipe may be filled with water 
as recommended by the manufacturer before being subjected to the pressure 
test and subsequent leakage test.

3.2.4   Concurrent Hydrostatic Tests

The Contractor may elect to conduct the hydrostatic tests using either or 
both of the following procedures.  Regardless of the sequence of tests 
employed, the results of pressure tests, leakage tests, and disinfection 
shall be as specified.  Replacement, repair or retesting required shall be 
accomplished by the Contractor at no additional cost to the Government.

a.  Pressure test and leakage test may be conducted concurrently.

b.  Hydrostatic tests and disinfection may be conducted concurrently, 
using the water treated for disinfection to accomplish the 
hydrostatic tests.  If water is lost when treated for disinfection 
and air is admitted to the unit being tested, or if any repair 
procedure results in contamination of the unit, disinfection shall 
be reaccomplished.

3.3   BACTERIALDISINFECTION

3.3.1   Bacteriological Disinfection

Before acceptance of potable water operation, each unit of completed 
waterline shall be disinfected as prescribed by AWWA C651.  From several 
points in the unit, the Contracting Officer will take samples of water in 
proper sterilized containers for bacterial examination.  The disinfection 
shall be repeated until tests indicate the absence of pollution for at 
least 2 full days.  The unit will not be accepted until satisfactory 
bacteriological results have been obtained.

3.4   CLEANUP

Upon completion of the installation of water lines, and appurtenances, all 
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debris and surplus materials resulting from the work shall be removed.

    -- End of Section --
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SECTION 02921

SEEDING

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AGRICULTURAL MARKETING SERVICE (AMS)

AMS-01 (Aug 95) Federal Seed Act Regulations Part 
201

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

1.2   SUBMITTALS

Government approval is required for submittals with a "G-A" designation; 
submittals having no designation indicated are for information only.  The 
following shall be submitted in accordance with Section 01330 SUBMITTAL 
PROCEDURES:

SD-03 Product Data

Delivery; [_____], [_____]

  Delivery schedule.

Quantity Check; [_____], [_____]

  Bag count or bulk weight measurements of material used compared 
with area covered to determine the application rate and quantity 
installed.
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Maintenance Record; .

  Maintenance work performed, area repaired or reinstalled, 
diagnosis for unsatisfactory stand of grass plants.

SD-07 Certificates

Seed; .

Fertilizer; .
Organic Material; .

Mulch; .

  Prior to the delivery of materials, certificates of compliance 
attesting that materials meet the specified requirements.  
Certified copies of the material certificates shall include the 
following:

     a.  Seed.  Classification, botanical name, common name, 
percent pure live seed, minimum percent germination and hard seed, 
maximum percent weed seed content, and date tested.

     b.  Fertilizer.  Chemical analysis and composition percent.

     c.  Organic Material:  Composition and source.

     d.  Mulch:  Composition and source.

     e.  Pesticide.  EPA registration number and registered uses.

1.3   SOURCE INSPECTION

The source of delivered topsoil shall be subject to inspection.

1.4   DELIVERY, INSPECTION, STORAGE, AND HANDLING

1.4.1   Delivery

A delivery schedule shall be provided at least 10 calendar days prior to 
the first day of delivery.

1.4.1.1   Soil Amendments

Soil amendments shall be delivered to the site in the original, unopened 
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containers bearing the manufacturer's chemical analysis.  In lieu of 
containers, soil amendments may be furnished in bulk.  A chemical analysis 
shall be provided for bulk deliveries.

1.4.2   Inspection

Seed shall be inspected upon arrival at the job site for conformity to 
species and quality.  Seed that is wet, moldy, or bears a test date five 
months or older, shall be rejected.  Other materials shall be inspected for 
compliance with specified requirements.  The following shall be rejected:  
open soil amendment containers or wet soil amendments; topsoil that 
contains slag, cinders, stones, lumps of soil, sticks, roots, trash or 
other material over a minimum  1-1/2 inch diameter; and topsoil that 
contains viable plants and plant parts.  Unacceptable materials shall be 
removed from the job site.

1.4.3   Storage

Materials shall be stored in designated areas.  Seed, and fertilizer shall 
be stored in cool, dry locations away from contaminants.  Chemical 
treatment material shall be stored according to manufacturer's instructions 
and not with seeding operation materials.

1.4.4   Handling

Except for bulk deliveries, materials shall not be dropped or dumped from 
vehicles.

PART 2   PRODUCTS

2.1   SEED

2.1.1   Seed Classification

State-certified seed of the latest season's crop shall be provided in 
original sealed packages bearing the producer's guaranteed analysis for 
percentages of mixture, purity, germination, hard seed, weed seed content, 
and inert material.  Labels shall be in conformance with AMS-01 and 
applicable state seed laws.

2.1.2   Permanent Seed Species and Mixtures

Permanent seed species and mixtures shall be proportioned by weight as 
follows:

                                  Mixture Percent  Kilograms Pure Live Seed
  Common Name                        by Weight     per 100 square meters
  ______________   ___________    _______________    ____________

   Fairway Crested Wheatgrass           50               1.2
   Delaware Dwarf Perennial Ryegrass    30               0.72
   Creeping Red Fescue VNS              10               0.24
   Annual Ryegrass VNS                   5               0.12
   Alsikes Clover                        5               0.12

                                                Total    2.40  

2.1.3   Quality
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Weed seed shall be a maximum 1 percent by weight of the total mixture.

2.1.4   Seed Mixing

The mixing of seed may be done by the seed supplier prior to delivery, or 
on site as directed.

2.1.5   Substitutions

Substitutions will not be allowed without written request and approval from 
the Contracting Officer.

2.2   TOPSOIL

Topsoil shall be the existing surface soil stripped and stockpiled onsite 
in accordance with Section 02300a EARTHWORK.  When additional topsoil is 
required beyond the available topsoil from the stripping operation, topsoil 
shall be delivered and amended as specified.  Topsoil shall be free from 
slag, cinders, stones, lumps of soil, sticks, roots, trash or other 
material over a minimum  1-1/2 inch diameter.  No more than 5% of the 
topsoil shall consist of rock material.  Topsoil shall be free from viable 
plants and plant parts.

2.3   SOIL AMENDMENTS

Soil amendments shall consist of fertilizer, organic material meeting the 
following requirements.

2.3.1   Fertilizer

The nutrients ratio shall be 12 percent nitrogen, 12 percent phosphorus, and  
12 percent potassium.  Fertilizer shall be controlled release commercial 
grade, free flowing, uniform in composition.  The fertilizer shall be derived 
from sulphur coated urea, urea formaldehyde, plastic or polymer coated pills, 
or isobutylenediurea (IBDU).  Fertilizer shall be balanced with the inclusion 
of trace minerals and micro-nutrients.

2.3.2   Organic Material

Organic material shall consist of either rotted manure or decomposed wood 
derivatives.

2.3.2.1   Rotted Manure

Rotted manure shall be unleached horse, chicken or cattle manure containing 
a maximum 25 percent by volume of straw, sawdust, or other bedding 
materials.  It shall contain no chemicals or ingredients harmful to plants. 
 The manure shall be heat treated to kill seeds and be free of stones, 
sticks, and soil.

2.3.2.2   Decomposed Wood Derivatives

Decomposed wood derivatives shall be ground bark, sawdust, yard trimmings, 
or other wood waste material that is free of stones, sticks, soil, and 
toxic substances harmful to plants, and is fully composted or stabilized 
with nitrogen.

2.4   MULCH
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Mulch shall be free from weeds, mold, and other deleterious materials.  
Mulch materials shall be native to the region.

2.4.1   Wood Cellulose Fiber

Wood cellulose fiber shall not contain any growth or germination-inhibiting 
factors and shall be dyed an appropriate color to facilitate placement 
during application.  Composition on air-dry weight basis:  9 to 15 percent 
moisture, pH range from 4.5 to 6.0.

2.5   WATER

Water shall be the responsibility of the Contractor, unless otherwise 
noted.  Water shall not contain elements toxic to plant life.

2.6   SURFACE EROSION CONTROL MATERIAL

Surface erosion control material shall conform to the following:

2.6.1   Surface Erosion Control Blanket

Blanket shall be machine produced mat of straw formed from a web of 
interlocking straw fibers covered on both sides with a degradable plastic 
mesh or interwoven degradable thread.

2.6.2   Erosion Control Material Anchors

Erosion control anchors shall be as recommended by the manufacturer.

PART 3   EXECUTION

3.1   INSTALLING SEED TIME AND CONDITIONS

3.1.1   Seeding Time

Seed shall be installed from April 1 to May 30 for spring establishment;  
and from September 1 to November 15 for fall establishment.

3.1.2   Seeding Conditions

Seeding operations shall be performed only during periods when beneficial 
results can be obtained.  When drought, excessive moisture, or other 
unsatisfactory conditions prevail, the work shall be stopped when directed. 
 When special conditions warrant a variance to the seeding operations, 
proposed alternate times shall be submitted for approval.

3.2   SITE PREPARATION

3.2.1   Finished Grade and Topsoil

The Contractor shall verify that finished grades are as indicated on 
drawings, and the placing of topsoil, smooth grading, and compaction 
requirements have been completed in accordance with Section 02300a 
EARTHWORK, prior to the commencement of the seeding operation.

3.2.2   Application of Soil Amendments

3.2.2.1   Applying Fertilizer
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The application rate shall be 0.5 pounds per 1000 square yards.  Fertilizer 
shall be incorporated into the soil to a maximum  4 inchdepth or may be 
incorporated as part of the tillage or hydroseeding operation.

3.2.3   Tillage

Soil on slopes up to a maximum 3-horizontal-to-1-vertical shall be tilled 
to a minimum  4 inchdepth.  On slopes between 3-horizontal-to-1-vertical 
and 1-horizontal-to-1 vertical, the soil shall be tilled to a minimum  2 
inchdepth by scarifying with heavy rakes, or other method.  Rototillers 
shall be used where soil conditions and length of slope permit.  On slopes 
1-horizontal-to-1 vertical and steeper, no tillage is required.  Drainage 
patterns shall be maintained as indicated on drawings.  Areas compacted by 
construction operations shall be completely pulverized by tillage.  Soil 
used for repair of surface erosion or grade deficiencies shall conform to 
topsoil requirements.  The fertilizer may be applied during this procedure.

3.2.4   Prepared Surface

3.2.4.1   Preparation

The prepared surface shall be a maximum  1 inchbelow the adjoining grade of 
any surfaced area.  New surfaces shall be blended to existing areas.  The 
prepared surface shall be completed with a light raking to remove debris.

3.2.4.2   Grass Area Debris

Debris and stones over a minimum 5/8 inch in any dimension shall be removed 
from the surface.

3.2.4.3   Protection

Areas with the prepared surface shall be protected from compaction or 
damage by vehicular or pedestrian traffic and surface erosion.

3.3   INSTALLATION

Prior to installing seed, any previously prepared surface compacted or 
damaged shall be reworked to meet the requirements of paragraph SITE 
PREPARATION.  Seeding operations shall not take place when the wind 
velocity will prevent uniform seed distribution.

3.3.1   Installing Seed

Seeding method shall be Hydroseeding.  Seeding procedure shall ensure even 
coverage.  

3.3.2   Hydroseeding

Seed shall be mixed to ensure broadcast at the rate specifiedpounds per 
1000 square feet.  Seed and fertilizer shall be added to water and 
thoroughly mixed to meet the rates specified.  The time period for the seed 
to be held in the slurry shall be a maximum 24 hours.  Wood cellulose fiber 
mulch shall be applies at the rate of no less than 22 kilograms per 100 
square meters(2,000 pounds per acre). Tackifier shall be added at the rates 
recommended by the manufacturer after the seed, fertilizer, mulch and water 
have been thoroughly mixed to produce a homogeneous slurry.  Slurry shall 
be uniformly applied under pressure over the entire area.  The hydroseeded 
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area shall not be rolled.

3.3.3   Mulching

3.3.3.1   Wood Cellulose Fiber

Wood cellulose fiber shall be applied as part of the hydroseeding 
operation.  The mulch shall be mixed and applied in accordance with the 
manufacturer's recommendations.

3.3.4   Watering Seed

Watering shall be started immediately after completing the seeding of an 
area.  Water shall be applied to supplement rainfall at a rate sufficient 
to ensure moist soil conditions to a minimum 1 inch depth.  Run-off and 
puddling shall be prevented.  Watering trucks shall not be driven over turf 
areas, unless otherwise directed.  Watering of other adjacent areas or 
plant material shall be prevented.

3.4   SURFACE EROSION CONTROL

3.4.1   Surface Erosion Control Material

Where indicated or as directed, surface erosion control material shall be 
installed in accordance with manufacturer's instructions.  Placement of the 
material shall be accomplished without damage to installed material or 
without deviation to finished grade.

3.4.2   Temporary Seeding

3.4.2.1   Soil Amendments

When soil amendments have not been applied to the area, the quantity of 1/2 
of the required soil amendments shall be applied and the area tilled in 
accordance with paragraph SITE PREPARATION.  The area shall be watered in 
accordance with paragraph Watering Seed.

3.4.2.2   Remaining Soil Amendments

The remaining soil amendments shall be applied in accordance with the 
paragraph Tillage when the surface is prepared for installing seed.

3.5   QUANTITY CHECK

For materials provided in bags, the empty bags shall be retained for 
recording the amount used.  For materials provided in bulk, the weight 
certificates shall be retained as a record of the amount used.  The amount 
of material used shall be compared with the total area covered to determine 
the rate of application used.  Differences between the quantity applied and 
the quantity specified shall be adjusted as directed.

3.6   RESTORATION AND CLEAN UP

3.6.1   Restoration

Existing turf areas, pavements, and facilities that have been damaged from 
the seeding operation shall be restored to original condition at 
Contractor's expense.
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3.6.2   Clean Up

Excess and waste material shall be removed from the seeded areas and shall 
be disposed offsite.  Adjacent paved areas shall be cleaned.

3.7   PROTECTION OF INSTALLED AREAS

Immediately upon completion of the seeding operation in an area, the area 
shall be protected against traffic or other use by erecting barricades and 
providing signage as required, or as directed. 

3.8   SEED ESTABLISHMENT PERIOD

3.8.1   Commencement

The seed establishment period to obtain a healthy stand of grass plants 
shall begin on the first day of work under this contract and shall end 3 
months after the last day of the seeding operation.  Written calendar time 
period shall be furnished for the seed establishment period.  When there is 
more than 1 seed establishment period, the boundaries of the seeded area 
covered for each period shall be described.  The seed establishment period 
shall be modified for inclement weather, shut down periods, or for separate 
completion dates of areas.

3.8.2   Satisfactory Stand of Grass Plants

Grass plants shall be evaluated for species and health when the grass 
plants are a minimum 1 inch high.

3.8.2.1   Grass Area

A satisfactory stand of grass plants from the seeding operation shall be a 
minimum 20 grass plants per square foot.  Bare spots shall be a maximum [6] 
[9] inches square.  The total bare spots shall be a maximum 2 percent of 
the total seeded area.

3.8.3   Maintenance During Establishment Period

Maintenance of the seeded areas shall include eradicating weeds, insects 
and diseases; protecting embankments and ditches from surface erosion; 
maintaining erosion control materials and mulch; protecting installed areas 
from traffic; mowing; watering.

3.8.3.1   Mowing

a.  Areas shall be mowed once during the season to a minimum 3 inch
height.  Clippings shall be removed when the amount cut prevents 
sunlight from reaching the ground surface.

3.8.3.2   Post-Fertilization

The application rate shall be 0.5 pounds per 1000 square yards.    The 
application shall be timed prior to the advent of winter dormancy and shall 
be made without burning the installed grass plants.

3.8.3.3   Repair or Reinstall

Unsatisfactory stand of grass plants and mulch shall be repaired or 
reinstalled, and eroded areas shall be repaired in accordance with 
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paragraph SITE PREPARATION.

3.8.3.4   Maintenance Record

A record of each site visit shall be furnished, describing the maintenance 
work performed; areas repaired or reinstalled; and diagnosis for 
unsatisfactory stand of grass plants.

    -- End of Section --
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PLUMBING, GENERAL PURPOSE
12/01

PART 1   GENERAL

1.1   REFERENCES

The publications listed below form a part of this specification to the 
extent referenced.  The publications are referred to in the text by basic 
designation only.

AIR CONDITIONING AND REFRIGERATION INSTITUTE (ARI)

ARI 1010 (1994) Self-Contained, Mechanically 
Refrigerated Drinking-Water Coolers

ARI 700 (1999) Specifications for Fluorocarbon and 
Other Refrigerants

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI Z21.10.1 (1998; Z21.10.1a; Z21.10.1b; Z21.10.1c) 
Gas Water Heaters Vol. I, Storage Water 
Heaters with Input Ratings of 75,000 Btu 
Per Hour or Less

ANSI Z21.10.3 (1998) Gas Water Heaters Vol.III, Storage 
Water Heaters With Input Ratings Above 
75,000 Btu Per Hour, Circulating and 
Instantaneous Water Heaters

ANSI Z21.22 (1999) Relief Valves and Automatic Gas 
Shutoff Devices for Hot Water Supply 
Systems

ANSI Z21.56 (1994; Z21.56a) Gas-Fired Pool Heaters

ANSI Z358.1 (1998) Emergency Eyewash and Shower 
Equipment

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 105/A 105M (2001) Carbon Steel Forgings for Piping 
Applications

ASTM A 183 (1998) Carbon Steel Track Bolts and Nuts

ASTM A 193/A 193M (2001a) Alloy-Steel and Stainless Steel 
Bolting Materials for High-Temperature 
Service

ASTM A 47/A 47M (1999) Ferritic Malleable Iron Castings

ASTM A 515/A 515M (1989; R 1997) Pressure Vessel Plates, 
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Carbon Steel, for Intermediate- and 
Higher-Temperature Service

ASTM A 516/A 516M (1990; R 1996) Pressure Vessel Plates, 
Carbon Steel, for Moderate- and 
Lower-Temperature Service

ASTM A 518/A 518M (1999) Corrosion-Resistant High-Silicon 
Iron Castings

ASTM A 53/A 53M (2001) Pipe, Steel, Black and Hot-Dipped, 
Zinc-Coated, Welded and Seamless

ASTM A 536 (1984; R 1999el) Ductile Iron Castings

ASTM A 733 (1999) Welded and Seamless Carbon Steel 
and Austenitic Stainless Steel Pipe Nipples

ASTM A 74 (1998) Cast Iron Soil Pipe and Fittings

ASTM A 888 (1998el) Hubless Cast Iron Soil Pipe and 
Fittings for Sanitary and Storm Drain, 
Waste, and Vent Piping Applications

ASTM B 111 (1998) Copper and Copper-Alloy Seamless 
Condenser Tubes and Ferrule Stock

ASTM B 111M (1998) Copper and Copper-Alloy Seamless 
Condenser Tubes and Ferrule Stock (Metric)

ASTM B 117 (1997) Operating Salt Spray (Fog) Apparatus

ASTM B 152 (1997a) Copper Sheet, Strip, Plate, and 
Rolled Bar

ASTM B 152M (1997a) Copper Sheet, Strip, Plate, and 
Rolled Bar (Metric)

ASTM B 306 (1999) Copper Drainage Tube (DWV)

ASTM B 32 (1996) Solder Metal

ASTM B 370 (1998) Copper Sheet and Strip for Building 
Construction

ASTM B 42 (1998) Seamless Copper Pipe, Standard Sizes

ASTM B 43 (1998) Seamless Red Brass Pipe, Standard 
Sizes

ASTM B 584 (2000a) Copper Alloy Sand Castings for 
General Applications

ASTM B 75 (1999) Seamless Copper Tube

ASTM B 75M (1999) Seamless Copper Tube (Metric)

ASTM B 813 (2000) Liquid and Paste Fluxes for 
Soldering Applications of Copper and 
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Copper Alloy Tube

ASTM B 828 (2000) Making Capillary Joints by 
Soldering of Copper and Copper Alloy Tube 
and Fittings

ASTM B 88 (1999) Seamless Copper Water Tube

ASTM B 88M (1999) Seamless Copper Water Tube (Metric)

ASTM C 1053 (2000) Borosilicate Glass Pipe and 
Fittings for Drain, Waste, and Vent (DWV) 
Applications

ASTM C 564 (1997) Rubber Gaskets for Cast Iron Soil 
Pipe and Fittings

ASTM C 920 (1998) Elastomeric Joint Sealants

ASTM D 1004 (1994; Rev. A) Initial Tear Resistance of 
Plastic Film and Sheeting

ASTM D 1248 (2000) Polyethylene Plastics Molding and 
Extrusion Materials

ASTM D 1785 (1999) Poly(Vinyl Chloride)(PVC) Plastic 
Pipe, Schedules 40, 80, and 120

ASTM D 2000 (1999) Rubber Products in Automotive 
Applications

ASTM D 2235 (1996a) Solvent Cement for 
Acrylonitrile-Butadiene-Styrene (ABS) 
Plastic Pipe and Fittings

ASTM D 2241 (2000) Poly(Vinyl Chloride) (PVC) 
Pressure-Rated Pipe (SDR Series)

ASTM D 2464 (1999) Threaded Poly(Vinyl Chloride) (PVC) 
Plastic Pipe Fittings, Schedule 80

ASTM D 2466 (1999) Poly(Vinyl Chloride)(PVC) Plastic 
Pipe Fittings, Schedule 40

ASTM D 2467 (1999) Poly(Vinyl Chloride) (PVC) Plastic 
Pipe Fittings, Schedule 80

ASTM D 2485 (1991; R 1996) Evaluating Coatings for 
High Temperature Service

ASTM D 2564 (1996a) Solvent Cements for Poly(Vinyl 
Chloride) (PVC) Plastic Piping Systems

ASTM D 2657 (1997) Heat Fusion Joining Polyolefin Pipe 
and Fittings

ASTM D 2661 (1997ael) Acrylonitrile-Butadiene-Styrene 
(ABS) Schedule 40 Plastic Drain, Waste, 
and Vent Pipe and Fittings
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ASTM D 2665 (2000) Poly(Vinyl Chloride) (PVC) Plastic 
Drain, Waste, and Vent Pipe and Fittings

ASTM D 2672 (1996a) Joints for IPS PVC Pipe Using 
Solvent Cement

ASTM D 2822 (1991; R 1997el) Asphalt Roof Cement

ASTM D 2846/D 2846M (1999) Chlorinated Poly(Vinyl Chloride) 
(CPVC) Plastic Hot- and Cold-Water 
Distribution Systems

ASTM D 2855 (1996) Making Solvent-Cemented Joints with 
Poly(Vinyl Chloride) (PVC) Pipe and 
Fittings

ASTM D 2996 (1995) Filament-Wound "Fiberglass" 
(Glass-Fiber-Reinforced 
Thermosetting-Resin) Pipe

ASTM D 3122 (1995) Solvent Cements for Styrene-Rubber 
(SR) Plastic Pipe and Fittings

ASTM D 3138 (1995) Solvent Cements for Transition 
Joints Between 
Acrylonitrile-Butadiene-Styrene (ABS) and 
Poly(Vinyl Chloride) (PVC) Non-Pressure 
Piping Components

ASTM D 3139 (1998) Joints for Plastic Pressure Pipes 
Using Flexible Elastomeric Seals

ASTM D 3212 (1996a) Joints for Drain and Sewer Plastic 
Pipes Using Flexible Elastomeric Seals

ASTM D 3308 (1997) PTFE Resin Skived Tape

ASTM D 3311 (1994) Drain, Waste, and Vent (DWV) 
Plastic Fittings Patterns

ASTM D 4060 (1995) Abrasion Resistance of Organic 
Coatings by the Taber Abraser

ASTM D 4101 (2000) Propylene Plastic Injection and 
Extrusion Materials

ASTM D 4551 (1996) Poly(Vinyl Chloride) (PVC) Plastic 
Flexible Concealed Water-Containment 
Membrane

ASTM D 638 (1997) Tensile Properties of Plastics

ASTM D 638M (1998)  Tensile Properties of Plastics 
(Metric)(Withdrawn 1998; no replacement)

ASTM E 1 (1998) ASTM Thermometers

ASTM E 96 (2000) Water Vapor Transmission of 
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Materials

ASTM F 1290 (1998a) Electrofusion Joining Polyolefin 
Pipe and Fittings

ASTM F 1760 (1997) Coextruded Poly(Vinyl Chloride) 
(PVC) Non-Pressure Plastic Pipe Having 
Reprocessed-Recycled Content

ASTM F 409 (1999a) Thermoplastic Accessible and 
Replaceable Plastic Tube and Tubular 
Fittings

ASTM F 437 (1999) Threaded Chlorinated Poly(Vinyl 
Chloride) (CPVC) Plastic Pipe Fittings, 
Schedule 80

ASTM F 438 (1999) Socket-Type Chlorinated Poly(Vinyl 
Chloride) (CPVC) Plastic Pipe Fittings, 
Schedule 40

ASTM F 439 (1999) Socket-Type Chlorinated Poly(Vinyl 
Chloride) (CPVC) Plastic Pipe Fittings, 
Schedule 80

ASTM F 441/F 441M (1999) Chlorinated Poly(Vinyl 
Chloride).(CPVC) Plastic Pipe, Schedules 
40 and 80

ASTM F 442/F 442M (1999) Chlorinated Poly(Vinyl Chloride) 
(CPVC) Plastic Pipe (SDR-PR)

ASTM F 493 (1997) Solvent Cements for Chlorinated 
Poly(Vinyl Chloride) (CPVC) Plastic Pipe 
and Fittings

ASTM F 628 (2000) Acrylonitrile-Butadiene-Styrene 
(ABS) Schedule 40 Plastic Drain, Waste, 
and Vent Pipe with a Cellular Core

ASTM F 877 (2001) Crosslinked Polyethylene (PEX) 
Plastic Hot- and Cold- Water Distribution 
Systems

ASTM F 891 (2000) Coextruded Poly (Vinyl chloride) 
(PVC) Plastic Pipe with a Cellular Core

AMERICAN SOCIETY OF HEATING, REFRIGERATING AND AIR-CONDITIONING 
ENGINEERS (ASHRAE)

ASHRAE 34 (1997) Number Designation and Safety 
Classification of Refrigerants

ASHRAE 90.1 (1989; 90.1b; 90.1c; 90.1d; 90.1e; 90.1g; 
90.1i: 90.1l-1995; 90.1m-1995; 90.1n-1997) 
Energy Efficient Design of New Buildings 
Except Low-Rise Residential Buildings

AMERICAN SOCIETY OF SANITARY ENGINEERING (ASSE)
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ASSE 1001 (1990) Pipe Applied Atmospheric Type 
Vacuum Breakers

ASSE 1002 (1986) Water Closet Flush Tank Ball Cocks

ASSE 1003 (1995) Water Pressure Reducing Valves for 
Domestic Water Supply Systems

ASSE 1005 (1986) Water Heater Drain Valves - 
3/4-Inch Iron Pipe Size

ASSE 1006 (1989) Residential Use (Household) 
Dishwashers

ASSE 1011 (1995) Hose Connection Vacuum Breakers

ASSE 1012 (1995) Backflow Preventers with 
Intermediate Atmospheric Vent

ASSE 1013 (1999) Reduced Pressure Principle Backflow 
Preventers

ASSE 1018 (1986) Trap Seal Primer Valves Water 
Supply Fed

ASSE 1020 (1998) Pressure Vacuum Breaker Assembly 
(Recommended for Outdoor Usage)

ASSE 1037 (1990; Rev thru Mar 1990) Pressurized 
Flushing Devices (Flushometers) for 
Plumbing Fixtures

AMERICAN WATER WORKS ASSOCIATION(AWWA)

AWWA B300 (1999) Hypochlorites

AWWA B301 (1992;  Addenda B301a - 1999) Liquid 
Chlorine

AWWA C203 (1997; Addenda C203a - 1999) Coal-Tar 
Protective Coatings and Linings for Steel 
Water Pipelines - Enamel and Tape - 
Hot-Applied

AWWA C606 (1997) Grooved and Shouldered Joints

AWWA C700 (1995) Cold-Water Meters - Displacement 
Type, Bronze Main Case

AWWA D100 (1996) Welded Steel Tanks for Water Storage

AWWA EWW (1999) Standard Methods for the 
Examination of Water and Wastewater

AWWA M20 (1973) Manual: Water Chlorination 
Principles and Practices

AMERICAN WELDING SOCIETY (AWS)
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AWS A5.8 (1992) Filler Metals for Brazing and Braze 
Welding

AWS B2.2 (1991) Brazing Procedure and Performance 
Qualification

ASME INTERNATIONAL (ASME)

ASME A112.1.2 (1991; R 1998) Air Gaps in Plumbing Systems

ASME A112.14.1 (1975; R 1998)Backwater Valves

ASME A112.18.1M (1996) Plumbing Fixture Fittings

ASME A112.19.1M (1994; R 1999 Enameled Cast Iron Plumbing 
Fixtures

ASME A112.19.2M (1998) Vitreous China Plumbing Fixtures

ASME A112.19.3M (1987; R 1996) Stainless Steel Plumbing 
Fixtures (Designed for Residential Use

ASME A112.19.4M (1994; Errata Nov 1996) Porcelain Enameled 
Formed Steel Plumbing Fixtures

ASME A112.21.1M (1991; R 1998) Floor Drains

ASME A112.21.2M (1983) Roof Drains

ASME A112.36.2M (1991; R 1998) Cleanouts

ASME A112.6.1M (1997) Supports for Off-the-Floor Plumbing 
Fixtures for Public Use

ASME B1.20.1 (1983; R 1992) Pipe Threads, General 
Purpose (Inch)

ASME B16.12 (1998) Cast Iron Threaded Drainage Fittings

ASME B16.15 (1985; R 1994) Cast Bronze Threaded 
Fittings Classes 125 and 250

ASME B16.18 (1984; R 1994) Cast Copper Alloy Solder 
Joint Pressure Fittings

ASME B16.21 (1992) Nonmetallic Flat Gaskets for Pipe 
Flanges

ASME B16.22 (1995; B16.22a1998) Wrought Copper and 
Copper Alloy Solder Joint Pressure Fittings

ASME B16.23 (1992; Errata Jan 1994) Cast Copper Alloy 
Solder Joint Drainage Fittings - DWV

ASME B16.24 (1991; R 1998) Cast Copper Alloy Pipe 
Flanges, Class 150, 300, 400, 600, 900, 
1500, and 2500, and Flanged Fittings, 
Class 150 and 300
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ASME B16.29 (1994) Wrought Copper and Wrought Copper 
Alloy Solder Joint Drainage Fittings - DWV

ASME B16.3 (1998) Malleable Iron Threaded Fittings

ASME B16.34 (1997) Valves - Flanged, Threaded, and 
Welding End

ASME B16.39 (1998) Malleable Iron Threaded Pipe Unions 
Classes 150, 250, and 300

ASME B16.4 (1998) Gray Iron Threaded Fittings

ASME B16.5 (1996; B16.5a) Pipe Flanges and Flanged 
Fittings NPS 1/2 thru NPS 24

ASME B31.1 (1998) Power Piping

ASME B31.5 (1992; B31.5a1994) Refrigeration Piping

ASME B40.1 (1991) Gauges - Pressure Indicating Dial 
Type - Elastic Element

ASME BPV IX (1998) Boiler and Pressure Vessel Code; 
Section IX, Welding and Brazing 
Qualifications

ASME BPV VIII Div 1 (1998) Boiler and Pressure Vessel Code; 
Section VIII, Pressure Vessels Division 1 
- Basic Coverage

ASME CSD-1 (1998) Controls and Safety Devices for 
Automatically Fired Boilers

CAST IRON SOIL PIPE INSTITUTE (CISPI)

CISPI 301 (1997) Hubless Cast Iron Soil Pipe and 
Fittings for Sanitary and Storm Drain, 
Waste, and Vent Piping Applications

CISPI 310 (1997) Coupling for Use in Connection with 
Hubless Cast Iron Soil Pipe and Fittings 
for Sanitary and Storm Drain, Waste, and 
Vent Piping Applications

CISPI HSN-85 (1985) Neoprene Rubber Gaskets for Hub and 
Spigot Cast Iron Soil Pipe and Fittings

COPPER DEVELOPMENT ASSOCIATION (CDA)

CDA Tube Handbook (1995) Copper Tube Handbook

FOUNDATION FOR CROSS-CONNECTION CONTROL AND HYDRAULIC RESEARCH 
(FCCCHR)

FCCCHR-01 (1993) Manual of Cross-Connection Control

HYDRAULIC INSTITUTE (HI)
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HI 1.1-1.5 (1994) Centrifugal Pumps

INTERNATIONAL ASSOCIATION OF PLUMBING AND MECHANICAL OFFICIALS 
(IAPMO)

IAPMO Z124.1 (1995) Plastic Bathtub Units

IAPMO Z124.3 (1995) Plastic Lavatories

IAPMO Z124.5 (1997) Plastic Toilet (Water Closets) Seats

IAPMO Z124.9 (1994) Plastic Urinal Fixtures

INTERNATIONAL CODE COUNCIL (ICC)

CABO A117.1 (1998) Accessible and Usable Buildings and 
Facilities

ICC Plumbing Code (2000)International Plumbing Code (IPA)

MANUFACTURERS STANDARDIZATION SOCIETY OF THE VALVE AND FITTINGS 
INDUSTRY (MSS)

MSS SP-110 (1996) Ball Valves Threaded, 
Socket-Welding, Solder Joint, Grooved and 
Flared Ends

MSS SP-25 (1998) Standard Marking System for Valves, 
Fittings, Flanges and Unions

MSS SP-44 (1996) Steel Pipe line Flanges

MSS SP-58 (1993) Pipe Hangers and Supports - 
Materials, Design and Manufacture

MSS SP-67 (1995) Butterfly Valves

MSS SP-69 (1996) Pipe Hangers and Supports - 
Selection and Application

MSS SP-70 (1998) Cast Iron Gate Valves, Flanged and 
Threaded Ends

MSS SP-71 (1997) Gray Iron Swing Check Valves, 
Flanges and Threaded Ends

MSS SP-72 (1999) Ball Valves with Flanged or 
Butt-Welding Ends for General Service

MSS SP-73 (1991; R 1996) Brazing Joints for Copper 
and Copper Alloy Pressure Fittings

MSS SP-78 (1998) Cast Iron Plug Valves, Flanged and 
Threaded Ends

MSS SP-80 (1997) Bronze Gate, Globe, Angle and Check 
Valves
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MSS SP-83 (1995) Class 3000 Steel Pipe Unions 
Socket-Welding and Threaded

MSS SP-85 (1994) Cast Iron Globe & Angle Valves, 
Flanged and Threaded Ends

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION (NEMA)

NEMA 250 (1997) Enclosures for Electrical Equipment 
(1000 Volts Maximum)

NATIONAL FIRE PROTECTION ASSOCIATION (NFPA)

NFPA 31 (1997; TIA 97-1) Installation of Oil 
Burning Equipment

NFPA 54 (1999) National Fuel Gas Code

NFPA 90A (1999) Installation of Air Conditioning 
and Ventilating Systems

NSF INTERNATIONAL (NSF)

NSF 14 (1999) Plastics Piping Components and 
Related Materials

NSF 3 (1996) Commercial Spray-Type Dishwashing 
and Glasswashing Machines

NSF 5 (1992) Water Heaters, Hot Water Supply 
Boilers, and Heat Recovery Equipment

NSF 61 (1999) Drinking Water System Components - 
Health Effects (Sections 1-9)

PLASTIC PIPE AND FITTINGS ASSOCIATION (PPFA)

PPFA-01 (1998) Plastic Pipe in Fire Resistive 
Construction

PLUMBING AND DRAINAGE INSTITUTE (PDI)

PDI G 101 (1996) Testing and Rating Procedure for 
Grease Interceptors with Appendix of 
Sizing and Installation Data

PDI WH 201 (1992) Water Hammer Arresters

PLUMBING-HEATING-COOLING CONTRACTORS NATIONAL ASSOCIATION (NAPHCC)

NAPHCC Plumbing Code (1996) National Standard Plumbing Code

SOCIETY OF AUTOMOTIVE ENGINEERS INTERNATIONAL (SAE)

SAE J 1508 (1997) Hose Clamps

THE SOCIETY FOR PROTECTIVE COATINGS (SSPC)

SSPC SP 5/NACE 1 (1994) White Metal Blast Cleaning
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U.S. GENERAL SERVICES ADMINISTRATION (GSA)

CID A-A-240 (Rev A; Canc. Notice 1) Shower Head, Ball 
Joint

CID A-A-50012 (Basic) Garbage Disposal Machine, 
Commercial

U.S. NATIONAL ARCHIVES AND RECORDS ADMINISTRATION (NARA)

10 CFR 430 Energy Conservation Program for Consumer 
Products

21 CFR 175 Indirect Food Additives: Adhesives and 
Components of Coatings

PL 93-523 (1974; Amended 1986) Safe Drinking Water 
Act

UNDERWRITERS LABORATORIES (UL)

UL 174 (1996; Rev thru Oct 1999) Household 
Electric Storage Tank Water Heaters

UL 430 (1994; Rev thru Nov 1996) Waste Disposers

UL 732 (1995; Rev thru Jan 1999) Oil-Fired 
Storage Tank Water Heaters

UL 749 (1997; Rev thru Feb 1999) Household 
Dishwashers

UL 921 (1996) Commercial Electric Dishwashers 

1.2   STANDARD PRODUCTS

Specified materials and equipment shall be standard products of a 
manufacturer regularly engaged in the manufacture of such products.  
Specified equipment shall essentially duplicate equipment that has 
performed satisfactorily at least two years prior to bid opening.

1.3   ELECTRICAL WORK

Motors, motor controllers and motor efficiencies shall conform to the 
requirements of Section 16415A ELECTRICAL WORK, INTERIOR.  Electrical 
motor-driven equipment specified herein shall be provided complete with 
motors.  Equipment shall be rated at 60 Hz, single phase, ac unless 
otherwise indicated.  Where a motor controller is not provided in a 
motor-control center on the electrical drawings, a motor controller shall 
be as indicated.  Motor controllers shall be provided complete with 
properly sized thermal-overload protection in each ungrounded conductor, 
auxiliary contact, and other equipment, at the specified capacity, and 
including an allowable service factor.

1.4   SUBMITTALS

Government approval is required for submittals with a "G" designation; 
submittals not having a "G" designation are for information only.  When 
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used, a designation following the "G" designation identifies the office 
that will review the submittal for the Government.  The following shall be 
submitted in accordance with Section 01330 SUBMITTAL PROCEDURES:

SD-02 Shop Drawings

Plumbing System; G.

  Detail drawings consisting of illustrations, schedules, 
performance charts, instructions, brochures, diagrams, and other 
information to illustrate the requirements and operations of each 
system.  Detail drawings for the complete plumbing system 
including piping layouts and locations of connections; dimensions 
for roughing-in, foundation, and support points; schematic 
diagrams and wiring diagrams or connection and interconnection 
diagrams.  Detail drawings shall indicate clearances required for 
maintenance and operation.  Where piping and equipment are to be 
supported other than as indicated, details shall include loadings 
and proposed support methods.  Mechanical drawing plans, 
elevations, views, and details, shall be drawn to scale.

  Complete electrical schematic lineless or full line 
interconnection and connection diagram for each piece of 
mechanical equipment having more than one automatic or manual 
electrical control device.

SD-03 Product Data

  A copy of qualified procedures and a list of names and 
identification symbols of qualified welders and welding operators.

Plumbing Fixture Schedule; G.

  Catalog cuts of specified plumbing fixtures and valves utilized 
in system and system location where installed.

Vibration-Absorbing Features; G.

  Details of vibration-absorbing features, including arrangement, 
foundation plan, dimensions and specifications.

Plumbing System; G.

  Diagrams, instructions, and other sheets proposed for posting.  
Manufacturer's recommendations for the installation of bell and 
spigot and hubless joints for cast iron soil pipe.

SD-06 Test Reports

Tests, Flushing and Disinfection; G.

  Test reports in booklet form showing all field tests performed 
to adjust each component and all field tests performed to prove 
compliance with the specified performance criteria, completion and 
testing of the installed system.  Each test report shall indicate 
the final position of controls.

Backflow Prevention Assembly Tests; G..
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  Certification of proper operation shall be as accomplished in 
accordance with state regulations by an individual certified by 
the state to perform such tests.  If no state requirement exists, 
the Contractor shall have the manufacturer's representative test 
the device, to ensure the unit is properly installed and 
performing as intended.  The Contractor shall provide written 
documentation of the tests performed and signed by the individual 
performing the tests.

SD-07 Certificates

Materials and Equipment; G.

  Where materials or equipment are specified to comply with 
requirements of AGA, ASME, or NSF proof of such compliance shall 
be included.  The label or listing of the specified agency will be 
acceptable evidence.  In lieu of the label or listing, a written 
certificate may be submitted from an approved, nationally 
recognized testing organization equipped to perform such services, 
stating that the items have been tested and conform to the 
requirements and testing methods of the specified agency.  Where 
equipment is specified to conform to requirements of the ASME 
Boiler and Pressure Vessel Code, the design, fabrication, and 
installation shall conform to the code.

Bolts; G.

  Written certification by the bolt manufacturer that the bolts 
furnished comply with the specified requirements.  The 
certification shall include illustrations of product-required 
markings, the date of manufacture, and the number of each type of 
bolt to be furnished based on this certification.

SD-10 Operation and Maintenance Data

Plumbing System; G.

  Six copies of the operation manual outlining the step-by-step 
procedures required for system startup, operation and shutdown.  
The manual shall include the manufacturer's name, model number, 
service manual, parts list, and brief description of all equipment 
and their basic operating features.  Six copies of the maintenance 
manual listing routine maintenance procedures, possible breakdowns 
and repairs.  The manual shall include piping and equipment layout 
and simplified wiring and control diagrams of the system as 
installed.

1.5   PERFORMANCE REQUIREMENTS

1.5.1   Cathodic Protection and Pipe Joint Bonding

Cathodic protection and pipe joint bonding systems shall be in accordance 
with Section 13110A CATHODIC PROTECTION SYSTEM (SACRIFICIAL ANODE).

1.6   REGULATORY REQUIREMENTS

Plumbing work shall be in accordance with ICC Plumbing Code.

1.7   PROJECT/SITE CONDITIONS
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The Contractor shall become familiar with details of the work, verify 
dimensions in the field, and advise the Contracting Officer of any 
discrepancy before performing any work.

PART 2   PRODUCTS

2.1   MATERIALS

Materials for various services shall be in accordance with TABLES I and II. 
 Pipe schedules shall be selected based on service requirements.  Pipe 
fittings shall be compatible with the applicable pipe materials.  Plastic 
pipe, fittings, and solvent cement shall meet NSF 14 and shall be NSF 
listed for the service intended.  Plastic pipe, fittings, and solvent 
cement used for potable hot and cold water service shall bear the NSF seal 
"NSF-PW."  Polypropylene pipe and fittings shall conform to dimensional 
requirements of Schedule 40, Iron Pipe size.  Pipe threads (except dry 
seal) shall conform to ASME B1.20.1.  Grooved pipe couplings and fittings 
shall be from the same manufacturer.  Material or equipment containing lead 
shall not be used in any potable water system.  In line devices such as 
water meters, building valves, check valves, meter stops, valves, fittings 
and back flow preventers shall comply with PL 93-523 and NSF 61, Section 8. 
 End point devices such as drinking water fountains, lavatory faucets, 
kitchen and bar faucets, residential ice makers, supply stops and end point 
control valves used to dispense water for drinking must meet the 
requirements of NSF 61, Section 9.  Hubless cast-iron soil pipe shall not 
be installed underground, under concrete floor slabs, or in crawl spaces 
below kitchen floors.  Plastic pipe shall not be installed in air plenums.  
Plastic pipe shall not be installed in a pressure piping system in 
buildings greater than three stories including any basement levels.

2.1.1   Pipe Joint Materials

Grooved pipe and hubless cast-iron soil pipe shall not be used under 
ground.  Joints and gasket materials shall conform to the following:

a.  Coupling for Cast-Iron Pipe:  for hub and spigot type ASTM A 74, 
AWWA C606.  For hubless type:  CISPI 310

b.  Coupling for Steel Pipe:  AWWA C606.

c.  Couplings for Grooved Pipe:  Ductile Iron ASTM A 536 (Grade 
65-45-12) or Malleable Iron ASTM A 47/A 47M, Grade 32510.

d.  Flange Gaskets:  Gaskets shall be made of non-asbestos material in 
accordance with ASME B16.21.  Gaskets shall be flat,  1/16 inch 
thick, and contain Aramid fibers bonded with Styrene Butadiene 
Rubber (SBR) or Nitro Butadiene Rubber (NBR).  Gaskets shall be 
the full face or self centering flat ring type.  Gaskets used for 
hydrocarbon service shall be bonded with NBR.

e.  Neoprene Gaskets for Hub and Cast-Iron Pipe and Fittings: CISPI 
HSN-85.

f.  Brazing Material:  Brazing material shall conform to AWS A5.8, 
BCuP-5.

g.  Brazing Flux:  Flux shall be in paste or liquid form appropriate 
for use with brazing material.  Flux shall be as follows:  
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lead-free; have a 100 percent flushable residue; contain slightly 
acidic reagents; contain potassium borides; and contain fluorides.

h.  Solder Material:  Solder metal shall conform to ASTM B 32. 

i.  Solder Flux:  Flux shall be liquid form, non-corrosive, and 
conform to ASTM B 813, Standard Test 1.

j.  PTFE Tape:  PTFE Tape, for use with Threaded Metal or Plastic 
Pipe, ASTM D 3308.

k.  Rubber Gaskets for Cast-Iron Soil-Pipe and Fittings (hub and 
spigot type and hubless type):  ASTM C 564.

l.  Rubber Gaskets for Grooved Pipe:  ASTM D 2000, maximum temperature 
 230 degrees F.

m.  Flexible Elastomeric Seals:  ASTM D 3139, ASTM D 3212 or ASTM F 477.

n.  Bolts and Nuts for Grooved Pipe Couplings:  Heat-treated carbon 
steel, ASTM A 183.

o.  Solvent Cement for Transition Joints between ABS and PVC 
Nonpressure Piping Components:  ASTM D 3138.

p.  Plastic Solvent Cement for ABS Plastic Pipe:  ASTM D 2235.

q.  Plastic Solvent Cement for PVC Plastic Pipe:  ASTM D 2564 and ASTM 
D 2855.

r.  Plastic Solvent Cement for CPVC Plastic Pipe:  ASTM F 493.

s.  Flanged fittings including flanges, bolts, nuts, bolt patterns, 
etc., shall be in accordance with ASME B16.5 class 150 and shall 
have the manufacturer's trademark affixed in accordance with MSS 
SP-25.  Flange material shall conform to ASTM A 105/A 105M.  Blind 
flange material shall conform to ASTM A 516/A 516M cold service 
and ASTM A 515/A 515M for hot service.  Bolts shall be high 
strength or intermediate strength with material conforming to ASTM 
A 193/A 193M.

t.  Plastic Solvent Cement for Styrene Rubber Plastic Pipe:  ASTM D 
3122.  

2.1.2   Miscellaneous Materials

Miscellaneous materials shall conform to the following:

a.  Water Hammer Arrester:  PDI WH 201.

b.  Copper, Sheet and Strip for Building Construction:  ASTM B 370.

c.  Asphalt Roof Cement:  ASTM D 2822.

d.  Hose Clamps:  SAE J 1508.

e.  Supports for Off-The-Floor Plumbing Fixtures:  ASME A112.6.1M.

f.  Metallic Cleanouts:  ASME A112.36.2M.
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g.  Plumbing Fixture Setting Compound:  A preformed flexible ring 
seal molded from hydrocarbon wax material.  The seal material 
shall be nonvolatile nonasphaltic and contain germicide and 
provide watertight, gastight, odorproof and verminproof properties.

h.  Coal-Tar Protective Coatings and Linings for Steel Water Pipelines:

AWWA C203.

i.  Hypochlorites:  AWWA B300.

j.  Liquid Chlorine:  AWWA B301.

k.  Gauges - Pressure and Vacuum Indicating Dial Type - Elastic 
Element:  ASME B40.1.

l.  Thermometers:  ASTM E 1.  Mercury shall not be used in 
thermometers..

2.1.3   Pipe Insulation Material

Insulation shall be as specified in Section 15080A THERMAL INSULATION FOR 
MECHANICAL SYSTEMS.

2.2   PIPE HANGERS, INSERTS, AND SUPPORTS

Pipe hangers, inserts, and supports shall conform to MSS SP-58 and MSS SP-69.

2.3   VALVES

Valves shall be provided on supplies to equipment and fixtures.  Valves  
2-1/2 inches and smaller shall be bronze with threaded bodies for pipe and 
solder-type connections for tubing.  Valves  3 inches and larger shall have 
flanged iron bodies and bronze trim.  Pressure ratings shall be based upon 
the application.  Grooved end valves may be provided if the manufacturer 
certifies that the valves meet the performance requirements of applicable 
MSS standard.  Valves shall conform to the following standards:

Description                                       Standard

Butterfly Valves                                MSS SP-67

Cast-Iron Gate Valves, Flanged and 
Threaded Ends                                   MSS SP-70

Cast-Iron Swing Check Valves, Flanged and
Threaded Ends                                   MSS SP-71

Ball Valves with Flanged Butt-Welding Ends 
for General Service                             MSS SP-72

Ball Valves Threaded, Socket-Welding,
Solder Joint, Grooved and Flared Ends           MSS SP-110

Cast-Iron Plug Valves, Flanged and              MSS SP-78
Threaded Ends

Bronze Gate, Globe, Angle, and Check Valves     MSS SP-80

SECTION 15400A  Page 19
Am_0002



LIVE ORDNANCE LOADING AREA (LOLA), ELLSWORTH AFB, SD EL48

Description                                       Standard

Steel Valves, Socket Welding and Threaded Ends  ASME B16.34

Cast-Iron Globe and Angle Valves, Flanged and   MSS SP-85
Threaded Ends

Vacuum Relief Valves                            ANSI Z21.22

Water Pressure Reducing Valves                  ASSE 1003

Water Heater Drain Valves                       ASSE 1005

Trap Seal Primer Valves                         ASSE 1018

Temperature and Pressure Relief Valves          ANSI Z21.22
for Hot Water Supply Systems

Temperature and Pressure Relief Valves          ASME CSD-1
for Automatically Fired Hot
Water Boilers                                   Safety Code No., Part CW,
                                                Article 5

2.3.1   Wall Faucets

Wall faucets with vacuum-breaker backflow preventer shall be brass with  
3/4 inch male inlet threads, hexagon shoulder, and  3/4 inch hose 
connection.  Faucet handle shall be securely attached to stem.

2.3.2   Wall Hydrants

Wall hydrants with vacuum-breaker backflow preventer shall have a 
nickel-brass or nickel-bronze wall plate or flange with nozzle and 
detachable key handle.  A brass or bronze operating rod shall be provided 
within a galvanized iron casing of sufficient length to extend through the 
wall so that the valve is inside the building, and the portion of the 
hydrant between the outlet and valve is self-draining.  A brass or bronze 
valve with coupling and union elbow having metal-to-metal seat shall be 
provided.  Valve rod and seat washer shall be removable through the face of 
the hydrant.  The hydrant shall have  3/4 inch exposed hose thread on spout 
and  3/4 inch male pipe thread on inlet.

2.3.3   Relief Valves

Water heaters and hot water storage tanks shall have a combination pressure 
and temperature (P&T) relief valve.  The pressure relief element of a P&T 
relief valve shall have adequate capacity to prevent excessive pressure 
buildup in the system when the system is operating at the maximum rate of 
heat input.  The temperature element of a P&T relief valve shall have a 
relieving capacity which is at least equal to the total input of the 
heaters when operating at their maximum capacity.  Relief valves shall be 
rated according to ANSI Z21.22.  Relief valves for systems where the 
maximum rate of heat input is less than  200,000 Btuh shall have  3/4 inch 
minimum inlets, and  3/4 inch outlets.  Relief valves for systems where the 
maximum rate of heat input is greater than 200,000 Btuh shall have  1 inch 
minimum inlets, and  1 inch outlets.  The discharge pipe from the relief 
valve shall be the size of the valve outlet.
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2.4   FIXTURES

Fixtures shall be water conservation type, in accordance with ICC Plumbing 
Code.  Fixtures for use by the physically handicapped shall be in 
accordance with CABO A117.1.  Vitreous china, nonabsorbent, hard-burned, 
and vitrified throughout the body shall be provided.  Porcelain enameled 
ware shall have specially selected, clear white, acid-resisting enamel 
coating evenly applied on surfaces.  No fixture will be accepted that shows 
cracks, crazes, blisters, thin spots, or other flaws.  Fixtures shall be 
equipped with appurtenances such as traps, faucets, stop valves, and drain 
fittings.  Each fixture and piece of equipment requiring connections to the 
drainage system, except grease interceptors, shall be equipped with a trap. 
 Brass expansion or toggle bolts capped with acorn nuts shall be provided 
for supports, and polished chromium-plated pipe, valves, and fittings shall 
be provided where exposed to view.  Fixtures with the supply discharge 
below the rim shall be equipped with backflow preventers.  Internal parts 
of flush and/or flushometer valves, shower mixing valves, shower head face 
plates, pop-up stoppers of lavatory waste drains, and pop-up stoppers and 
overflow tees and shoes of bathtub waste drains may contain acetal resin, 
fluorocarbon, nylon, acrylonitrile-butadiene-styrene (ABS) or other plastic 
material, if the material has provided satisfactory service under actual 
commercial or industrial operating conditions for not less than 2 years.  
Plastic in contact with hot water shall be suitable for  180 degrees F 
water temperature.  Plumbing fixtures shall be as indicated in paragraph 
PLUMBING FIXTURE SCHEDULE.

2.4.1   Lavatories

Vitreous china lavatories shall be provided with two integral molded lugs 
on the back-underside of the fixture and drilled for bolting to the wall in 
a manner similar to the hanger plate.

2.4.2   Automatic Flushing System

Flushing system shall consist of solenoid-activated flush valve with 
pushbutton to energize solenoid. Flushing devices shall be provided as 
described in paragraph FIXTURES AND FIXTURE TRIMMINGS.

2.5   BACKFLOW PREVENTERS

Backflow preventers shall be approved and listed by the Foundation For 
Cross-Connection Control & Hydraulic Research.  Reduced pressure principle 
assemblies, double check valve assemblies, atmospheric (nonpressure) type 
vacuum breakers, and pressure type vacuum breakers shall be tested, 
approved, and listed in accordance with FCCCHR-01.  Backflow preventers 
with intermediate atmospheric vent shall conform to ASSE 1012.  Reduced 
pressure principle backflow preventers shall conform to ASSE 1013.  Hose 
connection vacuum breakers shall conform to ASSE 1011.  Pipe applied 
atmospheric type vacuum breakers shall conform to ASSE 1001.  Pressure 
vacuum breaker assembly shall conform to ASSE 1020.  Air gaps in plumbing 
systems shall conform to ASME A112.1.2.

2.6   DRAINS

2.6.1   Floor and Shower Drains

Floor drains shall consist of a galvanized body, integral seepage pan, and 
adjustable perforated or slotted chromium-plated bronze, nickel-bronze, or 
nickel-brass strainer, consisting of grate and threaded collar.  Floor 
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drains shall be cast iron.  Drains shall be of double drainage pattern for 
embedding in the floor construction.  The strainer shall be adjustable to 
floor thickness.  A clamping device for attaching flashing shall be 
provided when required.  Drains shall be provided with threaded connection. 
 Between the drain outlet and waste pipe, a neoprene rubber gasket 
conforming to ASTM C 564 may be installed, provided that the drain is 
specifically designed for the rubber gasket compression type joint.  Floor 
and shower drains shall conform to ASME A112.21.1M.

2.6.2   Mechanical Room Drains

Boiler room drains shall have combined drain and trap, hinged grate, 
removable bucket, and threaded brass cleanout with brass backwater valve. 
The removable galvanized cast-iron sediment bucket shall have rounded 
corners to eliminate fouling and shall be equipped with hand grips.  Drain 
shall have a minimum water seal of  4 inches.  The grate area shall be not 
less than  100 square inches.

2.7   TRAPS

Unless otherwise specified, traps shall be plastic per ASTM F 409 or 
copper-alloy adjustable tube type with slip joint inlet and swivel.  Traps 
shall be without a cleanout.  Tubes shall be copper alloy with walls not 
less than  0.032 inch thick within commercial tolerances, except on the 
outside of bends where the thickness may be reduced slightly in manufacture 
by usual commercial methods.  Inlets shall have rubber washer and copper 
alloy nuts for slip joints above the discharge level.  Swivel joints shall 
be below the discharge level and shall be of metal-to-metal or 
metal-to-plastic type as required for the application.  Nuts shall have 
flats for wrench grip.  Outlets shall have internal pipe thread, except 
that when required for the application, the outlets shall have sockets for 
solder-joint connections.  The depth of the water seal shall be not less 
than  2 inches.  The interior diameter shall be not more than  1/8 inch 
over or under the nominal size, and interior surfaces shall be reasonably 
smooth throughout.  A copper alloy "P" trap assembly consisting of an 
adjustable "P" trap and threaded trap wall nipple with cast brass wall 
flange shall be provided for lavatories.  The assembly shall be a standard 
manufactured unit and may have a rubber-gasketed swivel joint.

2.8   WATER HEATERS

Water heater types and capacities shall be as indicated.  Each primary 
water heater shall have controls with an adjustable range that includes  90 
to 160 degrees F.  Each gas-fired water heater and booster water heater 
shall have controls with an adjustable range that includes  120 to 180 
degrees F.  The thermal efficiencies and standby heat losses shall conform 
to TABLE III for each type of water heater specified.  The only exception 
is that storage water heaters and hot water storage tanks having more than  
500 gallons storage capacity need not meet the standard loss requirement if 
the tank surface area is insulated to R-12.5 and if a standing light is not 
used.  Plastic materials polyetherimide (PEI) and polyethersulfone (PES) 
are forbidden to be used for vent piping of combustion gases.

2.8.1   Gas-Fired Type

Gas-fired water heaters shall conform to ANSI Z21.10.1 when input is 75,000 
BTU per hour or less or ANSI Z21.10.3 for heaters with input greater than 
75,000 BTU per hour.
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2.8.2   Domestic Water Service

Cold water meter shall be of the positive displacement type conforming to 
AWWA C700.  Meter register may be round or straight reading type, as 
provided by the local utility.  Meter shall be provided with a pulse 
generator, remote readout register and all necessary wiring and accessories.

2.8.3   [Enter Appropriate Subpart Title Here]PART 3   EXECUTION

3.1   GENERAL INSTALLATION REQUIREMENTS

Piping located in air plenums shall conform to NFPA 90A requirements.  
Plastic pipe shall not be installed in air plenums.  Piping located in 
shafts that constitute air ducts or that enclose air ducts shall be 
noncombustible in accordance with NFPA 90A.  Installation of plastic pipe 
where in compliance with NFPA may be installed in accordance with PPFA-01.  
The plumbing system shall be installed complete with necessary fixtures, 
fittings, traps, valves, and accessories.  Water and drainage piping shall 
be extended  5 feet outside the building, unless otherwise indicated.  A 
gate valve and drain shall be installed on the water service line inside 
the building approximately 6 inches above the floor from point of entry.  
Piping shall be connected to the exterior service lines or capped or 
plugged if the exterior service is not in place.  Sewer and water pipes 
shall be laid in separate trenches, except when otherwise shown.  Exterior 
underground utilities shall be at least  12 inches below the average local 
frost depth for a minimum of 42 inches deep or as indicated on the 
drawings.  If trenches are closed or the pipes are otherwise covered before 
being connected to the service lines, the location of the end of each 
plumbing utility shall be marked with a stake or other acceptable means.  
Valves shall be installed with control no lower than the valve body.

3.1.1   Water Pipe, Fittings, and Connections

3.1.1.1   Utilities

The piping shall be extended to fixtures, outlets, and equipment.  The 
hot-water and cold-water piping system shall be arranged and installed to 
permit draining.  The supply line to each item of equipment or fixture, 
except faucets, flush valves, or other control valves which are supplied 
with integral stops, shall be equipped with a shutoff valve to enable 
isolation of the item for repair and maintenance without interfering with 
operation of other equipment or fixtures.  Supply piping to fixtures, 
faucets, hydrants, shower heads, and flushing devices shall be anchored to 
prevent movement.

3.1.1.2   Cutting and Repairing

The work shall be carefully laid out in advance, and unnecessary cutting of 
construction shall be avoided.  Damage to building, piping, wiring, or 
equipment as a result of cutting shall be repaired by mechanics skilled in 
the trade involved.

3.1.1.3   Protection of Fixtures, Materials, and Equipment

Pipe openings shall be closed with caps or plugs during installation. 
Fixtures and equipment shall be tightly covered and protected against dirt, 
water, chemicals, and mechanical injury.  Upon completion of the work, the 
fixtures, materials, and equipment shall be thoroughly cleaned, adjusted, 
and operated.  Safety guards shall be provided for exposed rotating 
equipment.
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3.1.1.4   Mains, Branches, and Runouts

Piping shall be installed as indicated.  Pipe shall be accurately cut and 
worked into place without springing or forcing.  Structural portions of the 
building shall not be weakened.  Aboveground piping shall run parallel with 
the lines of the building, unless otherwise indicated.  Branch pipes from 
service lines may be taken from top, bottom, or side of main, using 
crossover fittings required by structural or installation conditions.  
Supply pipes, valves, and fittings shall be kept a sufficient distance from 
other work and other services to permit not less than  1/2 inch between 
finished covering on the different services.  Bare and insulated water 
lines shall not bear directly against building structural elements so as to 
transmit sound to the structure or to prevent flexible movement of the 
lines.  Water pipe shall not be buried in or under floors unless 
specifically indicated or approved.  Changes in pipe sizes shall be made 
with reducing fittings.  Use of bushings will not be permitted except for 
use in situations in which standard factory fabricated components are 
furnished to accommodate specific accepted installation practice.  Change 
in direction shall be made with fittings, except that bending of pipe  4 
inches and smaller will be permitted, provided a pipe bender is used and 
wide sweep bends are formed.  The center-line radius of bends shall be not 
less than six diameters of the pipe.  Bent pipe showing kinks, wrinkles, 
flattening, or other malformations will not be acceptable.

3.1.1.5   Pipe Drains

Pipe drains indicated shall consist of  3/4 inch hose bibb with renewable 
seat and gate valve ahead of hose bibb.  At other low points,  3/4 inch 
brass plugs or caps shall be provided.  Disconnection of the supply piping 
at the fixture is an acceptable drain.

3.1.1.6   Expansion and Contraction of Piping

Allowance shall be made throughout for expansion and contraction of water 
pipe.  Each hot-water and hot-water circulation riser shall have expansion 
loops or other provisions such as offsets, changes in direction, etc., 
where indicated and/or required.  Risers shall be securely anchored as 
required or where indicated to force expansion to loops.  Branch 
connections from risers shall be made with ample swing or offset to avoid 
undue strain on fittings or short pipe lengths.  Horizontal runs of pipe 
over  50 feet in length shall be anchored to the wall or the supporting 
construction about midway on the run to force expansion, evenly divided, 
toward the ends.  Sufficient flexibility shall be provided on branch 
runouts from mains and risers to provide for expansion and contraction of 
piping.  Flexibility shall be provided by installing one or more turns in 
the line so that piping will spring enough to allow for expansion without 
straining.  If mechanical grooved pipe coupling systems are provided, the 
deviation from design requirements for expansion and contraction may be 
allowed pending approval of Contracting Officer.

3.1.1.7   Thrust Restraint

Plugs, caps, tees, valves and bends deflecting 11.25 degrees or more, 
either vertically or horizontally, in waterlines 4 inches in diameter or 
larger shall be provided with thrust blocks, where indicated, to prevent 
movement.  Thrust blocking shall be concrete of a mix not leaner than:  1 
cement, 2-1/2 sand, 5 gravel; and having a compressive strength of not less 
than 2000 psi after 28 days.  Blocking shall be placed between solid ground 
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and the fitting to be anchored.  Unless otherwise indicated or directed, 
the base and thrust bearing sides of the thrust block shall be poured 
against undisturbed earth.  The side of the thrust block not subject to 
thrust shall be poured against forms.  The area of bearing will be as 
shown.  Blocking shall be placed so that the joints of the fitting are 
accessible for repair.  Steel rods and clamps, protected by galvanizing or 
by coating with bituminous paint, shall be used to anchor vertical down 
bends into gravity thrust blocks.

3.1.1.8   Commercial-Type Water Hammer Arresters

Commercial-type water hammer arresters shall be provided on hot- and 
cold-water supplies and shall be located as generally indicated, with 
precise location and sizing to be in accordance with PDI WH 201.  Water 
hammer arresters, where concealed, shall be accessible by means of access 
doors or removable panels.  Commercial-type water hammer arresters shall 
conform to PDI WH 201.  Vertical capped pipe columns will not be permitted.

3.1.2   Joints

Installation of pipe and fittings shall be made in accordance with the 
manufacturer's recommendations.  Mitering of joints for elbows and notching 
of straight runs of pipe for tees will not be permitted.  Joints shall be 
made up with fittings of compatible material and made for the specific 
purpose intended.

3.1.2.1   Threaded

Threaded joints shall have American Standard taper pipe threads conforming 
to ASME B1.20.1.  Only male pipe threads shall be coated with graphite or 
with an approved graphite compound, or with an inert filler and oil, or 
shall have a polytetrafluoroethylene tape applied.

3.1.2.2   Mechanical Couplings

Grooved mechanical joints shall be prepared according to the coupling 
manufacturer's instructions.  Pipe and groove dimensions shall comply with 
the tolerances specified by the coupling manufacturer.  The diameter of 
grooves made in the field shall be measured using a "go/no-go" gauge, 
vernier or dial caliper, or narrow-land micrometer.  Groove width and 
dimension of groove from end of the pipe shall be measured and recorded for 
each change in grooving tool setup to verify compliance with coupling 
manufacturer's tolerances.  Grooved joints shall not be used in concealed 
locations, such as behind solid walls or ceilings, unless an access panel 
is shown on the drawings for servicing or adjusting the joint.

3.1.2.3   Unions and Flanges

Unions, flanges and mechanical couplings shall not be concealed in walls, 
ceilings, or partitions.  Unions shall be used on pipe sizes  2-1/2 inches 
and smaller; flanges shall be used on pipe sizes  3 inches and larger.

3.1.2.4   Grooved Mechanical Joints

Grooves shall be prepared according to the coupling manufacturer's 
instructions.  Grooved fittings, couplings, and grooving tools shall be 
products of the same manufacturer.  Pipe and groove dimensions shall comply 
with the tolerances specified by the coupling manufacturer.  The diameter 
of grooves made in the field shall be measured using a "go/no-go" gauge, 
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vernier or dial caliper, narrow-land micrometer, or other method 
specifically approved by the coupling manufacturer for the intended 
application.  Groove width and dimension of groove from end of pipe shall 
be measured and recorded for each change in grooving tool setup to verify 
compliance with coupling manufacturer's tolerances.  Grooved joints shall 
not be used in concealed locations.

3.1.2.5   Cast Iron Soil, Waste and Vent Pipe

Bell and spigot compression and hubless gasketed clamp joints for soil, 
waste and vent piping shall be installed per the manufacturer's 
recommendations.

3.1.2.6   Copper Tube and Pipe

The tube or fittings shall not be annealed when making connections.  

a.  Brazed.  Brazed joints shall be made in conformance with AWS B2.2, 
MSS SP-73, and CDA Tube Handbook with flux and are acceptable for 
all pipe sizes.  Copper to copper joints shall include the use of 
copper-phosphorus or copper-phosphorus-silver brazing metal 
without flux.  Brazing of dissimilar metals (copper to bronze or 
brass) shall include the use of flux with either a 
copper-phosphorus, copper-phosphorus-silver or a silver brazing 
filler metal.

b.  Soldered.  Soldered joints shall be made with flux and are only 
acceptable for piping  2 inches and smaller.  Soldered joints 
shall conform to ASME B31.5 and CDA Tube Handbook.

c.  Copper Tube Extracted Joint.  An extracted mechanical joint may be 
made in copper tube.  Joint shall be produced with an appropriate 
tool by drilling a pilot hole and drawing out the tube surface to 
form a collar having a minimum height of three times the thickness 
of the tube wall.  To prevent the branch tube from being inserted 
beyond the depth of the extracted joint, dimpled depth stops shall 
be provided.  Branch tube shall be notched for proper penetration 
into fitting to assure a free flow joint.  Extracted joints shall 
be brazed in accordance with NAPHCC Plumbing Code using B-cup 
series filler metal in accordance with MSS SP-73.  Soldered 
extracted joints will not be permitted.

3.1.2.7   Plastic Pipe

Acrylonitrile-Butadiene-Styrene (ABS) pipe shall have joints made with 
solvent cement.  PVC and CPVC pipe shall have joints made with solvent 
cement elastomeric, threading, (threading of Schedule 80 Pipe is allowed 
only where required for disconnection and inspection; threading of Schedule 
40 Pipe is not allowed), or mated flanged.

3.1.2.8   Other Joint Methods

3.1.3   Corrosion Protection for Buried Pipe and Fittings

3.1.3.1   Cast Iron and Ductile Iron

Pressure pipe shall have protective coating, a cathodic protection system, 
and joint bonding.  Pipe, fittings, and joints shall have a protective 
coating.  The protective coating shall be completely encasing polyethylene 
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tube or sheet in accordance with AWWA C105.  Joints and fittings shall be 
cleaned, coated with primer, and wrapped with tape.  The pipe shall be 
cleaned, coated, and wrapped prior to pipe tightness testing.  Joints and 
fittings shall be cleaned, coated, and wrapped after pipe tightness 
testing.  Tape shall conform to AWWA C203 and shall be applied with a 50 
percent overlap.  Primer shall be as recommended by the tape manufacturer.

3.1.3.2   Steel

Steel pipe, joints, and fittings shall be cleaned, coated with primer, and 
wrapped with tape.  Pipe shall be cleaned, coated, and wrapped prior to 
pipe tightness testing.  Joints and fittings shall be cleaned, coated, and 
wrapped after pipe tightness testing.  Tape shall conform to AWWA C203 and 
shall be applied with a 50 percent overlap.  Primer shall be as recommended 
by the tape manufacturer.

3.1.4   Pipe Sleeves and Flashing

Pipe sleeves shall be furnished and set in their proper and permanent 
location.

3.1.4.1   Sleeve Requirements

Pipes passing through concrete or masonry walls or concrete floors or roofs 
shall be provided with pipe sleeves fitted into place at the time of 
construction.  Sleeves are not required for supply, drainage, waste and 
vent pipe passing through concrete slab on grade, except where penetrating 
a membrane waterproof floor.  A modular mechanical type sealing assembly 
may be installed in lieu of a waterproofing clamping flange and caulking 
and sealing of annular space between pipe and sleeve.  The seals shall 
consist of interlocking synthetic rubber links shaped to continuously fill 
the annular space between the pipe and sleeve using galvanized steel bolts, 
nuts, and pressure plates.  The links shall be loosely assembled with bolts 
to form a continuous rubber belt around the pipe with a pressure plate 
under each bolt head and each nut.  After the seal assembly is properly 
positioned in the sleeve, tightening of the bolt shall cause the rubber 
sealing elements to expand and provide a watertight seal between the pipe 
and the sleeve.  Each seal assembly shall be sized as recommended by the 
manufacturer to fit the pipe and sleeve involved. Sleeves shall not be 
installed in structural members, except where indicated or approved.  
Rectangular and square openings shall be as detailed.  Each sleeve shall 
extend through its respective floor, or roof, and shall be cut flush with 
each surface, except for special circumstances. Pipe sleeves passing 
through floors in wet areas such as mechanical equipment rooms, lavatories, 
kitchens, and other plumbing fixture areas shall extend a minimum of  4 
inches above the finished floor.  Unless otherwise indicated, sleeves shall 
be of a size to provide a minimum of  1/4 inch clearance between bare pipe 
or insulation and inside of sleeve or between insulation and inside of 
sleeve.  Sleeves in bearing walls and concrete slab on grade floors shall 
be steel pipe or cast-iron pipe.  Sleeves in nonbearing walls or ceilings 
may be steel pipe, cast-iron pipe, galvanized sheet metal with lock-type 
longitudinal seam, or plastic.  Except as otherwise specified, the annular 
space between pipe and sleeve, or between jacket over insulation and 
sleeve, shall be sealed as indicated with sealants conforming to ASTM C 920 
and with a primer, backstop material and surface preparation as specified 
in Section 07900A JOINT SEALING.  The annular space between pipe and 
sleeve, between bare insulation and sleeve or between jacket over 
insulation and sleeve shall not be sealed for interior walls which are not 
designated as fire rated.  Sleeves through below-grade walls in contact 
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with earth shall be recessed  1/2 inch from wall surfaces on both sides.  
Annular space between pipe and sleeve shall be filled with backing material 
and sealants in the joint between the pipe and concrete wall as specified 
above.  Sealant selected for the earth side of the wall shall be compatible 
with dampproofing/waterproofing materials that are to be applied over the 
joint sealant.  Pipe sleeves in fire-rated walls shall conform to the 
requirements in Section 07840A FIRESTOPPING.

3.1.4.2   Flashing Requirements

Pipes passing through roof shall be installed through a  16 ounce copper 
flashing, each within an integral skirt or flange.  Flashing shall be 
suitably formed, and the skirt or flange shall extend not less than  8 
inches from the pipe and shall be set over the roof or floor membrane in a 
solid coating of bituminous cement.  The flashing shall extend up the pipe 
a minimum of  10 inches.  For cleanouts, the flashing shall be turned down 
into the hub and caulked after placing the ferrule.  Pipes passing through 
pitched roofs shall be flashed, using lead or copper flashing, with an 
adjustable integral flange of adequate size to extend not less than  8 
inches from the pipe in all directions and lapped into the roofing to 
provide a watertight seal.  The annular space between the flashing and the 
bare pipe or between the flashing and the metal-jacket-covered insulation 
shall be sealed as indicated.  Flashing for dry vents shall be turned down 
into the pipe to form a waterproof joint.  Pipes, up to and including  10 
inches in diameter, passing through roof or floor waterproofing membrane 
may be installed through a cast-iron sleeve with caulking recess, anchor 
lugs, flashing-clamp device, and pressure ring with brass bolts.  Flashing 
shield shall be fitted into the sleeve clamping device.  Pipes passing 
through wall waterproofing membrane shall be sleeved as described above.  A 
waterproofing clamping flange shall be installed.

3.1.4.3   Waterproofing

Waterproofing at floor-mounted water closets shall be accomplished by 
forming a flashing guard from soft-tempered sheet copper.  The center of 
the sheet shall be perforated and turned down approximately  1-1/2 inches 
to fit between the outside diameter of the drainpipe and the inside 
diameter of the cast-iron or steel pipe sleeve.  The turned-down portion of 
the flashing guard shall be embedded in sealant to a depth of approximately 
 1-1/2 inches; then the sealant shall be finished off flush to floor level 
between the flashing guard and drainpipe.  The flashing guard of sheet 
copper shall extend not less than  8 inches from the drainpipe and shall be 
lapped between the floor membrane in a solid coating of bituminous cement.  
If cast-iron water closet floor flanges are used, the space between the 
pipe sleeve and drainpipe shall be sealed with sealant and the flashing 
guard shall be upturned approximately  1-1/2 inches to fit the outside 
diameter of the drainpipe and the inside diameter of the water closet floor 
flange.  The upturned portion of the sheet fitted into the floor flange 
shall be sealed.

3.1.4.4   Optional Counterflashing

Instead of turning the flashing down into a dry vent pipe, or caulking and 
sealing the annular space between the pipe and flashing or 
metal-jacket-covered insulation and flashing, counterflashing may be 
accomplished by utilizing the following:

a.  A standard roof coupling for threaded pipe up to  6 inches in 
diameter.
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b.  A tack-welded or banded-metal rain shield around the pipe.

3.1.4.5   Pipe Penetrations of Slab on Grade Floors

Where pipes, fixture drains, floor drains, cleanouts or similar items 
penetrate slab on grade floors, except at penetrations of floors with 
waterproofing membrane as specified in paragraphs Flashing Requirements and 
Waterproofing, a groove  1/4 to 1/2 inch wide by  1/4 to 3/8 inch deep 
shall be formed around the pipe, fitting or drain.  The groove shall be 
filled with a sealant as specified in Section 07900A JOINT SEALING.

3.1.5   Fire Seal

Where pipes pass through fire walls, fire-partitions, fire-rated pipe chase 
walls or floors above grade, a fire seal shall be provided as specified in 
Section 07840A FIRESTOPPING.

3.1.6   Supports

3.1.6.1   General

Hangers used to support piping  2 inches and larger shall be fabricated to 
permit adequate adjustment after erection while still supporting the load.  
Pipe guides and anchors shall be installed to keep pipes in accurate 
alignment, to direct the expansion movement, and to prevent buckling, 
swaying, and undue strain.  Piping subjected to vertical movement when 
operating temperatures exceed ambient temperatures shall be supported by 
variable spring hangers and supports or by constant support hangers.  In 
the support of multiple pipe runs on a common base member, a clip or clamp 
shall be used where each pipe crosses the base support member.  Spacing of 
the base support members shall not exceed the hanger and support spacing 
required for an individual pipe in the multiple pipe run.  Threaded 
sections of rods shall not be formed or bent.

3.1.6.2   Pipe Hangers, Inserts, and Supports

Installation of pipe hangers, inserts and supports shall conform to MSS 
SP-58 and MSS SP-69, except as modified herein.

a.  Types 5, 12, and 26 shall not be used.

b.  Type 3 shall not be used on insulated pipe.

c.  Type 18 inserts shall be secured to concrete forms before concrete 
is placed.  Continuous inserts which allow more adjustment may be 
used if they otherwise meet the requirements for type 18 inserts.

d.  Type 19 and 23 C-clamps shall be torqued per MSS SP-69 and shall 
have both locknuts and retaining devices furnished by the 
manufacturer.  Field-fabricated C-clamp bodies or retaining 
devices are not acceptable.

e.  Type 20 attachments used on angles and channels shall be furnished 
with an added malleable-iron heel plate or adapter.

f.  Type 24 may be used only on trapeze hanger systems or on 
fabricated frames.
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g.  Type 39 saddles shall be used on insulated pipe  4 inches and 
larger when the temperature of the medium is  60 degrees F or 
higher.  Type 39 saddles shall be welded to the pipe.

h.  Type 40 shields shall:

(1)  Be used on insulated pipe less than  4 inches.

(2)  Be used on insulated pipe  4 inches and larger when the 
temperature of the medium is  60 degrees F or less.

(3)  Have a high density insert for all pipe sizes.  High density 
inserts shall have a density of  8 pcf or greater.

i.  Horizontal pipe supports shall be spaced as specified in MSS SP-69 
and a support shall be installed not over  1 foot from the pipe 
fitting joint at each change in direction of the piping.  Pipe 
supports shall be spaced not over  5 feet apart at valves.  
Operating temperatures in determining hanger spacing for PVC or 
CPVC pipe shall be  120 degrees F for PVC and  180 degrees F for 
CPVC.  Horizontal pipe runs shall include allowances for expansion 
and contraction.

j.  Vertical pipe shall be supported at each floor, except at 
slab-on-grade, at intervals of not more than  15 feet nor more 
than  8 feet from end of risers, and at vent terminations.  
Vertical pipe risers shall include allowances for expansion and 
contraction.

k.  Type 35 guides using steel, reinforced polytetrafluoroethylene 
(PTFE) or graphite slides shall be provided to allow longitudinal 
pipe movement.  Slide materials shall be suitable for the system 
operating temperatures, atmospheric conditions, and bearing loads 
encountered.  Lateral restraints shall be provided as needed.  
Where steel slides do not require provisions for lateral restraint 
the following may be used:

(1)  On pipe  4 inches and larger when the temperature of the 
medium is  60 degrees F or higher, a Type 39 saddle, welded to the 
pipe, may freely rest on a steel plate.

(2)  On pipe less than  4 inches a Type 40 shield, attached to the 
pipe or insulation, may freely rest on a steel plate.

(3)  On pipe  4 inches and larger carrying medium less that  60 
degrees F a Type 40 shield, attached to the pipe or insulation, 
may freely rest on a steel plate.

l.  Pipe hangers on horizontal insulated pipe shall be the size of the 
outside diameter of the insulation.  The insulation shall be 
continuous through the hanger on all pipe sizes and applications.

m.  Where there are high system temperatures and welding to piping is 
not desirable, the type 35 guide shall include a pipe cradle, 
welded to the guide structure and strapped securely to the pipe.  
The pipe shall be separated from the slide material by at least  4 
inches or by an amount adequate for the insulation, whichever is 
greater.
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n.  Hangers and supports for plastic pipe shall not compress, distort, 
cut or abrade the piping, and shall allow free movement of pipe 
except where otherwise required in the control of 
expansion/contraction.

3.1.7   Welded Installation

Plumbing pipe weldments shall be as indicated.  Changes in direction of 
piping shall be made with welding fittings only; mitering or notching pipe 
to form elbows and tees or other similar type construction will not be 
permitted.  Branch connection may be made with either welding tees or 
forged branch outlet fittings.  Branch outlet fittings shall be forged, 
flared for improvement of flow where attached to the run, and reinforced 
against external strains.  Beveling, alignment, heat treatment, and 
inspection of weld shall conform to ASME B31.1.  Weld defects shall be 
removed and repairs made to the weld, or the weld joints shall be entirely 
removed and rewelded.  After filler metal has been removed from its 
original package, it shall be protected or stored so that its 
characteristics or welding properties are not affected.  Electrodes that 
have been wetted or that have lost any of their coating shall not be used.

3.1.8   Pipe Cleanouts

Pipe cleanouts shall be the same size as the pipe except that cleanout 
plugs larger than  4 inches will not be required.  A cleanout installed in 
connection with cast-iron soil pipe shall consist of a long-sweep 1/4 bend 
or one or two 1/8 bends extended to the place shown.  An extra-heavy 
cast-brass or cast-iron ferrule with countersunk cast-brass head screw plug 
shall be caulked into the hub of the fitting and shall be flush with the 
floor.  Cleanouts in connection with other pipe, where indicated, shall be 
T-pattern, 90-degree branch drainage fittings with cast-brass screw plugs, 
except plastic plugs shall be installed in plastic pipe.  Plugs shall be 
the same size as the pipe up to and including  4 inches.  Cleanout tee 
branches with screw plug shall be installed at the foot of soil and waste 
stacks, at the foot of interior downspouts, on each connection to building 
storm drain where interior downspouts are indicated, and on each building 
drain outside the building.  Cleanout tee branches may be omitted on stacks 
in single story buildings with slab-on-grade construction or where less 
than  18 inches of crawl space is provided under the floor.  Cleanouts on 
pipe concealed in partitions shall be provided with chromium plated bronze, 
nickel bronze, nickel brass or stainless steel flush type access cover 
plates.  Round access covers shall be provided and secured to plugs with 
securing screw.  Square access covers may be provided with matching frames, 
anchoring lugs and cover screws.  Cleanouts in finished walls shall have 
access covers and frames installed flush with the finished wall.  Cleanouts 
installed in finished floors subject to foot traffic shall be provided with 
a chrome-plated cast brass, nickel brass, or nickel bronze cover secured to 
the plug or cover frame and set flush with the finished floor.  Heads of 
fastening screws shall not project above the cover surface.  Where 
cleanouts are provided with adjustable heads, the heads shall be cast iron.

3.2   WATER HEATERS AND HOT WATER STORAGE TANKS

3.2.1   Relief Valves

No valves shall be installed between a relief valve and its water heater or 
storage tank.  The P&T relief valve shall be installed where the valve 
actuator comes in contact with the hottest water in the heater.  Whenever 
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possible, the relief valve shall be installed directly in a tapping in the 
tank or heater; otherwise, the P&T valve shall be installed in the 
hot-water outlet piping.  A vacuum relief valve shall be provided on the 
cold water supply line to the hot-water storage tank or water heater and 
mounted above and within  6 inches above the top of the tank or water 
heater.

3.2.2   Installation of Gas-Fired Water Heater

Installation shall conform to NFPA 54 for gas fired and NFPA 31 for oil 
fired.  Storage water heaters that are not equipped with integral heat 
traps and having vertical pipe risers shall be installed with heat traps 
directly on both the inlet and outlet.  Circulating systems need not have 
heat traps installed.  An acceptable heat trap may be a piping arrangement 
such as elbows connected so that the inlet and outlet piping make 
vertically upward runs of not less than  24 inches just before turning 
downward or directly horizontal into the water heater's inlet and outlet 
fittings.  Commercially available heat traps, specifically designed by the 
manufacturer for the purpose of effectively restricting the natural 
tendency of hot water to rise through vertical inlet and outlet piping 
during standby periods may also be approved.

3.2.3   Heat Traps

Piping to and from each water heater and hot water storage tank shall be 
routed horizontally and downward a minimum of  2 feet before turning in an 
upward direction.

3.2.4   Connections to Water Heaters

Connections of metallic pipe to water heaters shall be made with dielectric 
unions or flanges.

3.3   FIXTURES AND FIXTURE TRIMMINGS

Polished chromium-plated pipe, valves, and fittings shall be provided where 
exposed to view.  Angle stops, straight stops, stops integral with the 
faucets, or concealed type of lock-shield, and loose-key pattern stops for 
supplies with threaded, sweat or solvent weld inlets shall be furnished and 
installed with fixtures.  Where connections between copper tubing and 
faucets are made by rubber compression fittings, a beading tool shall be 
used to mechanically deform the tubing above the compression fitting.  
Exposed traps and supply pipes for fixtures and equipment shall be 
connected to the rough piping systems at the wall, unless otherwise 
specified under the item.  Floor and wall escutcheons shall be as 
specified.  Drain lines and hot water lines of fixtures for handicapped 
personnel shall be insulated and do not require polished chrome finish.  
Plumbing fixtures and accessories shall be installed within the space shown.

3.3.1   Fixture Connections

Where space limitations prohibit standard fittings in conjunction with the 
cast-iron floor flange, special short-radius fittings shall be provided. 
Connections between earthenware fixtures and flanges on soil pipe shall be 
made gastight and watertight with a closet-setting compound or neoprene 
gasket and seal.  Use of natural rubber gaskets or putty will not be 
permitted.  Fixtures with outlet flanges shall be set the proper distance 
from floor or wall to make a first-class joint with the closet-setting 
compound or gasket and fixture used.
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3.3.2   Height of Fixture Rims Above Floor

Lavatories shall be mounted with rim  31 inches above finished floor.  
Wall-hung drinking fountains and water coolers shall be installed with rim  
42 inches above floor.  Wall-hung service sinks shall be mounted with rim  
28 inches above the floor.  Installation of fixtures for use by the 
physically handicapped shall be in accordance with CABO A117.1.

3.3.3   Fixture Supports

Fixture supports for off-the-floor lavatories, urinals, water closets, and 
other fixtures of similar size, design, and use, shall be of the 
chair-carrier type.  The carrier shall provide the necessary means of 
mounting the fixture, with a foot or feet to anchor the assembly to the 
floor slab.  Adjustability shall be provided to locate the fixture at the 
desired height and in proper relation to the wall.  Support plates, in lieu 
of chair carrier, shall be fastened to the wall structure only where it is 
not possible to anchor a floor-mounted chair carrier to the floor slab.

3.3.3.1   Support for Concrete-Masonry Wall Construction

Chair carrier shall be anchored to floor slab.  Where a floor-anchored 
chair carrier cannot be used, a suitable wall plate shall be fastened to 
the concrete wall using through bolts and a back-up plate.

3.3.3.2   Support for Steel Stud Frame Partitions

Chair carrier shall be used.  The anchor feet and tubular uprights shall be 
of the heavy duty design; and feet (bases) shall be steel and welded to a 
square or rectangular steel tube upright.  Wall plates, in lieu of 
floor-anchored chair carriers, shall be used only if adjoining steel 
partition studs are suitably reinforced to support a wall plate bolted to 
these studs.

3.3.4   Backflow Prevention Devices

Plumbing fixtures, equipment, and pipe connections shall not cross connect 
or interconnect between a potable water supply and any source of nonpotable 
water.  Backflow preventers shall be installed where indicated and in 
accordance with ICC Plumbing Code at all other locations necessary to 
preclude a cross-connect or interconnect between a potable water supply and 
any nonpotable substance.  In addition backflow preventers shall be 
installed at all locations where the potable water outlet is below the 
flood level of the equipment, or where the potable water outlet will be 
located below the level of the nonpotable substance.  Backflow preventers 
shall be located so that no part of the device will be submerged.  Backflow 
preventers shall be of sufficient size to allow unrestricted flow of water 
to the equipment, and preclude the backflow of any nonpotable substance 
into the potable water system.  Bypass piping shall not be provided around 
backflow preventers.  Access shall be provided for maintenance and testing. 
 Each device shall be a standard commercial unit.

3.3.5   Access Panels

Access panels shall be provided for concealed valves and controls, or any 
item requiring inspection or maintenance.  Access panels shall be of 
sufficient size and located so that the concealed items may be serviced, 
maintained, or replaced.  Access panels shall be as specified in Section 

SECTION 15400A  Page 33
Am_0002



LIVE ORDNANCE LOADING AREA (LOLA), ELLSWORTH AFB, SD EL48

05500A MISCELLANEOUS METAL.

3.3.6   Traps

Each trap shall be placed as near the fixture as possible, and no fixture 
shall be double-trapped.  Traps installed on cast-iron soil pipe shall be 
cast iron.  Traps installed on steel pipe or copper tubing shall be 
recess-drainage pattern, or brass-tube type.  Traps installed on plastic 
pipe may be plastic conforming to ASTM D 3311.  Traps for acid-resisting 
waste shall be of the same material as the pipe.

3.4   WATER METER REMOTE READOUT REGISTER

The remote readout register shall be mounted at the location indicated or 
as directed by the Contracting Officer.

3.5   IDENTIFICATION SYSTEMS

3.5.1   Identification Tags

Identification tags made of brass, engraved laminated plastic, or engraved 
anodized aluminum, indicating service and valve number shall be installed 
on valves, except those valves installed on supplies at plumbing fixtures. 
Tags shall be  1-3/8 inch minimum diameter, and marking shall be stamped or 
engraved.  Indentations shall be black, for reading clarity.  Tags shall be 
attached to valves with No. 12 AWG, copper wire, chrome-plated beaded 
chain, or plastic straps designed for that purpose.

3.5.2   Pipe Color Code Marking

Color code marking of piping shall be as specified in Section 09900 
PAINTING, GENERAL.

3.5.3   Color Coding Scheme for Locating Hidden Utility Components

Scheme shall be provided in buildings having suspended grid ceilings.  The 
color coding scheme shall identify points of access for maintenance and 
operation of operable components which are not visible from the finished 
space and installed in the space directly above the suspended grid ceiling. 
The operable components shall include valves, dampers, switches, linkages 
and thermostats.  The color coding scheme shall consist of a color code 
board and colored metal disks.  Each colored metal disk shall be 
approximately  3/8 inch in diameter and secured to removable ceiling panels 
with fasteners.  The fasteners shall be inserted into the ceiling panels so 
that the fasteners will be concealed from view.  The fasteners shall be 
manually removable without tools and shall not separate from the ceiling 
panels when panels are dropped from ceiling height.  Installation of 
colored metal disks shall follow completion of the finished surface on 
which the disks are to be fastened.  The color code board shall have the 
approximate dimensions of  3 foot width,  30 inches height, and  1/2 inch 
thickness.  The board shall be made of wood fiberboard and framed under 
glass or  1/16 inch transparent plastic cover.  Unless otherwise directed, 
the color code symbols shall be approximately  3/4 inch in diameter and the 
related lettering in  1/2 inch high capital letters.  The color code board 
shall be mounted and located in the mechanical or equipment room.  The 
color code system shall be as directed by the Contracting Officer.

3.6   ESCUTCHEONS
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Escutcheons shall be provided at finished surfaces where bare or insulated 
piping, exposed to view, passes through floors, walls, or ceilings, except 
in boiler, utility, or equipment rooms.  Escutcheons shall be fastened 
securely to pipe or pipe covering and shall be satin-finish, 
corrosion-resisting steel, polished chromium-plated zinc alloy, or polished 
chromium-plated copper alloy.  Escutcheons shall be either one-piece or 
split-pattern, held in place by internal spring tension or setscrew.

3.7   PAINTING

Painting of pipes, hangers, supports, and other iron work, either in 
concealed spaces or exposed spaces, is specified in Section 09900 PAINTING, 
GENERAL.

3.8   TESTS, FLUSHING AND DISINFECTION

3.8.1   Plumbing System

The following tests shall be performed on the plumbing system in accordance 
with ICC Plumbing Code.

a.  Drainage and Vent Systems Tests.

b.  Building Sewers Tests.

c.  Water Supply Systems Tests.

3.8.1.1   Test of Backflow Prevention Assemblies

Backflow prevention assembly shall be tested using gauges specifically 
designed for the testing of backflow prevention assemblies.  Gauges shall 
be tested annually for accuracy in accordance with the University of 
Southern California's Foundation of Cross Connection Control and Hydraulic 
Research or the American Water Works Association Manual of Cross Connection 
(Manual M-14).  Report form for each assembly shall include, as a minimum, 
the following:

Data on Device                   Data on Testing Firm
Type of Assembly                 Name
Manufacturer                     Address
Model Number                     Certified Tester
Serial Number                    Certified Tester No.
Size                             Date of Test
Location
Test Pressure Readings           Serial Number and Test Data of 
Gauges

If the unit fails to meet specified requirements, the unit shall be 
repaired and retested.

 3.8.2   Defective Work

If inspection or test shows defects, such defective work or material shall 
be replaced or repaired as necessary and inspection and tests shall be 
repeated.  Repairs to piping shall be made with new materials.  Caulking of 
screwed joints or holes will not be acceptable.

3.8.3   System Flushing
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3.8.3.1   During Flushing

Before operational tests or disinfection, potable water piping system shall 
be flushed with potable water.  Sufficient water shall be used to produce a 
water velocity that is capable of entraining and removing debris in all 
portions of the piping system.  This requires simultaneous operation of all 
fixtures on a common branch or main in order to produce a flushing velocity 
of approximately 4 fps through all portions of the piping system.  In the 
event that this is impossible due to size of system, the Contracting 
Officer (or the designated representative) shall specify the number of 
fixtures to be operated during flushing.  Contractor shall provide adequate 
personnel to monitor the flushing operation and to ensure that drain lines 
are unobstructed in order to prevent flooding of the facility.  Contractor 
shall be responsible for any flood damage resulting from flushing of the 
system.  Flushing shall be continued until entrained dirt and other foreign 
materials have been removed and until discharge water shows no 
discoloration.

3.8.3.2   After Flushing

 System shall be drained at low points.  Strainer screens shall be removed, 
cleaned, and replaced.  After flushing and cleaning, systems shall be 
prepared for testing by immediately filling water piping with clean, fresh 
potable water.  Any stoppage, discoloration, or other damage to the finish, 
furnishings, or parts of the building due to the Contractor's failure to 
properly clean the piping system shall be repaired by the Contractor.  When 
the system flushing is complete, the hot-water system shall be adjusted for 
uniform circulation.  Flushing devices and automatic control systems shall 
be adjusted for proper operation.  All faucets and drinking water 
fountains, to include any device considered as an end point device by NSF 61, 
Section 9, shall be flushed a minimum of 0.25 gallons per 24 hour period, 
ten times over a 14 day period.

3.8.4   Operational Test

Upon completion of flushing and prior to disinfection procedures,  the 
Contractor shall subject the plumbing system to operating tests to 
demonstrate satisfactory functional and operational efficiency.  Such 
operating tests shall cover a period of not less than 8 hours for each 
system and shall include the following information in a report with 
conclusion as to the adequacy of the system:

a.  Time, date, and duration of test.

b.  Water pressures at the most remote and the highest fixtures.

c.  Operation of each fixture and fixture trim.

d.  Operation of each valve, hydrant, and faucet.

e.  Pump suction and discharge pressures.

f.  Temperature of each domestic hot-water supply.

g.  Operation of each floor and roof drain by flooding with water.

h.  Operation of each vacuum breaker and backflow preventer.

i.  Complete operation of each water pressure booster system, 
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including pump start pressure and stop pressure.

j.  Compressed air readings at each compressor and at each outlet. 
Each indicating instrument shall be read at 1/2 hour intervals.  
The report of the test shall be submitted in quadruplicate.  The 
Contractor shall furnish instruments, equipment, and personnel 
required for the tests; the Government will furnish the necessary 
water and electricity.

3.8.5   Disinfection

After operational tests are complete, the entire domestic hot- and 
cold-water distribution system shall be disinfected.  System shall be 
flushed as specified, before introducing chlorinating material.  The 
chlorinating material shall be hypochlorites or liquid chlorine.  Water 
chlorination procedure shall be in accordance with AWWA M20.  The 
chlorinating material shall be fed into the water piping system at a 
constant rate at a concentration of at least 50 parts per million (ppm).  A 
properly adjusted hypochlorite solution injected into the main with a 
hypochlorinator, or liquid chlorine injected into the main through a 
solution-feed chlorinator and booster pump, shall be used.  The chlorine 
residual shall be checked at intervals to ensure that the proper level is 
maintained.  Chlorine application shall continue until the entire main is 
filled.  The water shall remain in the system for a minimum of 24 hours.  
Each valve in the system being disinfected shall be opened and closed 
several times during the contact period to ensure its proper disinfection.  
Following the 24-hour period, no less than 25 ppm chlorine residual shall 
remain in the system.  Water tanks shall be disinfected by the addition of 
chlorine directly to the filling water.  Following a 6 hour period, no less 
than 50 ppm chlorine residual shall remain in the tank.  If after the 24 
hour and 6 hour holding periods, the residual solution contains less than 
25 ppm and 50 ppm chlorine respectively, flush the piping and tank with 
potable water, and repeat the above procedures until the required residual 
chlorine levels are satisfied.  The system including the tanks shall then 
be flushed with clean water until the residual chlorine level is reduced to 
less than one part per million.  During the flushing period each valve and 
faucet shall be opened and closed several times.  Samples of water in 
disinfected containers shall be obtained from several locations selected by 
the Contracting Officer.  The samples of water shall be tested for total 
coliform organisms (coliform bacteria, fecal coliform, streptococcal, and 
other bacteria) in accordance with AWWA EWW.  The testing method used shall 
be either the multiple-tube fermentation technique or the membrane-filter 
technique.  Disinfection shall be repeated until tests indicate the absence 
of coliform organisms (zero mean coliform density per 100 milliliters) in 
the samples for at least 2 full days.  The system will not be accepted 
until satisfactory bacteriological results have been obtained.

3.8.6   Flushing of Potable Water System

As an option to the system flushing specified above, the potable water 
system system shall be flushed and conditioned until the residual level of 
lead is less than that specified by the base industrial hygienist.  The 
water supply to the building shall be tested separately to ensure that any 
lead contamination found during potable water system testing is due to work 
being performed inside the building.

3.9   PLUMBING FIXTURE SCHEDULE

P-1  WATER CLOSET:
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Siphon-jet, elongated bowl, top supply spud, ASME A112.19.2M, floor mounted. 
 Floor flange shall be copper alloy, cast iron, or plastic.

Gasket shall be wax type.

Seat - IAPMO Z124.5, Type A, black plastic, elongated, open front.

Flushometer Valve - ASSE 1037, large diaphragm type with non-hold-open 
feature, backcheck angle control stop, and vacuum breaker.  Minimum upper 
chamber inside diameter of not less than  2-5/8 inches at the point where 
the diaphragm is sealed between the upper and lower chambers.  The maximum 
water use shall be  1.6 gallons per flush.

P-2  WATER CLOSET HANDICAPPED:

Height of top rim of bowl shall be in accordance with CABO A117.1; other 
features are the same as P-1.

P-3  URINAL:

Wall hanging, with integral trap and extended shields, ASME A112.19.2M
washout.  Top supply connection, back outlet.

Flushometer Valve - Similar to Flushometer Valve for P-1.  The maximum 
water use shall be  1 gallon per flush.

P-4   URINAL HANDICAPPED

Height of top rim of bowl shall be in accordance with CABO A117.1; other 
features are the same as P-3.

P-5  LAVATORY:

Manufacturer's standard sink depth, vitreous china ASME A112.19.2M, ledge 
back.

Faucet - Faucets shall meet the requirements of NSF 61, Section 9.  Faucets 
shall be single control, mixing type.  Faucets shall have replaceable seats 
and washers.  Flow shall be limited to  0.25 gallon per cycle at a flowing 
water pressure of  80 psi if a metering device or fitting is used that 
limits the period of water discharge such as a foot switch or fixture 
occupancy sensor.  If a metering device is not used, the flow shall be 
limited to  2.5 gpm at a flowing pressure of  80 psi.

Handles - Lever  type.  Cast, formed, or drop forged copper alloy.

Drain - Pop-up drain shall include stopper, lift rods, jam nut, washer, and 
tail piece.

P-6  WHEELCHAIR LAVATORY:

Vitreous china, ASME A112.19.2M, wheelchair lavatory with wrist or elbow 
controls  20 inches wide x 27 inches deep with gooseneck spout.  Flow shall 
be limited to  0.25 gallon per cycle at a flowing water pressure of  80 psi 
if a metering device or fitting is used that limits the period of water 
discharge such as foot switch or fixture occupancy sensor.  If a metering 
device is not used, the flow shall be limited to  2.5 gpm at a flowing 
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water pressure of  80 psi.

Drain - Strainer shall be copper alloy or stainless steel.

P-7  KITCHEN SINK:

Ledge back with holes for faucet and spout single bowl  24 x 21 inches
stainless steel ASME A112.19.3M.

Faucet and Spout - Faucets shall meet the requirements of NSF 61, Section 
9.  Cast or wrought copper alloy.  Aerator shall have internal threads.  
Flow shall be limited to  0.25 gallon per cycle at a flowing water pressure 
of  80 psi if a metering device or fitting is used that limits the period 
of water discharge such as a foot switch or fixture occupancy sensor.  If a 
metering device is not used, the flow shall be limited to  2.5 gpm at a 
flowing water pressure of  80 psi.

Handle - Stainless steel.  Single lever type.

Drain Assembly - Plug, cup strainer, or stainless steel.

P-8  SERVICE SINK:

Enameled cast iron ASME A112.19.1M, copper alloy or stainless steel ASME 
A112.19.3M trap standard  24 inches wide x 20 inches deep, splashback  9 
inches high.

Faucet and Spout - Cast or wrought copper alloy, with top or bottom brace, 
with backflow preventer.  Faucets shall have replaceable seat and the 
washer shall rotate onto the seat.  Handles shall be lever type.  Strainers 
shall have internal threads.

Drain Assembly - Plug, cup strainer, crossbars, jam nuts, washers, 
couplings, stopper, etc., shall be copper alloy or stainless steel.

Trap - Cast iron, minimum  3 inch diameter.

P-9    MOP SINK

Corner, floor mounted 28 inches square, 6-3/4 inches deep.

Faucet and Spout - Cast or wrought copper alloy, with top or bottom brace, 
with backflow preventer.  Faucets shall have replaceable seat and the 
washer shall rotate onto the seat.  Handles shall be lever type.  Strainers 
shall have internal threads.

Trap - Cast iron, minimum 3 inch diameter.

3.10   POSTED INSTRUCTIONS

Framed instructions under glass or in laminated plastic, including wiring 
and control diagrams showing the complete layout of the entire system, 
shall be posted where directed.  Condensed operating instructions 
explaining preventive maintenance procedures, methods of checking the 
system for normal safe operation, and procedures for safely starting and 
stopping the system shall be prepared in typed form, framed as specified 
above for the wiring and control diagrams and posted beside the diagrams.  
The framed instructions shall be posted before acceptance testing of the 
systems.
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3.11   PERFORMANCE OF WATER HEATING EQUIPMENT

Standard rating condition terms are as follows:

EF = Energy factor, overall efficiency.

ET = Thermal efficiency with 70 degrees F delta T.

EC = Combustion efficiency, 100 percent - flue loss when smoke = o 
(trace is permitted).

SL = Standby loss in W/sq. ft. based on 80 degrees F delta T, or in 
percent per hour based on nominal 90 degrees F delta T.

HL = Heat loss of tank surface area.

V = Storage volume in liters

3.11.1   Storage Water Heaters

3.11.1.1   Gas

a.  Storage capacity of  100 gallons or less, and input rating of  
75,000 Btu/h or less:  minimum EF shall be 0.62-0.0019V per 10 CFR 
430.

b.  Storage capacity of more than  100 gallons - or input rating more 
than  75,000 Btu/h:  Et shall be 77 percent; maximum SL shall be 
1.3+38/V, per ANSI Z21.10.3.
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3.12   TABLES

TABLE I
PIPE AND FITTING MATERIALS FOR

DRAINAGE, WASTE, AND VENT PIPING SYSTEMS
--------------------------------------------------------------------------
                                                            SERVICE
--------------------------------------------------------------------------
Item #  Pipe and Fitting Materials            A     B    C     D     E   F
--------------------------------------------------------------------------

1  Cast iron soil pipe and fittings, hub      X     X    X     X     X
   and spigot, ASTM A 74 with
   compression gaskets

2  Cast iron soil pipe and fittings hubless,        X    X     X
   CISPI 301 and
   ASTM A 888

3  Cast iron drainage fittings, threaded,     X          X     X
   ASME B16.12 for use with
   Item 10

4  Cast iron screwed fittings (threaded)                       X     X
   ASME B16.4 for use with Item 10

5  Grooved pipe couplings, ferrous and        X     X          X     X
   non-ferrous pipe ASTM A 536
   and ASTM A 47/A 47M

6  Ductile iron grooved joint fittings        X     X          X     X
   for ferrous pipe ASTM A 536
   and ASTM A 47/A 47M for use with
   Item 5

7  Bronze sand casting grooved joint          X     X          X     X
   pressure fittings for non-ferrous pipe
   ASTM B 584, for use with Item 5

8  Wrought copper grooved joint pressure      X     X
   pressure fittings for non-ferrous pipe
   ASTM B 75 C12200,
   ASTM B 152, ASTM B 152M, C11000,
   ASME B16.22
   ASME B16.22 for use with Item 5

9  Malleable-iron threaded fittings,                           X     X
   galvanized ASME B16.3
   for use with Item 10

10  Steel pipe, seamless galvanized,          X                X     X
    ASTM A 53/A 53M, Type S, Grade B

11  Seamless red brass pipe, ASTM B 43              X     X

12  Bronzed flanged fittings,                                  X     X
    ASME B16.24 for use
    with Items 11 and 14
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TABLE I
PIPE AND FITTING MATERIALS FOR

DRAINAGE, WASTE, AND VENT PIPING SYSTEMS
--------------------------------------------------------------------------
                                                            SERVICE
--------------------------------------------------------------------------
Item #  Pipe and Fitting Materials            A     B    C     D     E   F
--------------------------------------------------------------------------
13  Cast copper alloy solder joint                             X     X
    pressure fittings, ASME B16.18
    for use with Item 14

14  Seamless copper pipe, ASTM B 42                           X

15  Cast bronze threaded fittings,                             X     X
    ASME B16.15

16  Copper drainage tube, (DWV),              X*    X    X*    X     X
    ASTM B 306

17  Wrought copper and wrought                X     X    X     X     X
    alloy solder-joint drainage
    fittings.  ASME B16.29

18  Cast copper alloy solder joint            X     X    X     X     X
    drainage fittings, DWV,
    ASME B16.23

19  Acrylonitrile-Butadiene-Styrene (ABS)     X     X    X     X     X   X
    plastic drain, waste, and vent pipe
    and fittings ASTM D 2661,
    ASTM F 628

20  Polyvinyl Chloride plastic drain,         X     X    X     X     X   X
    waste and vent pipe and fittings,
    ASTM D 2665,
    ASTM F 891, (Sch 40)
    ASTM F 1760

21  Process glass pipe and fittings,                                     X
    ASTM C 1053

22  High-silicon content cast iron pipe             X                X   X
    and fittings (hub and spigot, and mechanical joint),
 ASTM A 518/A 518M

23  Polypropylene (PP) waste pipe and                                    X
    fittings, ASTM D 4101

24  Filament-wound reinforced thermosetting                              X
    resin (RTRP) pipe, ASTM D 2996

    SERVICE:

    A - Underground Building Soil, Waste and Storm Drain
    B - Aboveground Soil, Waste, Drain In Buildings
    C - Underground Vent
    D - Aboveground Vent
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TABLE I
PIPE AND FITTING MATERIALS FOR

DRAINAGE, WASTE, AND VENT PIPING SYSTEMS
--------------------------------------------------------------------------
                                                            SERVICE
--------------------------------------------------------------------------
Item #  Pipe and Fitting Materials            A     B    C     D     E   F
--------------------------------------------------------------------------
    E - Interior Rainwater Conductors Aboveground
    F - Corrosive Waste And Vent Above And Belowground
    * - Hard Temper
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TABLE II
PIPE AND FITTING MATERIALS FOR PRESSURE PIPING SYSTEMS

--------------------------------------------------------------------------
                                                        SERVICE
--------------------------------------------------------------------------
Item No.  Pipe and Fitting Materials          A       B       C     D
--------------------------------------------------------------------------

1  Malleable-iron threaded fittings,                  X       X     
   a.  Galvanized, ASME B16.3
   for use with Item 4a

   b.  Same as "a" but not galvanized                         X
   for use with Item 4b

2  Grooved pipe couplings, ferrous pipe       X       X       X
   ASTM A 536 and
   ASTM A 47/A 47M, non-ferrous
   pipe, ASTM A 536 
   and ASTM A 47/A 47M,

3  Ductile iron grooved joint fittings        X       X       X
   for ferrous pipe ASTM A 536
   and ASTM A 47/A 47M, for use
   with Item 2

4  Steel pipe:                                                X      X
   a.  Seamless, galvanized,
   ASTM A 53/A 53M, Type S, Grade B

   b.  Seamless, black,                                       X
   ASTM A 53/A 53M,
   Type S, Grade B

5  Seamless red brass pipe,                   X       X              X
   ASTM B 43

6  Bronze flanged fittings,                   X       X              X
   ASME B16.24
   for use with Items 5 and 7

7  Seamless copper pipe,                      X       X              X
   ASTM B 42

8  Seamless copper water tube,                X**     X**     X**    X***
   ASTM B 88, ASTM B 88M

9  Cast bronze threaded fittings,             X       X              X
    ASME B16.15 for use
    with Items 5 and 7

10  Wrought copper and bronze solder-joint    X       X              X
    pressure fittings,
    ASME B16.22 for
    use with Items 5 and 7

11  Cast copper alloy solder-joint            X       X       X      X
    pressure fittings,
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TABLE II
PIPE AND FITTING MATERIALS FOR PRESSURE PIPING SYSTEMS

--------------------------------------------------------------------------
                                                        SERVICE
--------------------------------------------------------------------------
Item No.  Pipe and Fitting Materials          A       B       C     D
--------------------------------------------------------------------------
    ASME B16.18
    for use with Items 8 and 9

12  Bronze and sand castings grooved          X       X       X
    joint pressure fittings for non-
    ferrous pipe ASTM B 584,
    for use with Item 2

13  Polyethylene (PE) plastic pipe,           X                      X
    Schedules 40 and 80, based on
    outside diameter
    ASTM D 2447

14  Polyethylene (PE) plastic pipe            X                      X
    (SDR-PR), based on controlled
    outside diameter,
    ASTM D 3035

15  Polyethylene (PE) plastic pipe            X                      X
    (SIDR-PR), based on controlled
    inside diameter,
    ASTM D 2239

16  Butt fusion polyethylene (PE) plastic     X                      X
    pipe fittings, ASTM D 3261
    for use with Items 14, 15, and 16

17  Socket-type polyethylene fittings         X                      X
    for outside diameter-controlled
    polyethylene pipe,
    ASTM D 2683
    for use with Item 15

18  Polyethylene (PE) plastic tubing,         X                      X
    ASTM D 2737

19  Chlorinated polyvinyl chloride            X       X              
    (CPVC) plastic hot and cold
    water distribution system,
    ASTM D 2846/D 2846M

20  Chlorinated polyvinyl chloride            X       X              
    (CPVC) plastic pipe, Schedule 40
    and 80, ASTM F 441/F 441M

21  Chlorinated polyvinyl chloride            X       X              
    (CPVC) plastic pipe (SDR-PR)
    ASTM F 442/F 442M

22  Threaded chlorinated polyvinyl chloride   X       X              
    (chloride CPVC) plastic pipe fittings,
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TABLE II
PIPE AND FITTING MATERIALS FOR PRESSURE PIPING SYSTEMS

--------------------------------------------------------------------------
                                                        SERVICE
--------------------------------------------------------------------------
Item No.  Pipe and Fitting Materials          A       B       C     D
--------------------------------------------------------------------------
    Schedule 80, ASTM F 437,
    for use with Items 20, and 21

23  Socket-type chlorinated polyvinyl         X       X              
    chloride (CPVC) plastic pipe
    fittings, Schedule 40,
    ASTM F 438 for use
    with Items 20, 21, and 22

24  Socket-type chlorinated polyvinyl         X       X              
    chloride (CPVC) plastic pipe fittings
    Schedule 80, ASTM F 439
    for use with Items 20, 21, and 22

25  Polyvinyl chloride (PVC) plastic pipe,    X                      
    Schedules 40, 80, and 120,
    ASTM D 1785

26  Polyvinyl chloride (PVC) pressure-rated   X                      
    pipe (SDR Series),
    ASTM D 2241

27  Polyvinyl chloride (PVC) plastic pipe     X                      
    fittings, Schedule 40,
    ASTM D 2466

28  Socket-type polyvinyl chloride (PVC)      X                      
    plastic pipe fittings, schedule 80,
    ASTM D 2467 for use with Items 26 and 27

29  Threaded polyvinyl chloride (PVC)         X                      
    plastic pipe fittings, schedule 80,
    ASTM D 2464

30  Joints for IPS pvs pipe using solvent     X                      
    cement, ASTM D 2672

31  Filament-wound reinforced                 X       X
    thermosetting resin (RTRP) pipe,
    ASTM D 2996

32  Steel pipeline flanges,                   X       X
    MSS SP-44

33  Fittings: brass or bronze;                X       X
    ASME B16.15, and
    ASME B16.18
    ASTM B 828

34  Carbon steel pipe unions,                         X       X
    socket-welding and threaded,
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TABLE II
PIPE AND FITTING MATERIALS FOR PRESSURE PIPING SYSTEMS

--------------------------------------------------------------------------
                                                        SERVICE
--------------------------------------------------------------------------
Item No.  Pipe and Fitting Materials          A       B       C     D
--------------------------------------------------------------------------
    MSS SP-83

35  Malleable-iron threaded pipe                      X
    unions ASME B16.39

36  Nipples, pipe threaded                            X       X
    ASTM A 733

37  Crosslinked Polyethylene (PEX)                    X       X      
    Plastic Pipe ASTM F 877.

    A - Cold Water Aboveground
    B - Hot Water 180 degrees F Maximum Aboveground
    C - Compressed Air Lubricated
    D - Cold Water Service Belowground
    Indicated types are minimum wall thicknesses.
    ** - Type L - Hard
    *** - Type K - Hard temper with brazed joints only or type K-soft temper 
without joints in or under floors
    **** - In or under slab floors only brazed joints
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TABLE III
STANDARD RATING CONDITIONS AND MINIMUM PERFORMANCE RATINGS FOR WATER HEATING

EQUIPMENT

A.  STORAGE WATER HEATERS

         STORAGE
         CAPACITY        INPUT
FUEL     GALLONS         RATING      TEST PROCEDURE        REQUIRED 
PERFORMANCE

Gas     100 max.      75,000 Btu/h   10 CFR 430   EF = 0.62-0.0019V
                       max.                                     minimum

Gas     100 min.  OR  75,000 Btu/h   ANSI Z21.10.3  ET = 77 percent;
                                                          SL = 1.3+38/V max.

TERMS:

EF = Energy factor, overall efficiency.
ET = Thermal efficiency with 70 degrees F delta T.
EC = Combustion efficiency, 100 percent - flue loss when smoke = 0
     (trace is permitted).
SL = Standby loss in W/sq. ft. based on 80 degrees F delta T, or in
     percent per hour based on nominal 90 degrees F delta T.
HL = Heat loss of tank surface area
 V = Storage volume in gallons

        -- End of Section --
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